



■r. , - v ft/. "-rr**L 




V -" 








' T ?I 




- ; ■ ■ v ----.-. ~Jr- -• *ffi$H£jSg£^ 


',;'■' '- I*- 






'"-'"' ' "T' '0£Ga3&*~' ~. 




■S- •"'/#■ 




, V „ '-KG* '~ j "^8Kh5^^~"'''t* ; *^ j ' 


"— ^ .■% p r /--. ^ ti'i'>*f* 


■^'■■■»"^ 1 5S-. 




"4i^' : 'V-^ r ''-'-f''S 






^>-'; 






"\ *' 




***'-, *;■** I. p- -,■ 




COPYRIGHT 1984 [:/,\ 




"' ? 


■ V 


*?-*■:' -^Zr-.-- 


r lv ; ' 


■■'■S* 



-"' i]Y T.N. SIMSTAD «" 
ALL RIGHTS RESERVED 



4 



■ \* : 



.y 






■"3 



TABLE OF CONTENTS 

1 . SOFTWARE LAW 5 

2. ARCHIVAL COPIES 9 

3. COPY PROTECTION 11 

4. BASIC PROTECTION 14 

5. DISK DRIVE OVERVIEW 19 

6. BAD BLOCKS 31 

7. PRG, SEQ AND USER FILES 34 

8. COMPILED PROGRAMS 38 

9. MACHINE LANGUAGE 40 

10. ADVANCED BASIC PROTECTION 46 

1 1 . ML PROTECTION 51 

12. CARTRIDGE PROTECTION 62 

13. CARTRIDGES 1 6K OR MORE 70 

14. ADVANCED ML PROTECTION 72 

15. PROTECTING YOUR OWN SOFTWARE 81 

16. PROGRAM DISK DOCUMENTATION 83 

17. ADVANCED CARTRIDGES 87 

18. MEMORY MAPS 92 



t 






COPYRIGHT NOTICE 

PROGRAM PROTECTION FOR THE C-64 
COPYRIGHT 1984 BY T. N. SIMSTAD 
ALL RIGHTS RESERVED 

This manual and the computer programs on the accompanying 
floppy disks, which are described by this manual, are copyrighted 
and contain proprietary information belonging to T. N. Simstad. 

No one may give or sell copies of this manual or the 
accompanying disks or of the listings of the programs on the 
disks to any person or institution, except as provided for by the 
written agreement with T. N. Simstad. 

No one may copy, photocopy, reproduce, translate this manual or 
reduce it to machine readable form, in whole or in part, without 
the prior written consent of T. N. Simstad. 

WARRANTY AND LIABILITY 

Neither C S M SOFTWARE, T. N. Simstad, nor any dealer 
distributing the product, makes any warranty, express or implied, 
with respect to this manual, the disks or any related item, their 
quality, performance, merchantability, or fitness for any 
purpose. It is the responsibility solely of the purchaser to 
determine the suitability of these products for any purpose. 

In no case neither C S M SOFTWARE nor T. N. Simstad will be 
held liable for direct, indirect or incidental damages resulting 
from any defect or omission in the manual, the disk or other 
related items and processes, including, but not limited to, any 
interruption of service, loss of business, anticipated profit, or 
other consequential damages. 

THIS STATEMENT OF LIMITED LIABILITY IS IN LIEU OF ALL OTHER 
WARRANTIES, EXPRESS OR IMPLIED, INCLUDING WARRANTIES OF 
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. Neither C S 
M SOFTWARE nor T. N. Simstad assumes any other warranty or 
liability. Nor do they authorize any other person to assume any 
other warranty or liability for it, in connection with the sale 
of their products. 

UPDATES AND REVISIONS 

T. N. Simstad and C S M SOFTWARE reserves the right to correct 
and/or improve this manual and the related disk at any time 
without notice and with out responsibility to provide these 
changes to prior purchasers of the program. 

Although every attempt to verify the accuray of this document has 
been made, we cannot assume any liability for errors or 
omissions. No warranty or other guarantee can be given as to the 
accuracy or suitability of this book or the software for a 
particular purpose, nor can we be liable for any loss or damage 
arising fron the use of the same. 
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INTRODUCTION 



This may be the most important part of the book to read. I will 
give you some tips on how to get the most out of this book. If 
you are just starting to learn program protection you should 
start at chapter 1 and read the book thru to the end. If you have 
some experience at program protection you should start out at 
chapter 1 and read the book thru to the end. Each and every 
chapter will build on the previous one. Every chapter contains 
hints and suggestions that may be of benefit to you later. 

First start out by loading the directory on the disk. Do this 

now. 

Can't load the directory, can you? ? The directory has been 
specially modified to prevent you from listing it. Your disk 
drive will continue to load the directory until your computer 
crashes. The only way to stop the directory from loading is to 
turn the computer off and then back on again. 

Many modifications may be made to disk based program to make it 
unlistable. In this book you will learn to restore the disk and 
how to modify your own disks. Many important ideas will be 
covered in the book, if you see an item repeated in two or more 
chapters it is because it is important. Take your time while 
reading this book, underline the passages that are important to 
you. If something does not make sense the first time that you 
read it, don't worry about it. A lot of information is contained 
in this book, it may take you two or three times to fully 
understand every chapter. 

If you wish to try your hand at program protection, make the 
modifications to a disk that does not contain any valuable 
information. This way if you should make a mistake, you will not 
loose any valuable information. The best way to learn is by 
doing. As you read this book you should try doing some of the 
protection schemes listed. 

Take your time. It took me months to compile the data contained 
in this book. You probably won't understand it all the first time 
you read it . 
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SOFTWARE LAW 



The purpose of this chapter is to inform the user of the C-64 

computer what they may and may not do with the programs they have 
purchased. I am not a lawyer and I am not trying to give legal 

advice. What I am trying to do is make the average user more 

aware of some of the legal aspects of software law. If you have 

any specific questions go to your own lawyer or a lawyer who 
specializes in software law. 

Programs may take many forms. They may be purchased on disks, 
cassette tapes, cartridges or stringy floppies for the C-64. The 
only difference between a blank disk and a word processing 
program is a small amount of magnetic information that has been 
placed on the disk. Usually the magnetic information can be 
placed on the disk in a matter of minutes. With todays high speed 
copy machines, programs may be duplicated within a matter of 
minutes. This will include the time necessary to verify the disk. 
This will make certain that the disk will perform as expected. 




Two methods currently exist to protect the program from 
unauthorized copying. Both offer the programmer some amount of 
protection for his software. First is the legal method, this is 
the law of the country where the program is used. Second is the 
copy protection method, this is the method that the programmer 
uses to actually prevent unauthorized duplication of the 
software. In this chapter I will cover a few of the more popular 
legal ways of protecting computer software. 

The Congress of the United States has passed a number of laws to 

protect the author of a computer program. There are many ways 

that a programmer may legally protect his software from being 
copied . 

1 . Trade Secret: 

Trade secrets will protect the program as long as the program is 
kept a secret. If you keep your program secret and the code that 
makes the program work a secret, you have the best protection of 
all. The difficulty comes in when you try to sell the program to 
the customer. If you don't require the customer and all the users 
to sign a non-disclosure agreement, your trade secret status may 
be lost. Trade secrets work well during the development phase of 
the program, but they are impractical if the program is to be 
mass marketed. 
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2. Patent Protection: 

Copyrights only protects the expression of an idea, whereas a 
patent will protect the idea itself. If your program is granted a 
patent, you will have a seventeen year monopoly on your idea. 
This sounds like it might be the ideal way to protect your 
program. Right? 

WRONG 1 Patents many times take two or more years to obtain, your 
program may be obsolete before it has patent protection. Also the 
patent office may be unwilling to provide your program with a 
patent . 

3. Trademarks: 

The trademarks can only protect the name of the program, not the 
program itself. If your program has a good name, you will want to 
use a trademark to prevent anyone else from using the same name 
on their products. 

4 . Copyright : 

A copyright will protect the expression of an idea, not the idea 
itself. Although this last statement may sound confusing, it 
really is easy to understand. 

Most lawyers agree the best legal protection for your software is 
through the use of the copyright protection laws. In recent years 
the copyright laws have been updated and protection has been 
specifically extended to computer programs. This coverage will 
apply if the program is on a disk, cassette tape, cartridge or 
part of the internal ROM memory of the computer. 

I stated earlier that the copyright will protect the expression 
of an idea, not the idea itself. Let's look at this example. You, 
as a software author are working on word processing program. This 
is to be the best word processing program ever made. It will have 
all the functions of any other word processor plus a few new 
ideas of your own. While you are writing the program, you make 
every effort to insure that no one gets a copy of your code, 
thereby insuring your trade secret protection is maintained. Once 
the program is finished you copyright the program and begin to 
market the program. A few weeks later you find out that someone 
else has just marketed a new word processing program, this 
program has every feature that your program has. The two programs 
are very similar and perform all the same functions. Could this 
be a case of copyright infringement? Possibly, or it could be the 
case of two programmers simultaneously creating similar programs. 
Even though the programs appear to be similar, they have been 
created independently of each other. The other program may 
perform the same functions that yours does, but it does it in a 
different way. It is not what the program does, it is how it does 
it. Thus the statement: A copyright will protect the expression 
of an idea, not the idea itself. 
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Let's take a look at another example. You develop a word 
processing program. A software pirate buys a copy of your 
program. He changes the name and a few lines of code. The pirate 
then sells the program as his own. This is a clear cut case of 
copyright infringement. One can not just change a few simple 
lines of code and say that they are the author. If you take the 
pirate to court it would be an easy case to win. The program 
would have to be substantially different from your program in 
ordered to be considered unigue. 

The copyright is automatically born when the program is created 
and transferred from you to paper, disk or other media. You have 
up to five years to perfect your copyright with the Copyright 
Office. When you wish to perfect the copyright, you must follow a 
few simple steps. First, you need to place the proper copyright 
notice in a conspicuous place, you must file the proper form with 
the Copyright Office, send in a check for Ten dollars, the first 
twenty five pages and the last twenty five pages of your program. 
It would be advisable to contact your lawyer for further 
information on how to proceed. 

You, as a software author, have copyrighted your program and have 
done it properly. What is to prevent some one from copying your 
program? The copyright law states that anyone who willingly 
copies your program is in violation of the law. They don't have 
to sell your program to violate the law, they only have to copy 
it to be in violation. The law does provide for the owner of the 
program to make one copy for archival purposes only. 

If you find that someone has violated the law and is copying your 
program you can sue that person. You may recover any actual 
damages that you incurred, your attorneys fees, court costs and 
whatever other damages the court wishes to order. You may also 
request an injunction to prevent the pirate from any further 
copying of your program. 

Your local library is a good source of reference on computer 
software law. Many books have been written on the subject in the 
past few years. Try to get the most recent one, because the law 
is changing almost daily. 

5. Limiting liability: 

This form of protection may very well be the most important for 
the software author. By limiting his liability the software 
author can protect himself from unhappy or dissatisfied 
customers. The personal computer is covered by consumer 
protection laws. Any time the consumer purchases a software 
program (or most any item) certain warranties go with. 

Three typos of warranties are: express warranty, implied warranty 
of fitness and implied warranty of merchantability. The express 
warranty is created by the wording of the program or a salesmans 
words (i.e. "This program will sort five thousand files in two 
seconds"). If the product won't do it, it shouldn't say it. The 
implied warranty of fitness only comes into play if a salesman 
states that the program will fulfill his needs and the customer 
buys the product based upon the salesmans recommendations. Again 
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if the product won't do it, don't say that it will. The implied 
warranty of merchantability states that the product is as good as 
any one elses. This warranty is created automatically when your 
program is sold. 

Why then, is limiting liability the most important type of 
protection for the software author? Because if you, as the 
software author, don't properly disclaim each and every warranty, 
the author or seller may be open to a lawsuit if the product does 
not perform as the buyer expected it to. In many states the 
disclaimer must be placed in a conspicuous location, visible 
without opening the package, in order to be valid. If you put the 
disclaimer in the wrong location, it may be considered void. 
Contact a lawyer for specific information on limiting your 
liability if you are considering writing programs. 



PROGRAM PROTECTION FOR THE C-64 Page 9 



ARCHIVAL COPIES 



The dictionary defines the word ARCHIVE as follows: The place 
where records or papers of historical interest are stored. The 
meaning in the computer industry has taken a slightly different 
turn. An archival copy of a program is a duplicate program that 
is stored in a safe place, to be used in the event that anything 
should happen to the original. Software laws today provide for 
the owner of a program to make an archival copy of the original 
program. It is your right to make a copy of any program that you 
purchase. You also have the right to modify the program that you 
purchase, providing that you don't make copies of the original or 
the modified programs for anyone else. 

I think that we all have purchased a program, gotten it home and 
found that the program did not suit our needs. Sometimes the 
program only needed a small change to suit our particular needs. 
Other times the program was junk and we just wasted our money. If 
you wish to modify the program, you may do so. You may not give 
copies of the modified program to your friends. It is still 
protected by copyright laws. Changing a few lines of code or 
renaming the program will not let the purchaser usurp the 
copyright law. 

Software stored on disk or tape is highly susceptible to damage. 
Should the original copy of a program become unuseable for any 
reason, the user only has to go to his archives and retrieve the 
archival copy and he is back in business. 

How does one obtain an arvchival copy of a program? Some software 
companies provide a backup program for a nominal fee. Others do 
not. They leave it up to the individual to make his own copy. In 
the interest of preventing software piracy some companies make 
their software virtually uncopyable. 

What is the owner of the program to do? The manufacturer will not 
supply a backup and the program has a great deal of protection 
built in to prevent illegal copying. This protection prevents the 
legitimate buyer from making an archival copy. It seems some 
software companies want people to 'break' their programs in order 
to obtain a backup copy. 'Breaking' a program refers to removing 
all the protection schemes from a program. 'Breaking' a program 
will allow the program to be copied by any convenient method. The 
broken program will perform exactly the same as the original. The 
only difference between the original and the broken version is 
the program protection. In some ways it seems that software 
companies are encouraging piracy, by forcing the end user to 
break a program in order to obtain an archival copy. Once the 
program is broken anyone can copy it and many times they do 
(illegally of course). Remember, once you have purchased the 
program it is yours, to do with as you wish. You may modify the 
program, you can change the program, you can even sell the 
original version of the program if you wish. You may NOT make 
copies of the program to give or to sell to other people. That is 
illegal . 
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I have just received a copy of a program that will copy almost 
any disk, errors and all. It takes less than five minutes to make 
a copy of a full disk and, in most cases, will make an exact 
duplicate of the original program, including any errors. The 
major problem with the copy program is that the copied program 
will perform just like the original. 

You might ask why I think that this is a problem. If the original 
disk used 'bad blocks' the copy will use 'bad blocks'. 'Bad 
blocks' is a type of program protection that will literally beat 
your disk drive to death when the program loads in to memory. The 
programmer will intentionally write a bad block on the disk. This 
bad block does not contain any information, its only purpose is 
to generate an error when the disk drive tries to read the block. 
The disk drive will make a loud banging sound when it tries to 
read this bad block. This banging results from the cam (that 
moves the read/write head) bumping against its end stop. This 
bumping can be very hard on the disk drive. Many disk drives have 
been knocked out of alignment while trying to read a bad block. 

It is the program author's right to protect his software from 
unauthor ized duplication. It is your right to protect your disk 
drive from being beat to death. You have the right to protect 
vour investment from being rendered useless. It is your right to 
'fix' the program so that it will not beat your drive to death. 
You also have the right to make an archival copy of your 
programs. Don't let a protected programs keep you from having the 
copy you need. 
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COPY PROTECTION 



Copy protection refers to the methods that a software author uses 
to protect his program from unauthorized duplication. These 
methods range from the simple to the bizzare. Most often copy 
protection is an afterthought. The software author will spend 
weeks or months writing a program. Then he usually spends a few 
hours protecting his work. I have seen programs that have taken 
literally thousands of hours to write, then the author spends 
thirty minutes on the protection scheme. 

Programs on cassette may be protected by several methods. The 
program may be stored on the tape in several parts. Each part 
will load the next part. Information may be stored in such a way 
that it may be difficult to copy with only one cassette player. 
There is not a lot one can do to protect software saved on 
cassette. There are a few firms which make an interface which 
will allow the user to copy any cassette based program to another 
cassette. These interfaces will make exact copies of the 
original. When one considers the cost of such an interface, it 
will provide the most economical method of program duplication. 
Find a friend who has a cassette player and share the cost of the 
interface . 

Disk based programs can not be copied as easily as cassette based 
programs. If they could there would not be any need for this 
book. Programs stored on disk have more options as to their copy 
protection. The BLOCK ALLOCATION MAP (BAM) may be modified. The 
DIRECTORY ( DIR ) can be hidden from the user or it may be modified 
to prevent the user from listing the directory. Special 
information may be stored on the disk in such a manner that it 
may not be easily retrieved by the average user. Many different 
types of errors may be intentionally placed on the disk. These 
errors will be checked by the program as it runs. If the error is 
of the proper type and at the proper location the program will 
execute. If some one makes a copy of the original disk and does 
not place the errors on the duplicate disk the program will not 
run. Disks may be formatted on a disk drive that is not totally 
compatible with the 1541. The program will load and run properly, 
but duplicates can not be made on the 1541 disk drive. 

Information is stored on the disk in what is called a BLOCK. 
There are 683 blocks of information that may be used on the 1541 
drive. Each block may contain up to 256 BYTES of information. ' In 
addition to the 683 blocks, the disk will also contain some 
special information, including SYNC MARKS, ID numbers, CHECKSUM, 
the TRACK and SECTOR numbers and another CHECKSUM. The disk drive 
uses this special information to process and identify the block. 
This special information is referred to as the HEADER. Some 
software manufacturers will modify the 'header' in such a fashion 
that this block of information is no longer readable by the disk 
drive. Once a block has been modified in this manner it is 
referred to as a BAD BLOCK. Generally a bad block does not 
contain any information, it is just there to create an error when 
the disk drive tries to read it. 
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I am sure that you have all tried to load a disk that has 
contained a bad block. While the program is loading the red light 
will flash and the disk drive will make a loud banging noise. 
This noise is generated by the disk drive when it tries to read 
the bad block. The disk drive can not read the information, 
contained in the header. When this occurs the disk drive will 
mechanically re-position the read/write head. To do this it is 
necessary to pound the stepper motor cam against its end stop. 
The read/write head of the disk drive is attached to the stepper 
motor cam. When the bad block is encountered, an error will be 
generated and the read/write head will literally get beat to 
death. In other words, if the disk drive tries to read a bad 
block the read/write head will pound against the end stop in an 
attempt to retrieve the information from the disk. 

I know that all of you have heard that there is a problem with 
the 1541 disk drives going out of alignment. Reading and writing 
bad blocks is a major contributor to this mis-alignment. Why 
would a software manufacturer put bad blocks on a disk when it 
may tear up the disk drive when their program tries to read the 
bad block??? Because he cares more about protecting his 
program from pirates than he does about your disk drive. If your 
disk drive gets beat to death trying to read his program, that's 
your problem (or so they think). 

While I am on my soap box, I would like to tell a little story 
that happened to me. About six months ago 1 purchased a protected 
program (cost $95.00). After using this program for less than two 
months the program developed a flaw in it (due to its protection 
scheme). After contacting the manufacturer, I was told to send in 
the original program disk and they would send me a new copy (for 
$12.00). The trouble was that I needed the program and could not 
afford to wait two or more weeks, as they requested. It was 
necessary for me to modify the original disk so that it could be 
returned to working condition and it was also necessary to repair 
my drive. 

In an effort to prevent any one from making a copy of the disk 
the company used a technique called bad blocks on the disk. As 
you all know, when the disk drive tries to read a bad block the 
drive makes a loud banging noise. This noise is a direct result 
of the drives stepper motor cam pounding against a stop. This 
pounding can be very harmful to the disk drives ' mechanical 
parts. After the drive mechanism pounds against the stop enough 
times, the drives' stepper motor will become mis-aligned. The 
read/write head, which is attached to the stepper motor, will be 
beat out of alignment and the disk drive will no longer be able 
to read or write any information from the disk. 

On the disk I purchased, the program would read a portion of the 
program into memory, modify it and re-write the information back 
to the original disk. While loading the program, the disk drive 
made an unusually loud and hard clicking noise (bad blocks were 
used). After this the disk drive had a hard time reading the 
information from the disk. After the program had run and all the 
information had been processed, the program attempted to write 



PROGRAM PROTECTION FOR THE C-64 Page 13 

the information back to the disk. After partially writing the 
information, the program stopped. The disk drive head had been 
knocked out of alignment when the program tried to read the bad 
block. My disk drive was damaged and the program was rendered 
useless, even when used on a good drive. The company's protection 
scheme prevented me from making a backup copy of the program and 
my drive was made useless. 

I cannot begin to toll you of all the people who, after trying to 
load one of these protected programs, have had their disk drives 
damaged. If you have not had your disk drive beaten out of 
alignment, just wait. Your turn is coming! 

Those of you who have had your disk drive beat out of alignment 
may be interested to know that I have just completed writing a 
disk drive alignment program. This disk drive alignment program 
requires no special equipment, no oscilliscope , no strobe light 
and most importantly you don't have to be a electronics wizard to 
use this program. The program is contained on one disk and 
specially prepared calibration disk is supplied with the program 
The calibration functions appear on your TV or monitor screen 
Also I have included instructions for a 'fix' that has prevented 
many disk drives from ever going out of alignment again. 

Cartridge programs may also be copy protected. The fact that the 
program resides on a cartridge, is copy protection enough for 
most people. Down loading the cartridge to disk (cassette) can 
usually be accomplished very easily. The information stored on 
the cartridge may then be loaded in the normal fashion and 
executed. More on this in the chapter on cartridges. 
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BASIC PROTECTION 



Memory 


Location 


1 
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775 




808 




808 




808 




81 8 




828- 
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Most BASIC programs are protected by a few simple POKEs . In order 
for the numbers to bo poked into memory the program must be RUN. 
Following is a list of the most common locations and their 
original values, their function and their protection values. 

Original Function Protection 

Value Affected Value 

55 oper. system 00 

01 bot of mem. low byte 20 

08 bot of mem. high byte 09 

00 tape interlock 

value of current key 
# of char, in buffer 
keyboard buffer 
10 keyboard buf , size 
167 eliminate list 200 

237 eliminate stop 239 

237 stop restore list clock 225 
237 stop restore list 230 

237 eliminate save 32 

cassette buffer 

Load the program called TEST #1 from the program disk. Run the 
program, then list it. This is a very simple BASIC program, it 
does not contain any protection. Then try changing the values at 
the locations listed above. First POKE 1,0 press 'RETURN 1 . The 
computer has just had its complete operating system turned off. 
The microprocessor thinks that there is no longer a BASIC 
interpreter or KERNAL. The value can not be restored to its 
original value from BASIC. The system has just crashed. To reset 
the computer turn the power off and then on again. 

To see the effects of the other memory locations, try poking the 
other protection values into their memory locations. First load 
the TEST #1 program and run it. Then list it to be sure every 
thing is all right. Then POKE 808,230 'RETURN'. Try to list the 
program. You will not be able to get a proper listing of the 
program any more. The STOP and RESTORE keys will be disabled. The 
program will function normally in the run mode. RUN the program 
and try to stop it by pressing the RUN/STOP and RESTORE keys. 
Many programs written in BASIC will alter the values at location 
808 in an effort to prevent you from listing or stopping the 
program. After the program has ENDed it will be possible to 
restore the computer to normal operation. POKE 808, 237 'RETURN'. 
Once you have restored the protection value to its original value 
try another. Try all the memory locations that have a protection 
value listed. See what effects are caused by changing some values 
stored in memory. You can not damage your computer by POKING 
values into memory, at the very worst you may have to turn the 
computer off to regain control. 
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If you should see a program that pokes values into the memory 
locations of the cassette buffer, the program is probably storing 
a short machine language routine in the cassette buffer. These 
routines normally have nothing to do with program protection. 
They are use to speed the BASIC program by doing certain 
functions in MACHINE LANGUAGE (ML). Certain functions of your 
computer may be accomplished hundreds or even thousands of times 
faster in ML than in BASIC. To use this ML subroutine, BASIC has 
the SYS command. The SYS command will turn control of the 
computer over to the ML subroutine. When the ML subroutine is 
done performing its function, the control is returned back to 
BASIC. 

When numbers are being poked into locations 631-641, many times 
the computer is getting ready to load another program into 
memory. 631-641 is the keyboard buffer, location 198 contains the 
number of characters currently contained in the buffer. The 
proper values must be stored in the keyboard buffer and the 
number of characters is stored in location 198. BASIC will then 
be given the END command and the characters in the keyboard 
buffer will be printed on the screen. Their function will be 
executed by printing the return command as the last character 
printed to the screen (CHR$(13)). Load and run the program called 
KEYBRD BUFFER, you will see how this works. To find out just what 
the program is doing you will need to convert the numbers that 
are being poked into the buffer to their ASCII equivalents (see 
the memory map section for ASCII equivalents). 

Another way to protect BASIC programs is through the use of a 
character that BASIC does not understand. When the BASIC 
interpreter comes to this character it will cause a ?SYNTAX 
ERROR. We can not have this error occur while the program is 
running. It must only appear when the program is listed. Try 
entering the following lines: 

10 PRINT "THIS IS A TEST OF LINE 10": REM 'RETURN 1 
20 PRINT "THIS IS A TEST OF LINE 20": REM 'RETURN' 
30 PRINT "THIS IS A TEST OF LINE 30": REM 'RETURN' 

RUN the program to be sure it will execute properly. Then after 
each RE>5 type the following graphics character; shift L (hold the 
shift key while pressing the letter L) 'RETURN'. Try running the 
program, then list it. You will now get a 7SYNTAX ERROR every 
time you list the program. BASIC does not understand the function 
of the shift L character. When the program is run the REM 
statement will protect the character from generating a ?SYNTAX 
ERROR. When the program is LISTed BASIC will try to interpret 
this character. It can not, so a ?SYNTAX ERROR is generated. To 
remove the graphics character that causes the SYNTAX ERROR, try 
listing the program, move the cursor up to the line that contains 
the error, then press 'RETURN'. List the program again and the 
line will list properly. You will have to move the cursor up to 
EACH line that contains an error and press 'RETURN 1 . Do this at 
every line that contains the graphics character and the program 
will list properly. 
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Another way to keep people from listing your complete program is 
through the use of multiple delete characters inserted 
immediately after the statement. This line will list properly 
then be immediately deleted. This will happen so fast that you 
will probably not be able to notice it happening. If this 
technique is used in a large program, a few important linos may 
be deleted. This technique is not hard to do, but it can be a 
little tricky to perform the first time. Follow the instructions 
to the letter. Press 'RETURN' only when instructed to do so. Type 
in the following line: 

10 POKE 53281 ,0: PRINT" " 



s 



DON'T press the 'RETURN' key just yet. Delete the last quotes 
ign (") with the 'DEL' key. Hold the 'SHIFT' key down, hold the 
DEL' key down for 3 seconds. The cursor should not move, but it 
should blink very fast (if the cursor moves, stop what you are 
doing and start over from scratch). Release both keys and press 
the 'DEL' key 30 times. The line should not be deleted, the 
reversed 'T' symbol should be printed. Now press 'RETURN'. Try to 
list the line. If you look very carefully you will just barely 
see the line flash on the screen and then be deleted. Run the 
program and you will see that the line does in fact still exist. 
This line will function properly, but it will be difficult to 
list. Try placing a 'hidden' line in the middle of a large 
listing and the line will become virtualy invisible. To remove a 
'hidden' line from a program requires you to delete the entire 
line, then re-type the line without the deletes. If you run into 
a program that you suspect of having this type of line in it, try 
listing the program to your printer to find the 'hidden' line. 

There are many different ways to make BASIC lines unlistable. 
Modification of the quotes mode can usually be found by listing 
the program to the printer. Then you can delete the line that 
contains the modified code. Re-type the line minus the special 
characters. That's all there is to it. 

Moving the start of BASIC pointers is a method of 'hiding' a 
BASIC program. The start of BASIC pointers are contained at 
locations 43 and 44. The start of BASIC address may be calculated 
(in decimal) by the following line: 

10 PRINT PEEK (43) + 256 * PEEK (44) 

If the pointers have not been moved the value returned after 
running line 10 will be 2049. This means that the start of BASIC 
is at the memory location 2049. BASIC RAM memory actually starts 
at 2048, but the first byte of BASIC memory must contain a 00. 
Programs written in BASIC must have every line preceded by a 00, 
so the actual BASIC program will start at 2049. The start of 
BASIC memory can be moved higher with the following program: 
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REM NEW START OF BASIC 
1 : REM NEW START OF BASIC - 1 
(X / 256): REM HIGH BYTE 
H: REM LOW BYTE 
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5 X = 4096: 

1 N = X - 

20 H = INT 

30 L = X - 

40 POKE N,0: POKE 4 3,L: POKE 44,H: CLR : NEW 

This program is contained on the disk under the name of MOVE 
BASIC. Very few programs use this type of program protection. 
Occasionally a BASIC program will be relocated higher in memory. 
The memory below the BASIC program will contain a short ML 
routine. It will appear to the novice that the program has been 
written entirely in ML. A little later I will cover how to 
identify these programs. This will be covered in the chapter on 
ADVANCED PROTECTION SCHEMES. 

Many programs will contain errors on the disk. These errors have 
been intentionally placed on the disk. When the program runs it 
will check the disk to see if the error is present. If the error 
is present the program will execute normally. If the error is not 
present, the program will crash. This way if some one makes a 
copy of the original disk and does not have the capibilities of 
putting the error on the copy disk, the program will not run. The 
following routine is typical of a error checking routine written 
in BASIC: 



1 OPEN1 5,8,15 ,"10: ' 
DRIVE 



REM 



OPEN ERROR CHANNEL AND INITIALIZE 



20 OPEN5,8 , 5 ,"#": REM OPEN CHANNEL FOR DATA. IT IS NECESSARY TO 
OPEN BOTH CHANNELS TO THE DRIVE. 

30 PRINT#1 5 , "B-R"; 5 ; ; 1 ; 3 : REM PERFORM BLOCK READ; USE CHANNEL 
5; DRIVE 0; TRACK 1; SECTOR 3;: DISK DRIVE WILL TRY TO READ A 
BLOCK OF INFORMATION FROM THE DISK 

40 INPUT#1 5 ,A$ ,B$, C$,D$ : REM READ THE DISK DRIVE ERROR CHANNEL 

50 IF VAL (A$) = 21 THEN 100: REM CHECKS TO SEE IF ERROR TYPE 
IS A #21. IF IT IS GOTO LINE 100 I START OF PROGRAM) 

60 SYS 64738: REM SYS 64738 WILL CAUSE THE PROGRAM TO CRASH AND 
THE COMPUTER TO RESET ITSELF. 

70 REM THE ORIGINAL DISK HAD AN ERROR #21 AT TRACK 1, SECTOR 3. 

80 REM IF THE COPY DISK DOES NOT HAVE THIS ERROR THEN THE 
PROGRAM WILL CRASH 

90 REM IF THE COPY DISK HAS THE SAME ERROR AS THE ORIGINAL THE 
PROGRAM WILL RUN 



100 CLOSE5: CLOSE15 : REM CLOSE CHANNELS TO DISK DRIVE AND 
BEGIN NORMAL PROGRAM 
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This is a typical listing of how a program will check to see if 
the disk has the proper error in the proper place. The error may 
be on any track or sector on the disk. Line 30 may be changed to 
the desired track and sector. The error type may be any error 
which is capable of being placed on the disk. The desired error 
type may be set in line 50. The most common error types are 20, 
21, 22, 23, 27 and 29. Very few programs will have their error 
checking routine accessible to you. It may require a little work 
to find the routine. Some will try to hide the error checking 
routine with the methods used above. Others may use more 
sophisticated methods that I will cover in later chapters. 

Most programs will use a variation of the error checking routine 
in one form or another. It does not matter if the program is 
written in BASIC or ML the same general format must be followed 
in order to read an error. This is a very important concept, be 
sure that you thoroughly understand it before proceeding. In the 
following chapters, I will refer back to the error checking 
routine many different times. 

If the preceding example was part of an actual program, there are 
a few methods that can be used to defeat the error checking 
routine. The first thing to do is to make a copy of the disk with 
BACKUP 228. This will give you a copy of the original disk 
without any errors. Then load in the program that contains the 
error checking routine. Now let's look at the possible ways to 
defeat the error checking. Any one of the methods listed below 
will work equally well. 

1). Change line 10 to: 10 GOTO 100: REM THIS WILL BYPASS THE 
ERROR CHECK ROUTINE COMPLETELY 

2). Change line 50 to: 50 GOTO 100: REM THIS WILL CHECK FOR AN 
ERROR. IT DOES NOT MATTER IF THE ERROR IS PRESENT OR NOT, THE 
MAIN PROGRAM WILL BE EXECUTED 

3). Change line 50 to: 50 IF A$ <> 21 THEN 100: REM IF THE 
ERROR IS NOT PRESENT THE PROGRAM WILL EXECUTE. THIS IS THE METHOD 
I PREFER TO USE 

4). Delete line 60 completely: REM NOW THE PROGRAM WILL 'FALL 
THRU' TO LINE 100 AND WILL EXECUTE PROPERLY 

Any of the above methods will work. It does not matter which line 
is changed. The important thing to remember is that the error 
checking routine must be disabled in one fashion or another. It 
will be up for you to decide on how to modify the program. If you 
can not decide on how to modify the program, just try any method 
that seems to make sense. Keep track of what you did, and what 
effects it had on the program. If the first item that you changed 
does not give the desired results, then change the code back to 
the original version. Try something else, don't be afraid to 
experiment . 
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DISK DRIVE OVERVIEW 



The 1541 disk drive will format the new disk to be read and write 
compatible with may other Commodore (R) disk drives. The proper 
syntax to format a disk is: 

10 OPEN 1 5,8, 1 5,"I^: " 'RETURN' 

20 PRINTAM 5, "NJ?;name of disk, ID" 'RETURN' 
30 CLOSE 1 5 'RETURN' 

Whenever you open a channel to the disk drive be sure to 
initialize the drive ("10:"). This will reset the disk drive to 
the same condition as if you just turned the power on. To achieve 
a properly formatted disk a loud clicking sound should be heard 
from the drive during the first few seconds of the formatting 
procedure . 

In order to properly communicate we first need to understand the 
meaning of a few technical terms. Following is a list of terms 
that I will use in discussing the disk drive. 

DEFINITIONS: Refer to pages 54 thru 58 of your Disk Users Manual: 

BAM Block Allocation Map - how many blocks of information 
have been used and how many are available for use. 

Block The area on a disk where information is stored. There 
are 683 Blocks, each capable of holding 256 bytes of information. 
The term block refers to a specific Track and Sector on the disk. 
A block is where the program data is stored 

Byte A numeric method of storing information in the 

computer's memory or on the disk. One byte is required to store 
each letter or number in the computer's memory. All letters, 
numbers, graphics, symbols and punctuation marks are stored in 
the computers' memory as a number. The numerical equivalents are 
contained in a chart provided in the section on memory maps. A 
byte must be two digits {i.e. $04, FF , 00, 82). 

D irec tory A listing of each file (program, sequential, user 

relative) contained on the disk. The directory also contains the 

location of the track and sector on which the program starts and 
how long the programs is. 

DOS Disk Operating System. This controls the internal 

workings of the disk drive. This will include the microprocessor 
and associated memory contained in the disk drive. 



File_ A file is a group of blocks of information. 
Information may be stored on a disk in Program files, Sequential 
files. User files, Relative files. Random files or the Directory 
file. The disk files are similar to the files contained in a file 
cabinet, they contain any information that you wish to store in 
them. 
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Format Most small computers use the same floppy disks. The 
only difference between the disks is the way that the disk drive 
Stores the information on the disk. The method that each disk 
drive uses to store its information is called the format. When a 
disk is formatted the disk is completely erased, a new I.D. 
number is placed on each sector and the disk is re-named. 

Header The header is the part of a sector that contains the 
disk I.D., checksum, sync marks and other special information 
that the disk drive needs. The header and the block make-up one 
sector. 

Hex Hexidecimal. This is a numbering system based upon the 

"nUmber 16. This system uses 16 different digits, whereas the 

decimal system uses 10. Hex is a convenient numbering system to 
work in when you are using the computer. 

RAM Random Access Memory: This is the part of your 

computer's memory that may be changed to suit a particular need 
(Games, Word Processing, etc.). Ram will contain the BASIC 
program or the ML instructions to perform specific tasks. 

ROM Read Only Memory: This is the part of your computers 
memory that is a permanent part of the computer. ROM cannot be 
changed, modified or erased. The ROM in your computer allows you 
to turn on the computer and begin typing, it also controls most 
of the internal functions of the computer. ROM may be thought of 
as the computer's brains. 

Sector A subdivision of a track. Each track is divided into 
many smaller parts, each part is referred to as a sector. The 
sector will contain the header and the block. It is where the 
disk drive will store the information. The sector will also 
contain the I.D. number of the disk, error checks (checksum), 
sync marks and its special identification numbers. The number of 
sectors per track varies with the size of the track. Outer 
tracks, 1 thru 17, have 21 sectors, tracks 18 thru 2 4 have 19 
sectors, tracks 25 thru 30 have 18 sectors and tracks 31 thru 35 
have 17 sectors. 

Track A concentric ring (circle) used for storing 

information on the disk. There are 35 tracks on the 1541 format. 

Track 1 is the outer-most, track 18 contains the BAM and 
directory and track 35 is the innermost. 

In the following pages we will take an in-depth look at the BLOCK 
ALLOCATION MAP (BAM), the DIRECTORY and other associated 
information that is stored on TRACK 18. TRACK 18 is very special 
on the 1541 disk drive. One byte of information can be changed on 
this track and this will prevent anyone from ever writing to the 
disk again. We can determine how many blocks of information have 
been used and which ones. The name and I.D. number of the disk 
can be found on this track. The names of all the files that have 
been stored on the disk can be found here. How long each file is 
and where the file starts may also be found on track 18. Track 18 
is very special and time should be taken to understand the 
information contained on this track! 
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Refer to figure #1 for the following explanation: 

This is a print out of the information contained on track 18 
sector 0. This block contains the BAM. Below is a listing of the 
first line of the print out, all numbers are in hexidecimal . 
Starting in the upper left hand corner the first byte is number 
0, not number 1 . The last byte is number 255, not the number 256. 



LOCATION 


00 01 


02 03 


04 05 06 07 


08 09 0A 0B 


0C 0D 0E OF 


VALUE 


1 2 01 


41 00 


15 FF FF 1 F 


15 FF FF IF 


15 FF FF IF 



The bytes of information have been specifically arranged to 
provide easy identification. Starting at the left, location 00, 
we find the hexidecimal number 12, this equals 18 in decimal. The 
first number contains the pointer to the next track of the file, 
in this case the next block of information is located on track 
18. The second byte {location 01), hexidecimal number 01 equals 1 
in decimal, is the pointer to the next sector in the file (sector 
1 ). From the first two bytes in this file we can determine where 
the next block of this file is located, track 18, sector 1. These 
first two bytes are pointers. The next byte (location 03) is very 
important. This is the hexidecimal number 41, decimal 65. The 
ASCII equivalent of this byte is the letter 'A'. This byte must 
be an 'A' or an error message will be generated: 73, DOS 
MISMATCH, 1 8 , 00 . This byte is checked every time a disk is 
inserted into the drive. If this byte is changed to the letter 
'E' (hex 45, decimal 69) the disk will become permanently write 
protected. The disk drive will no longer be able to write any 
information to the disk. This 'E' fools the disk drive into 
believing that the disk was formatted on a disk drive that is not 
completely compatible with the 1541. Commodore makes many 
different disk drives. Some of these drives are completely read 
and write compatible with the 1541. Some drives are read 
compatible only, meaning that the information stored on the disk 
from one drive will be able to be read by the other drive. The 
two disk drives will not be able to write any information to the 
disk formatted on the other drive. The only way that the disk can 
be written to, is if the disk is re-formatted. Formatting will 
completely erase all the information from the disk, including the 
'E'. The fourth byte of information is hex 00 (decimal 0), this 
byte is unused and will normally be set to 00. 

The next 140 bytes contain the Block Allocation Map (BAM). Each 
group of four bytes contains the BAM for one track. Below is the 
BAM for Track 1 {location 04 - 07): 



Location 


04 


05 


06 


07 


Hex 


1 5 


FF 


FF 


1 F 



The hex number 15 equals 21 in decimal. This number contains the 
total number of blocks free in this track. The next three bytes 
contain a bit map for the track. Bits refer to the individual 1 's 
and 0's that make up the hex number. Example: 
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Location 04 - 05 - - 06 - - 07 - 
Hex 15 F F F F IF 

Bit map 1111 1111 1111 1111 0001 1111 

Track 1 has a total of 21 Sectors available. There is a total of 
21 1's contained in the bytes FF FF IF. If a block of information 
is used, the DOS will change the proper 1 to a . This is called 
allocating a block. The disk drive will do this automatically for 
you when you save a program to the disk. 

When a disk is first inserted into the drive the BAM will read 
into the disk drive controller's memory. The BAM will be updated 
every time a program is saved or scratched. Once a block has been 
allocated the disk drive will not normally write any other 
information to the block. The allocated block may be freed up by 
'SCRATCHING' the file or by the use of the 'BLOCK-FREE' command. 
Track 35 contains a total of 17 sectors, below is the BAM for 
Track 35. 

Hex 11 F F F F 1 
Bit map 1111 1111 1111 1111 0000 0001 

The hex 11 equals 17 in decimal, 17 blocks are free. The 1's and 
0's represent the bit map for the track. 

Bytes 144 to 161 contain the disk name. The name of the disk must 
be 16 bytes long. If the name is not 16 bytes long the disk drive 
will automatically fill the unused bytes with shifted spaces 
( A0 ) . Shifted spaces are used as fillers only. 

Bytes 162 and 163 contain the disk I.D. The I.D. will be placed 
in the header of every block and in this location of the BAM. 

Byte 164 is a shifted space (A0). 

Bytes 165 and 166 contain the ASCII representation for 2A , which 
represents the DOS version and the format type. 

Bytes 167 to 170 are shifted spaces (A0). 

Bytes 171 to 255 are nulls (00). These bytes are not normally 
used, occasionally ASCII characters may be found in these 
locations . 

The BAM may be modified in a number of ways. I will cover the 
type of modifications that may be performed to the BAM, starting 
at the location 00 of track 18, sector 0. If you would like to 
see the effects of the changes, you can modify your own disk. 
Make the changes to a disk that does not contain any valuable 
programs. If you should make a mistake, you don't want to lose 
anything valuable. The ideal disk to practice on is a copy of any 
disk. That way if you make a mistake nothing is lost, all you 
have to do is make another copy. If you should make a mistake, 
don't worry about it. Everyone who has ever worked with the 
computer has 'messed up' at least once (sometimes more than 
once). If you have not modified the disk before, this will be 
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good experience. Make one change at a time, then try listing the 
directory. Keep a notebook of just what you changed, what effects 
it had and how you returned the disk to normal. This can save a 
lot of time later, especially when you are looking at other 
programs that have been modified. 

Bytes and 1: These bytes may be changed to point to a different 

track and/or sector. If you change these bytes be sure to move 

the directory. I have not seen these bytes changed. I don't 
recommend that you modify them. 

Byte 2: This byte may be changed from the ASCII 'A' to 'E' to 
prevent the disk from ever being written to again. Once this 
change has been made the 'E' may not be changed back again. By 
changing this byte to certain other values you can make the disk 
both read and write incompatible. One note: If you change this 
byte the disk must be removed from the disk drive to make the 
change permanent. The BAM is read into memory when the disk is 
first inserted into the drive. So, if you don't remove the disk 
after making the change, the drive will still have the 'A' in its 
memory. If this byte has been changed to the 'E' many copy 
programs will 'die' while trying to copy the disk. The copy 
programs will function normally during the first two passes 
(until the 'E' is written on the destination disk), then the 
motor of the drive will stop on the next pass. If this happens to 
you while making a copy it will be necessary use BACKUP-228 to 
copy the disk. Start your copy at track 19, block 0. Finish on 
track 35. Then copy track 1, block 0, finish on track 18. This 
way the 'E' will not defeat the copy program. 

Byte 4: This byte contains the number of blocks free on track 1 . 
If you change this byte to the hex value of FF, you can fool the 
drive into thinking that track 1 has 255 blocks free. Try 
changing the first byte of the BAM on each of the tracks and see 
how many blocks free you can get. This will only give a false 
number of blocks free. Even though the drive can be fooled into 
thinking that there are more blocks free than actually exist, 
these blocks may not be used. Every fourth byte will start a new 
track BAM. 

Bytes 5,6&7: The bit map of available blocks. A bit value of 1 
indicates that the block is available. A bit value of indicates 
the block is allocated. By changing these bytes the disk drive 
will not know which blocks have actually been used. These bytes 
may be restored to their proper values by VALIDATING the disk. 

Bytes 8 thru 143: same as 4 thru 7 in four byte groups. Each 
group represents the BAM for one track. Bytes 8-11 are for track 
2, bytes 12-15 are for track 3, etc. 

Bytes 144 thru 161: Contain the disk name and may be changed to 
any name desired. Illegal characters may be placed in the name by 
modifying these bytes (i.e. * or ?). This is the only place the 
name will appear on the disk. Special opcodes may also be placed 
after the first A0 (i.e. $03 $07). See the section on file names 
for more information. One of the easiest ways to modify the disk 
is by changing the first six bytes of the disk name to the hex 
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values: 14 14 14 00 00 00. The directory will no longer be able 
to be listed. 

Bytes 162 & 163: Contain the disk I.D. and may be changed to any 
characters desired. Illegal characters may be placed in the I.D. 
by modifying these bytes. The I.D. will be placed on every sector 
on the disk when the disk is formatted. These I.D. numbers will 
not be changed by modifying Track 18, Sector 0. 

Bytes 165 & 166: Contain the format designation. These bytes may 
be changed with no adverse effects on the operation of the disk. 
If they are changed to unprintable characters (00 03) it may 
cause problems with the directory listing. 

Bytes 167-255: Any modification may be made to these bytes with 
no adverse affects. This is a good place to store messages to 
those who are trying to pirate software. 

The directory begins on Track 18, Sector 1. The directory may 
contain up to 144 individual file entries. Each entry will 
represent one file. The directory will contain information on the 
type of file, where the file begins on the disk, the name of the 
file and its length. Refer to figure 2 for the following 
explanation. 

Bytes and 1: The first two bytes of this block contain the 
pointers to the track and sector of the next block in the file. 
If this is the only block in the directory file, the first byte 
will be 00, the second byte will be FF . If this is not the only 
block in the file, the first byte will point to the track, the 
second byte will point to the sector. 

Bytes 2 thru 31 : Contain the information for the file entry #1 

Bytes 34 thru 63: Contain the information for the file entry #2 

Bytes 66 thru 95: Contain the information for the file entry #3 

Bytes 98 thru 127: Contain the information for the file entry §4 

Bytes 130 thru 159: Contain the information for the file entry #5 

Bytes 162 thru 191: Contain the information for the file entry #6 

Bytes 194 thru 223: Contain the information for the file entry #7 

Bytes 226 thru 255: Contain the information for the file entry #8 

Any bytes not listed are unused. If there are additional blocks 
used in the directory file, they will be similar to the first 
one. The only change will be the listings for the file entry. The 
individual file entries will be similiar to the one below. The 
only changes will be those that are specific to the individual 
file. The example is from figure 2. All numbers are in hex. 
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Location 00 01 02 03 04 05 06 07 08 09 0A 0B 0C OD 0E OF 

12 04 82 11 00 50 52 4F 50 4F 53 41 4C AO AO AO 
AO AO AO AO AO 00 00 00 00 00 00 00 00 00 32 00 

Bytes & 1 : The hex 12 equals 18 in decimal. The hex 04 equals 4 
in decimal. The next block of the directory file may be found at 
track 18, sector 4. It is normal for the disk drive to separate 
blocks of a file by 3 blocks. 

Byte 2: This contains the information that determines what type 

of file is stored on the disk. Remember byte 2 is the first byte 

of file entry #1. The first byte of all file entries will 

indicate the type of file. Following is a list of the bytes that 
would normally be found here and their meanings. 

00 = no file or scratched file 82 = program file 

80 = no file or scratched file 83 = user file 

81 = sequential file 84 = relative file 

Bytes 3 & 4: Contain the track and sector of the first block of 
information in the file. Hex 11 =17 decimal. Hex 00 = decimal. 
The first block of data will be found at track 17, sector 0. 

Bytes 5 thru 20: Contain the name of the file. The name of the 
file must be 16 bytes long. If the file name is not 16 bytes long 
the disk drive will automatically fill the unused bytes with 
shifted spaces ($A0). The shifted spaces will be used as fillers 
only. 

Bytes 21 thru 23: Will be used for relative files only. These 
byte are not normally used. 

Bytes 24 thru 27: Unused. Will be nulls (00) 

Bytes 28 & 29: Used for temporarily storing the track and sector 
of the replacement file when SAVE with replace is used (SAVE@0:). 

Bytes 30 & 31 : Contains a running count of the number of blocks 
in the file. The number is stored low byte (30), high byte (31 ). 
Location 30 contains the hex value 32, this is 50 in decimal. 
Location 31 contains 00. The file is 50 blocks long. 

The following file entries will have the same format as the 
first. Just apply the same rules to the rest of the file entries 
to determine the necessary information. 

The DIRectory may be modified in a number of ways. Most of the 
ways that the DIRectory can be modified are contained below. 
Following each modification there is a 'fix' listed. Try each of 
the following modifications and see what happens when something 
is changed. 

Byte & 1: These locations contain the pointers to the next 
track and sector of the file. If this is the last block of the 
directory file the bytes will contain the hex values 00 FF . If 
it is not the last block of the file, you will need to locate the 
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last block in the file. Change the first two bytes of the last 
block in the directory file to the hex values: 12 01 (decimal 18 
01). This will point the directory file back to the first block 
in the directory file. You will have made a continuous loop, the 
directory will continue to search for the pointers that tell the 
disk drive that it has found the last block of the file. Instead 
it will find pointers to the first block of the file: track 18, 
sector 1 . The disk drive will search forever for the end of file 
marker, but it will not find it. Programs will still load and run 
properly, but you will not be able to list the directory. To 
correct this condition you only have to find the last block in 
the file and reset the pointers to hex values 00 FF. The last 
block in the directory file should always have the pointers 00 
FF. 

Byte 2: This byte should not be modified. Sometimes programmers 
will put bogus (fake) programs on the disk. These programs have 
no value, they are there only to confuse the software pirates. Do 
not change this byte unless you are trying to confuse someone or 
you are trying to delete a file from the disk. 

Byte 3 & 4: These are the pointers for the starting block of the 
file. Do not modify these pointers. The only time they will be 
modified is when a bogus program has been placed on the disk. 
These bogus programs will be placed on the disk to prevent 
pirates from copying the files. The pointers may be changed to 
put the disk drive in an endless loop. Bogus programs may be 
deleted from a disk by changing byte 2 to 00. This will 'SCRATCH' 
the file from the disk. 

Bytes 5 thru 20: This will contain the name of the file. The name 
can be any character ( s ) . Many times the name will be set to a 
character that BASIC will not easily accept as a valid name. The 
name may also be set to a non-printable character. This can be 
CHR$(13), CHR$(05), CHR$(03), etc. BASIC will accept these names, 
but it is not something the beginner will know how to do. ML 
programs can easily use any name. This type of protection will 
discourage only the novice. Most of the commercial file copy 
programs will be able to copy any and all files from the disk. 

A more advanced type of protection would be to modify the first 
few bytes that follow the name of the file. These are the bytes 
after the first shifted space ($A0). By inserting characters 
here, you can foil most any type of file copy program. Using the 
hex values of 03 05 90 93, immediately following the first 
shifted space ($A0), will give the best of file copy programs 
fits. Combine this with names that will not print out to the 
screen and you can keep most people from file copying your 
progams. Example: 
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Location 00 01 02 03 04 05 06 07 08 09 0A 0B 0C 0D 0E OF 

ORIGINAL: 

12 04 82 1 1 00 0D 03 AO AO AO AO AO AO AO AO AO 

AO AO AO AO AO 00 00 00 00 00 00 00 00 00 32 00 

MODIFIED: 

1 04 82 1 1 00 OD 03 AO 03 05 90 93 AO AO AO AO 
AO AO AO AO AO 00 00 00 00 00 00 00 00 00 32 00 

To correct the types of protection listed here requires that the 
modified bytes be returned to their normal values ( $A0 ) . 

The names of these files may not be changed unless the boot 
programs, which call up these files, have the files names changed 
from within the boot programs. This will normally require some 
knowledge of ML and a ML monitor to accomplish. Remember that the 
name of the program will start at byte 4 and continue to the 
first shifted space, anything after the first shifted space will 
be bogus. 

Some programmers will place delete characters immediately 
following the first shifted space. This will allow the name to be 
listed and then deleted. This can happen so fast that the average 
person will not be able to see the characters. Again, to correct 
this type of protection just change the modified bytes to shifted 
spaces . 

The rest of the directory is just a repetition for each file. You 
will only have to adjust the locations for the appropriate file 
being examined. Directory modifications are not hard to perform, 
but they can give the novice programmer fits. 
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Below is a list of commands that may be sent to the disk drive 
to perform various functions 

B-R Block read command 

B-W Block write command 

B-P Buffer pointer command 

U1 (ua) User read of data block 

U2 (UB) User write of data block 

B-E Block execute 

M-R Memory read 

M-E Memory execute 

M-W Memory write 

Any time that you see these commands be on the look out for a 
program protection scheme. 
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BAD BLOCKS 



BAD BLOCKS that must be read in order for the program to run, are 
the worst form of protection that a programmer can use! 

A disk formatted on the 1541 disk drive will contain 683 blocks. 
During formatting the drive will completely erase the disk, place 
sync marks, I.D. numbers, track and sector numbers, checksums and 
other information needed for the proper operation of the disk 
drive. All of this information will be contained in the header of 
the sector. The disk drive will also allocate the space necessary 
to store the files (blocks). All the information needs to be 
present for the disk drive to be able to read the block of 
information from the disk. If all this information is present and 
the numbers contained in the header have the proper values the 
block is referred to as a good block. 

Many programmers are able to modify or delete some of the 
information contained in the header. This will generate an error 
when the disk drive tries to read the modified block (bad block). 
You will see the red light flash on and off, the disk drive will 
try to find the information that has been modified or deleted 
from the sector. In an effort to extract the proper information 
from the block the disk drive will move the read/write head from 
the desired track to another track, and back again. After the 
drive has failed to read the information from the bad block, the 
read/write head will mechanically reset itself. This will cause a 
loud clicking noise, similar to the noise heard when formatting a 
disk. The noise is a result of the cam that moves the read/write 
head pounding against its end stop. This can be very harmful to 
the disk drive, many disk drives have been pounded out of 
alignment while trying to read these bad blocks. 

If these BAD BLOCKS can be so harmful, why do so many programs 
have them?? Until early 1 984 there was no easy way for the user 
of the 1541 disk drive to duplicate these bad blocks. This seemed 
to be the ideal way to protect software from unauthorized 
duplication. The user of the disk might be able to copy the 
information from the original disk, but he had no sure way of 
duplicating the bad block on the copy. The software manufacturers 
had a fool proof protection scheme, or so they thought. Before 
the program would run, the bad block would have to be read by the 
disk drive. The program would then check the error channel of the 
disk drive and read the error. If the disk had an error of the 
proper type and at the proper location the program would run. If 
the disk did not contain the error the program would 'crash' or 
go into an endless loop. This seemed to be a very easy way to 
prevent pirates from copying the program. This also prevented the 
owner of the program from making an archival copy of the disk. 
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The bad blocks normally do not contain any useful information. 
They are usually placed on the disk as a means of protecting the 
disk from software pirates. 

Below is a BASIC listing of how to read a block from the disk 
drive. This should be familiar to you. 

REM LINES 10 THRU 90 CONTAIN THE ERROR CHECK ROUTINE 

10 OPEN 1 5,8, 1 5, "10: " : REM OPEN ERROR CHANNEL 

20 OPEN 5, 8, 5, "ft" :REM OPEN DATA CHANNEL, USE ANY BUFFER (#) 

30 TR = 1 : SE = : REM USE TRACK 1 SECTOR 

40 PRINT#1 5,"B-R";5;0;TR;SE -.REM PERFORM BLOCK READ, CHANNEL 5, 
DRIVE 0, TRACK, SECTOR 

50 INPUT#1 5 ,A$,B$,C$ ,D$ :REM READ ERROR CHANNEL FOR ERROR, IF 
NO ERROR THEN 00, OK, 00, 00 WILL BE INPUT 



60 REM IF ERROR DETECTED THEN 
TYPE, TRACK, SECTOR WILL BE INPUT 



ERROR NUMBER, ERROR 



70 IF VAL(A$) <> 00 THEN 100 : REM IF ERROR EXISTS THEN GOTO 
LINE 100 TO START THE PROGRAM 

80 PRINT " THIS DISK IS A COPY" : REM NOTICE TO PIRATES 



90 SYS 64738 : REM 



PERFORM WARM RESTART AND RESET COMPUTER. 



1 REM 



START OF MAIN PROGRAM 



Most program 
BASIC will 
necessary to 
disk drive p 
programmers 
commands for 
perform eith 
manual for f 
important wh 
important is 
for will ret 



s that have their error checking routine written in 
have similar syntax to that used above. It is 

open the error channel and a data channel to the 
rior to performing the block read command. Some 
will substitute "U1 " , "UA", "U2", "UB" or "B-W" 

the "B-R" command. All of these commands will 
er a block read or a block write, see your disk drive 
urther information on these commands. It is not 
ich command is sent to the disk drive. What is 

that the block of information that they are checking 
urn the proper error message. 



Notice that the program in the chapter on BASIC PROTECTION 
SCHEMES contained an error checking routine that checked for a 
particular error (50 IF VAL(A$) = 21 THEN 100). Whereas the above 
program checks for any error (50 IF VAL(A$) <> 00 THEN 100). Some 
programs will check for a specific errors others will check for 
any error. Either method will provide similiar results. 
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The program disk contains a short program titled ERROR CHECK. Run 
this program to see how the disk drive will respond to a qood 
block of information (track 2, sector 0) and how it will respond 
to a bad block (track 1 , sector 0). The actual error message will 
be displayed on the screen after the disk drive has read the 
block from the disk. 

Bad blocks may also be read from a ML program. The general syntax 
will be the same as the BASIC version, only the ML routine will 
rely on KERNAL subroutines located at $FF81 to $FFF5. These are 
the subroutines that will open channels, print the block read 
command to the disk drive and input characters from the error 
channel. BASIC instructions will perform the same function as the 
ML routine. A table has been prepared which will show the 
similarities between BASIC and ML. 

BASIC COMMAND ML AND KERNAL CALLS 

OPEN $FFBA $FFBD $FFC0 

PRINTS $FFD2 $FFA8 

"U1 :5; 0;1 ; 0" 01:500100 

INPUT# $FFCF $FFA5 $FFE4 

IF THEN CMP BEQ 

SYS 64738 JSR $FCE2 

CLOSE $FFC3 $FFCC $FFE7 

If you were looking at a program written in BASIC you would hunt 
for the commands on the left to find the error checking routines. 
If you are looking for the ML program protection routines you 
should hunt for the subroutines on the right. If you don't 
understand the ML at this point, don't worry about it. This is 
just an introduction on what to look for in ML. More on program 
protection in ML in later chapters. 

Keep in mind that any time the disk drive reads a bad block the 
read/write mechanism will be pounded against the end stop. This 
will result in a loud noise from the disk drive. The pounding can 
(will) cause the drive to become mis-aligned, preventing further 
use of the disk drive. 

Bad blocks that must be read in order for the program to run, are 
the worst form of protection that a programmer can use. 
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PRG, SEQ AND USER FILES 

A file is just a method of storing information on a disk. Most 
copy protected programs will use either PROGRAM, SEQUENTIAL or 
USER files to store the information on the disk. 

A PROGRAM file, as the name suggests, is the normal method of 
storing a program on the disk. When you save a BASIC program to 
the disk drive it is stored in a program file. When you save a ML 
progam to the disk drive it is stored in a program file. The 
program file will contain pointers to link the blocks of the file 
together. It will also contain information so that the file may 
be relocated to the same area of memory that it came from and it 
will contain the actual program. Figure 3 contains the first 
block of information from a program file. Below is the first line 
from the file: 

Location 00 01 02 03 04 05 06 07 08 09 0A 0B OC 0D 0E OF 
Hex 11 04 01 08 1 5 08 00 00 44 4E B2 38 3A 8F 20 44 

Bytes & 1 : Pointers to the next track and sector of the file 
(hex 11 = decimal 17, hex 04 = decimal 4, track 17 and sector 4). 
All program files will have pointers located at this location. If 
byte is 00, this will be the last block of the file and byte 1 
will contain the number of bytes used in this block. Example: the 
first two bytes contain 00 79 , 00 means that this is the last 
block of the file and hex 79 = decimal 127, byte 127 is the last 
byte of this program file. The 00 is an end of file marker, this 
tell the disk drive that this block is the last in the file. 

Bytes 2 & 3: These bytes will contain different values depending 
on whether this is the first block of the file or one of the 
other blocks in the file. If it is the first block of the file it 
will contain the location of where, in the computers memory, the 
program resided. If this is one of the subsequent blocks of 
information, these locations will contain the program data. It is 
important to remember that the first block of the program file 
contains the pointers so that the program may be relocated in 
memory . 

If this is the first block of data in a program file the pointers 
will contain the memory location of where the program resided in 
memory when it was saved to the disk. The bytes are stored in the 
low byte, high byte fashion. This means that the program resided 
at the hex address of 0801, decimal 2049. Notice that these two 
bytes are stored in the reverse order of their actual location. 
The 6510 microprocessor chip in your computer stores all memory 
locations in this low byte, high byte order. Keep this in mind 
when examining hex numbers. The computer can load program files 
back into the same area of memory where the program resided when 
they where saved or the computer can load program files into 
memory at the start of BASIC. The start of BASIC RAM is at hex 
0800 (decimal 2048), but every BASIC program line must be 
preceeded by the value 00 for BASIC to work properly. The BASIC 
program files must be located immediately above this location. 
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Hex 0801 is the actual start of where BASIC programs reside in 
memory. The example in figure 3 is a BASIC program and will 
locate itself at hex 0801 whether the normal load command {LOAD 
"NAME", 8) or the relocate load is used (LOAD "NAME", 8,1). If we 
load ML programs with the normal load command (,8) the program 
will load at the start of BASIC, hex 0801. If the relocate 
command is used (,8,1 ) the program will be relocated to the same 
spot where it resided before it was saved. 

Bytes 4 thru 255: If this is the first block of a program file, 
byte #4 will contain the first byte of the actual program data. 
If this is a subsequent block of a program file it will be a 
continuation of the program data. Remember that the last block of 
a program file may contain less than 255 bytes of information in 
the block. 

A SEQUENTIAL file is , as the name implies, information that has 
been stored on the disk in a sequential manner. These files are 
similar to those on cassette. The information stored in 
sequential files must be read from the beginning to the end. 
Sequential files may not be loaded directly into the computer. 
Data must be transfered byte by byte through a buffer. Sequential 
files are similar to program files in that the first two bytes of 
a block contain pointers that point to the next block in the 
file. All the rest of the information in the block will be the 
data. There will not any pointer that will tell the computer 
where to relocate the data in memory. The data contained in the 
sequential file must be stored in the computers memory by the 
program loading the file. 

USER files contain information that has been stored on the disk 
by the user (programmer). These files will not contain any 
pointers. There will not be any pointers to link the blocks of a 
file together. There will not be any pointers to locate the files 
in memory. 

These files can only be read into the disk drives buffer through 
the use of the "U1 " or the "UA" commands. The information will 
then be read into the computer one byte at a time and stored at a 
location in memory specified by the program. This seems to be a 
complicated way to store information on the disk. It is! Many 
programs will be stored on the disk in user files one block at a 
time. The programmer can control what part of the program will 
reside on which block of the disk. The programmer can scatter the 
program clear across the disk if desired. The only way to load 
the data back in to the computer is to know how and where it was 
saved to the disk in the first place. This can present a 
challenge to software pirates. Either a complete copy of the disk 
must be made or the pirate must try to figure how the data was 
saved on the disk in the first place. 
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One can not simply load or save user files. User files may be 
loaded into memory thru the use of the following BASIC program. 
Notice that this program is similar to the program that checks 
the error channel after a block read. 



REM 



LOAD USER FILES ONE BLOCK AT A TIME 



10 OPEN 1 5,8,1 5, "10: " :REM OPEN ERROR CHANNEL AND INITIALIZE 
DRIVE 

20 OPEN 5,8,5,"#" :REM OPEN DATA CHANNEL, USE ANY BUFFER 

30 INPUT "MEMORY LOCATION ";ME : REM STORE USER DATA STARTING AT 
THIS MEMORY LOCATION 

40 INPUT "TRACK " ; TR : REM WHICH TRACK? 

50 INPUT "SECTOR " ; SE :REM WHICH SECTOR? 

60 PR1NT#1 5 ,"U1 "; 5;0;TR;SE : REM PERFORM USER READ 

7 FOR DA = TO 25 5 :REM 25 6 BYTES OF DATA 



80 GET#5,I$: 
CONVERT INTO 



I = ASC 
DECIMAL 



( I$+CHR$ ( ) 



REM 



GET BYTE FROM DRIVE AND 



90 POKE ME, I :REM STORE DATA AT MEMORY LOCATION 

100 ME = ME + 1 :REM INCREASE MEMORY LOCATION BY ONE 

110 NEXT :REM GET ANOTHER BYTE 

120 INPUT " ANOTHER BLOCK ";YN$ :REM DO IT AGAIN? 

130 IF YN$ = "Y" THEN 40 : REM IF YES GOTO 40 

150 CLOSE5:CL0SE1 5:END 
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COMPILED PROGRAMS 



Compiled programs can be the best friend of the programmer who 
wishes to protect his program from pirates. A program, once 
compiled can be next to impossible to decipher. 

BASIC is a high level, interpretive language. This means that 
BASIC is easy to use, has easily understandable commands and will 
be fairly slow in its operation. The computer will only 
understand ML. Each and every instruction in BASIC must be 
interpreted into ML. The ML will be executed and the computer 
will interpret another command. This is similar to the action of 
two people who speak different languages and must use an 
interpreter to converse. As you can see this could be quite time 
consuming and some of the instructions from one person may not 
mean the same thing to the other person. This is also true of 
BASIC programs and the BASIC interpreter that is used to convert 
BASIC instructions into ML. It is slow and sometimes not every 
instruction the computer is capable of performing may be 
implemented by BASIC. 

A BASIC compiler can help to remedy the speed problem of BASIC. 
The compiler will convert the BASIC program into a pseudo ML. 
This is not a true ML, nor is it ASSEMBLY LANGUAGE. It is a 
combination of ML and has its own brand of instructions (speed 
code). The BASIC program is first written and debugged. It is 
important to have a working version completely debugged and 
tested before compiling, because the compiled program will not 
allow editing. Many times BASIC must be re-written to accommodate 
the compiler being used in order to make the program bullet 
proof. Then the BASIC program is compiled and the new code is 
generated. This code will only slightly resemble the BASIC 
program from which it was derived, but it will run any where from 
4 to 100 times faster than the BASIC version. Speed is not the 
only reason a programmer should consider the use of a compiled 
program or routine. Once the program has been compiled the code 
is much different from the BASIC that it was derived from. It can 
really give software pirates fits when they are trying to figure 
just how and what the routine is doing. Compiled programs can not 
do any thing more than a program written in BASIC can. Sometimes 
compiled programs do less than BASIC or may not duplicate every 
function of the BASIC program from which they are derived. This 
is one drawback that must be considered when using the compiler. 

When should a programmer use a compiled program? whenever a BASIC 
program needs added speed or whenever he wishes to confuse a 
software pirate. The expert programmer, who will write his 
programs in ML, should not rule out the use of compiled 
subroutines to confuse the software pirates. I have seen teen age 
"kids' that could understand programs written entirely in ML. So 
the use of compiled subroutines could add a new measure of 
security to the program protection scheme. 
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Trying to decipher the compiled program will be a task even for 
an experienced programmer. I have written programs in BASIC and 
was not able to follow the logic in the compiled version. There 
are three or four good compilers on the market today. Try to get 
a hold of one and see what I mean. 

The only way to follow the logic of a program once compiled is to 
start a table of the code that the compiler uses and try to find 
the meaning for each and every instruction. Good luck! Each and 
every compiler will use its own set of commands. I have heard of 
a program that will decipher the compiled version of a program 
and return it to BASIC. Whether or not the program actually 
exists and the quality of its work is not known at this time. 

Most 'professional' programmers do not use any compiled routines. 
1 guess that they feel that a program written in BASIC and then 
compiled is not a very macho way to write programs. Very few 
programs are written in any form of a compiled language. The 
BASIC program from the last chapter is contained on the disk. 
Notice how much faster the program works. The program is called 
USER. WOW. 
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MACHINE LANGUAGE 

Some knowledge of machine language (ML) is necessary to 
understand the program protection schemes of most programs. 

Understanding the ML once written is far easier than writing 
programs in ML. One only has to follow the concept of the program 
to understand what the program does. Whereas, writing a program 
in ML requires attention to details and a thorough knowledge of 

ML. 

I am not going to give you a complete course in ML. I will try to 
pass along the concepts of ML needed to understand program 
protection schemes. If you wish to learn more about ML I would 
suggest you borrow a few books from your library on 6502 ML 
programming. The 6502 and the 6510 microprocessor have the same 
commands and are almost identical in their operation. The only 
difference is in the internal registers of the 6510 and this will 
not affect the ML programming of the computer. The programmers 
reference guide for the C-64 has a section devoted to ML 
programming. If you are not familiar with ML, now is the time to 
acquaint yourself with it. 

ML, just as the name implies, is the machine's (computer's) own 
language. ML can be difficult to understand. Fortunately wc have 
some tools to help us understand ML. The most important tool is 
the ML monitor. The ML monitor will convert (disassemble) ML into 
assembly language. Assembly language may be thought of as an 
abbreviated English and will allow us to work in the computers 
own language. For the rest of the book any time I refer to ML it 
will also mean assembly language. Below are some examples of a 
disassembly of a ML routine. 

Memory Machine Assembly 

Address Language Language Comments 

.,4000 A9 00 LDA #$00 LOAD THE ACCUMULATOR WITH 00 

.,4002 8D 09 63 STA $6309 STORE THE ACCUMULATOR AT $6309 

.,4004 88 DEY DECREMENT THE Y (Y=Y-1) 

.,4005 C9 0D CMP #$0D COMPARE TO #$0D 

.,4007 20 89 43 JSR $4389 JUMP TO SUBROUTINE AT $4389 

.,400A 4C 56 32 JMP $3256 JUMP TO $3256 

While ML is not hard to understand, the actions may not be that 
clear at this time. Why would any one want to load the 
accumulator? What is an accumulator? Who cares? 

Most ML code is valid code written to perform a specific 
function. Only a small portion of the program is used for 
protection. It is this small portion of code that you will be 
interested in finding. Once you have found this code, you can 
begin to decipher its meaning. 

The first thing to get familiar with are the commands that ML 
uses. The commands are all three letters which are abbreviations 
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of their function. JMP stands for jump, this is similar to GOTO 
in BASIC. BRK stands for break, this is similar to END in BASIC. 
JSR stands for jump to subroutine, this is similar to GOSUB in 
BASIC. RTS stands for return from subroutine, this is similar to 
RETURN in BASIC. Most of the rest of the commands will become 
familiar to you as you use them. Keep in mind that they are all 
abbreviations for the actual command. Let's look at a sample 
routine written in ML. This is the disassembled version of the 
routine. The first number will represent the location of the 
memory address that you are looking at. The next number will 
represent the value stored at that memory location. Any other 
numbers following will represent the values stored at the 
following memory locations. The three letters are the assembly 
language instructions that the values represent. The last number, 
if present, represents the value or memory location to be acted 
upon. 



Memory Machine Assembly 
Address Language Language 



COMMENTS 



. ,8000 A9 00 

. ,8002 8D 30 30 

. ,8005 20 CC FF 

. ,8008 4C 8A 40 



LDA #$00 LDA WITH THE HEX VALUE OF OO 

STA S8030 STA AT THE LOCATION OF $8030 

JSR SFFCC JSR AT $FFCC - CLOSE CHANNELS 

JMP $408A JUMP TO S408A 



The comments are only added to help you understand what the ML 
commands mean. You will not find the comments when you use your 
ML monitor. 

The machine language monitor will be your best tool when 
examining programs written in machine language. Three monitors 
have been included on the disk. All are identical except for 
where they reside in memory. The monitors are public domain 
programs and, as such, do not have every function that one could 
ask for, but they are more than adequate for every day use. 

When you are looking at ML programs that someone else has 
written, the ML monitor is an indispensable tool. Be sure that 
you understand all the capabilities of the ML monitors before 
proceeding to the next chapters. It will be necessary to become 
familiar with the SYNTAX of the ML monitor. To load the monitor 
type: LOAD "HIMON SYS491 52" , 8 , 1 . After the program has loaded it 
will be necessary to type SYS49152 (press RETURN). You should 
see the following lines on the screen. 



B J 



PC SR AC XR YR SP 
;C03E 32 00 C3 00 F7 



This means that you have successfully entered the ML monitor. 

PC is the program counter 

SR is the status register 

AC is the accumulator 

XR is the X register 

YR is the Y register 

SP is the stack pointer 



PROGRAM PROTECTION FOR THE C-64 Page 42 

Since I am not going to cover how to write machine language in 
this book, I will not go into lengthy discussions of the 
functions of the registers. The AC, XR and YR are somewhat 
similar to intersections in a small town. For now lets think of 
them as something that you must go thru prior to getting 
anywhere. It is necessary to go thru one of these registers 
before you store any values in memory. It is not important to 
understand why you need registers at this time, just remember 
that you do. If you wish to store a value in memory it will be 
necessary to go thru one of these registers before storing the 
value in memory. First load the accumulator ( LDA ) , then you can 
store the accumulator (STA) at the desired memory location. 

What's very important is your ability to use your ML monitor and 
be familiar with the commands available. Most ML monitors have 
similar commands, so if you have used other monitors the syntax 
will be similar. 

Command Function 

A Assemble (write) ML instructions 

A XXXX LDA #510 

C Compare to two areas of memory 

C LLLL, IIHHH CCCC 

D Disassemble memory 

D LLLL (HHHH) 

F Fill a section of memory 

F LLLL HHHH XX 

G Go (run) 

G XXXX 

H Hunt for specific bytes 

H LLLL HHHH XX or H LLLL HHHH "XX" 

I Interpret memory (display ASCII symbols) 

I LLLL (HHHH) 

L Load program 

L "NAME", 08 

M Memory display and modify 

M LLLL ( HHHH ) 

R Register display 

S Save program 

S "NAME", 08, LLLL, HHHH 

T Transfer memory from one location to another 

T LLLL HHHH TTTT 

X Exit to basic 



PROGRAM PROTECTION FOR THE C-64 Page 43 

To use the monitor, simply type the letter corresponding to the 
command you wish to execute. Then type in the memory location 
that you wish to examine or modify. The LLLL refers to the low or 
starting address of memory that you wish to examine. The HHHH is 
the high or ending address of the block of memory that you wish 
to examine. The XX or XXXX will be any value or memory location 
you wish to use. The CCCC will be the low or the starting address 
of the memory location that you wish to compare the first block 
of memory with. No ending address is necessary. The TTTT is the 
low or starting address of memory that you wish to transfer the 
memory to. No ending address is necessary. The memory locations 
contained in parenthesis are optional and may be used if you wish 
to examine a block of memory rather than an individual location. 
Use the monitors along with a good book on machine language 
programming if you are just starting in ML. Practice using the 
commands until you have mastered all of them. It is more 
important that you know how to use the ML monitor than it is to 
understand everything there is to know about ML itself. 

Try loading in a BASIC program from the ML monitor. Use the 
following commands to load the program. 

L "TEST BASIC", 08 'RETURN' 

To examine the BASIC program with ML monitor use the 'I' command. 

I 0800 0880 'RETURN' 

Use the cursor up and cursor down keys to scroll thru memory, 
notice how BASIC programs are stored in memory. It is very 
important that you can recognize programs written in BASIC. Many 
good programs are written in BASIC and some have been modified 
with a ML monitor to prevent tampering by the user. There are 
many tricks that can be done to BASIC programs with a ML monitor. 
Most of these tricks are easy to do from ML, whereas they would 
require an extensive amount of time to perform from BASIC. These 
tricks will be covered in the chapter on ADVANCED PROTECTION 
SCHEMES. 

Now fill the memory from hex $0800 to $9FFF with the value of 00. 

F 0800 9?FF 00 'RETURN' 

Use the ' I ' command to examine the memory where the BASIC program 
used to reside. The area will be filled with 00s. If you want to 
find out where a ML program resides in memory it will be 
necessary to first fill the memory with 00s. Then load the 
program from the monitor. 

L "TEST ML", 08 

The ML monitor will automatically relocate all programs into the 
same area of memory that the program was saved from. You can use 
the 'I' command to search thru memory until you find the ML 
program. Now examine the memory to find the starting and ending 
location of the program. Use the 'I' command to scroll thru 
memory while looking for the starting and ending address. The ML 
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code contained in "TEST ML" is not actually a program, it is just 
a subroutine from a program I wrote. Once you have found the 
begining and ending address of the program, you should write them 
down for future reference. If this were an actual program that 
you were going to modify it would be necessary to have the 
starting and ending addresses in order to save the program back 
to the disk. 

Now that you have found the beginning and end of the program, it 
will be necessary to use some of the other functions of the ML 
monitor in order to further examine the ML code. Try using the 
'H' command to hunt for specific information. 

H 2000 2200 'U1 'RETURN' 

H 2000 2200 55 31 'RETURN' 

The computer will now hunt its memory from hex $2000 to hex $2200 
for the hex representation of U1 . When you wish to hunt for ASCII 
characters use the ' (single quote) before the character ( s ) . If 
you wish to hunt for the hex value(s) use the value(s) separated 
by a space. Hex 55 31 is equivalent to ' U1 . Try hunting for other 
value(s) or character ( s ) . 

The transfer and compare commands may be used in conjunction with 
one another. Transferring memory will cause a copy of the memory 
to be made. It won't actually transfer the memory. It will 
duplicate memory. First transfer the memory from one location to 
another, then compare the two blocks of memory. 

T 2000 2200 3000 'RETURN' 

C 2000 2200 3000 'RETURN' 

If any of the bytes contain different values the location(s) will 
be displayed on the screen. Since you have just transferred the 
memory to hex $3000 there will not be any differences. Now use 
the 'M' command to display and modify memory. 

M 2000 2040 'RETURN' 

Change a few of the displayed bytes to any other value. Then 
press 'RETURN' before moving the cursor from the line. This will 
change the value of the bytes in memory. Another comparison can 
be made to find any bytes which have been changed. 

C 2000 2200 3000 

The memory location! s) of the two blocks of memory that contain 
different values will be displayed. The use of the transfer and 
compare is very valuable when inspecting program protection 
schemes. Once you have modified the code it will be necessary to 
save the ML code back to the disk. When using the save command it 
will be necessary to specify the starting address and the ending 
address of the memory to be saved, plus one. 

S "NAME" ,08, 2000 ,2201 'RETURN' 



PROGRAM PROTECTION FOR THE C-64 Page 45 

This will save the code from hex $2000 to hex $2200 on the disk. 
The code will be saved in a program file so that it may be 
reloaded into the same area of memory from which it was saved. 

Once you have loaded a ML program into memory it will sometimes 
be necessary to execute (run) the program. To do this the ML 
monitor has the 'G' command. Once you have located the proper 
entry point (where the program will start) the following command 
can be used. 

G 2000 'RETURN' 

The will cause the ML program located at hex $2000 to be 
executed. The program will continue to execute until the BRK 
command is encountered. The BRK command is similiar to END in 
BASIC. BRK may be inserted into ML at various points to help you 
understand the function of the code. The computer will execute 
the program, as it was written, until the BRK. At which time the 
program will stop and control of the computer will be turned over 
to the ML monitor. 

If you wish to exit from the ML monitor to BASIC all you have to 
type is: 

X 'RETURN' 
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ADVANCED BASIC PROTECTION 



The first part of this chapter will cover programs which have 
been written in BASIC. There are many good programs written 
entirely in BASIC. Simple, but effective, protection schemes have 
been used to protect these programs from the average user. If you 
remember from the chapter on BASIC protection schemes, the user 
could be prevented from using the RUN/STOP and RESTORE keys thru 
a simple poke (POKE 808,230). It will now become virtually 
impossible to stop the program. When this occurs the easy way to 
defeat this is thru the use of a reset button. There are many 
commercially made reset buttons on the market for under $10.00. 
You can make your own for under a dollar. It will require a 
little bit of soldering. Keep in mind that any modifications that 
you make to your computer may void the warranty. If you are not 
sure of what you are doing take your computer to a qualified 
service person. 

1) Locate the RS232 port (modem port) on the left rear of your 
computer. The board has 12 contacts on the top and bottom of the 
board. Starting from the center ,top side of the board, the 
contacts are numbered from one to twelve. Locate contacts #1 and 
#3. Open the case of your computer and drill a small hole in the 
side of your computers case. Install a momentary contact, 
normally open switch in the hole. Solder a wire from one side of 
the switch to pin #1 . Solder another wire from pin #3 to the 
other side of the switch. Close the case of your computer and 
you ' re done . 

2). For those of you who don't want to drill a hole in your 
computer or if you don't want take a chance on voiding your 
warranty you may purchase a 24 pin edge card connector from your 
local electronics supply house. Solder the momentary contact 
switch to the connector, pins U^ and #3. All you have to do is to 
is plug the connector into the modem port and your reset button 
is ready. 

The reset switch is a very valuable tool. When the C-64 was made 
it could not have added $0.20 to the price of the machine to add 
the reset button. If your computer is not equipped with a reset 
button at this time, I would recommend that one be installed. You 
will need it later. 

Contacts #1 and #3 contain the ground and the RESET lines of the 
computer. When these two lines are momentarily connected, the 
computer will perform a hardware reset. This is similiar to 
turning the computer off and back on again. The mam difference 
is that the computer will not erase any memory stored in the 
BASIC RAM and above ( $0800 -$FFFF ) . When the computer is reset the 
memory below BASIC ( $0000-$07FF ) will be reset. BASIC programs 
stored in memory will not be erased, only the pointers that tell 
the computer where to find the BASIC program will be reset. The 
BASIC program still exists, you just can't see it. To restore the 
pointers back to where they were before reset requires the use of 
short ML program. The program is called RESTORE and can be found 
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on the program disk. 

To demonstrate the use of the reset button and the program 
RESTORE, first load the "BASIC TEST" program into memory. Then 
POKE 808,230. RUN the program. It is now impossible to stop the 
program from running by using the RUN/STOP and RESTORE keys. To 
stop the program press the reset button. The screen will shrink 
and clear. Next you will see the same messages appear on the 
screen as if you had just turned the computer on. If you LIST the 
program it will not appear. To restore the program in memory all 
you have to do is: 

LOAD "RESTORE" ,8 , 1 'RETURN' 

SYS52B:CLR 'RETURN' 

Now the program will LIST, RUN and can be SAVEd normally. Some 
programmers will go to extraordinary means to protect their BASIC 
programs. They will modify the BAM and DIRectory to prevent you 
from seeing what files are saved on the disk. They will save the 
BASIC program in user files scattered all across the disk. They 
will use ML boot programs to actually load the BASIC program into 
memory. Very complicated tricks are sometimes employed to prevent 
you from getting at the program. Then they don't protect the 
actual BASIC program other than using a few pokes. All these 
pokes do is prevent you from using the RUN/STOP and RESTORE keys. 
BASIC programs may be easily identified by LOADing and RUNning 
the program. Once it is in memory and running you will notice 
that the response time to your commands will be sluggish, not the 
same response that you would expect from your favorite ML game 
programs. These programs may be saved to disk with the use of the 
reset button and the "RESTORE" program. Don't be fooled by all 
that fancy protection. Most BASIC programs may be broken this 
easi ly ! 

SUPER LINE NUMBERS is a trick that I have not seen used by many 
programmers. It will provide better protection for programs 
written in BASIC than most. The only drawback is that the program 
must handle GOTO or GOSUB commands in a special manner. This is a 
very effective and easy way to write a boot program or the main 
program. Super line numbers will give most people fits when they 
first encounter them. 

The version of BASIC that the C-64 uses will not allow line 
numbers larger than 63999. Any time that you try to enter a line 
number larger than 63999 a '7SYNTAX ERROR' will be generated and 
the line will be ignored. The trick is to enter the program in 
BASIC with normal line numbers. Then use the ML monitor to modify 
the line numbers of the BASIC program. With the ML monitor, it is 
possible to change the BASIC line numbers to any value up to 
65535. It is oven possible to change all the line numbers to the 
same number. When you combine the changed line numbers with a 
graphics character that BASIC will not accept (see BASIC 
protection schemes) it will be possible to make the program 
virtually unlistable, even before the program is run. To do this 
it will be necessary to use the MI, monitor. Load the "BASIC TEST" 
program. Add the following command to the end of the first line 
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of the program. : REM shift L (hold the shift key while pressing 
the letter L. } , This will produce a graphics character similiar to 
the letter L. The graphics character will not list from BASIC. It 
will create a ' 7SYNTAX ERROR' when listed. Load and execute the 
HIMON. Use the 'M' command to examine the BASIC program. 



M 0800 0820 



'RETURN ' 



The following lines will be displayed. 



0800 00 13 08 0A 00 
0808 49 4E 45 20 31 



99 
30 



22 4C 
22 32 



0810 8F CC 00 22 08 14 00 99 
0818 22 4C 49 4E 45 20 32 30 
0820 22 00 00 00 00 00 00 00 



The value contained at 0800 is 00. BASIC line numbers must be 
preceded by the value 00. 

Locations $0801 and $0802 contain the pointers that tell BASIC 
where the next line begins. The pointers are stored in the 
familiar low byte, high byte format that is necessary for the 
6510 microprocessor. Note that the pointers do not point to the 

00 immediately preceding the BASIC line, they actually point to 
the pointers of the next line (location $0813 in the example). 
All BASIC lines will contain pointers to the location of the next 

1 ine . 

Location $0803 and $0804 contain the line number of the first 
line of the BASIC program. Again low byte, high byte (line 10, 
hex 000A). All BASIC lines must have a line number. The line 
number can be found immediately after the pointers of all BASIC 
lines. BASIC will store its program lines in ascending order. If 
we wanted to change the line number to a different value, these 
are the two bytes to change. If these two bytes are changed to 
FF FF , the first line number will now be 65535 when the program 
is LISTed. Change the line numbers to FF FF , then press 'RETURN' 
before leaving the line. 



0800 00 13 08 FF FF 99 22 4C 

0808 49 4E 45 20 31 30 22 32 

0810 8F CC 00 22 08 FF FF 99 

0818 22 4C 49 4E 45 20 32 30 

0820 22 00 00 00 00 00 00 00 
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be set to any number desired. 

BASIC does not look at line numbers while the program is running, 
unless the GOTO or GOSUB commands are used. If a GOTO or GOSUB 
command is issued BASIC will search the line numbers for the 
proper value, starting with the first line. BASIC stores its line 
numbers in ascending order. When BASIC reads the number of 65535 
it gets fooled into thinking that this must be the last line 
number and quits searching. Hence, no GOTO or GOSUB commands may 
be used when the first line number has been changed to these 
super line numbers. 

If, instead, the first line of the program contains the line 
number 10 and the statement GOTO 63999, all of the subroutines 
can be stored with line numbers between 10 and 63998. The program 
will function just fine, all the GOTO and GOSUB commands will 
work normally. Keep the main body of the program at line 63999 
and above, keep all GOTOs and GOSUBs at line 63998 and below. For 
an example of this, see the program called SUPER LINES. All of 
the lines above 64000 have the same line number, yet the computer 
knows where to RETURN to after the GOSUB command has been 
executed. BASIC keeps track of the actual address of where the 
GOSUB is located in memory, not the line number that contains the 
GOSUB. So when the 'RETURN' is found the program will return to 
the same address it came from, not paying any attention to the 
line number. BASIC only looks for the line number when searching 
for the line specified by the GOSUB or GOTO. 

To correct a program that uses these super line numbers, you only 
have to use the ML monitor to assign line numbers corresponding 
to the proper ascending order. Line numbers of all lines may be 
changed by this technique and they may be changed to any value 
desired between and 65535. Numbers may be repeated or a 
descending order may be used. 

Locations $0805 thru $0811 in the preceding example contain the 
BASIC program line. All BASIC commands are tokenized or stored as 
single byte that the computer will interpret. This is done to 
conserve memory. All of the rest of the BASIC lines are stored in 
the same fashion. A 00 will precede the start of a BASIC line, 
then the pointers to the next line, the line number and the 
actual program line itself. The end of a BASIC program will 
contain three zero's (00 00 00) and the pointers of the last line 
will point to the middle 00. These three 00 bytes will be found 
at the end of all BASIC programs and they also mark the start of 
where BASIC stores its variables. 
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super line numbers it will be necessary to place any subroutines 
at lower line numbers than where the pointers have been modified. 
Load the program called MOD POINTERS. This program has already 
been modified. See if you can return it to normal using the ML 
monitor to reset the pointers. Remember that the first line 
should point to the second line, the second to the third, etc. 

Programs written in BASIC can be protected in a number of ways. 
It is important that you can identify programs written in BASIC 
and how to fix these protection schemes. Rarely does any BASIC 
program use more than one of these protection methods and most 
don't get very sophisticated. Be sure that you can identify 
programs written in BASIC by using the 'I' command of the ML 
monitor. It is necessary to know when the pointers for the start 
of BASIC have been moved higher in memory and a short ML 
subroutine is inserted below the new start of BASIC. A sample of 
this is contained on the disk under the name of "ML AND BASIC". 
LOAD and RUN this program so that you know what the program does. 
Then try using the ML monitor and the 'I' command (or the 'M' 
command) to find the start of the BASIC program. Try also to 
detect and correct any other tricks used on this program. When 
you are done (or have given up) load the program called "ML, AND 
BASIC #2". This will give you some hints as to what to look for 
in the first program. 

When you are looking at BASIC programs keep in mind that some 
contain absolutely no protection schemes at all. Most contain 
only one or two small tricks. Very few will get into the 
sophisticated protection schemes. Just be aware that they do 
exist and you will probably see more of them in the future. 
Program protection for most programmers is an afterthought. Many 
programmers spend hundreds or thousands of hours writing their 
programs, then spend only one or two hours protecting them. 
Another common occurrence is to find all the program protection 
at one location. Most programs are quite easy to break once you 
know where to look and what you are looking at. 
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ML PROTECTION 



Hopefully you have mastered the use of the ML monitor and we can 
proceed to programs protected in ML. Now that we are going to be 
working in ML, I will no longer be giving any values in decimal. 
From here on out it will all be in hex. 

ML is where the real meat of the program protection schemes 
reside. We can now look at how the more 'professional' 
programmers protect their software. I use the word 'professional' 
with some reservation. Most of these so called professionals use 
bad blocks, which must be read by the program before it will run. 
I am dead set against using this technique to protect software. 
It takes too high of a toll on the disk drive. When the drive 
tries to read a bad block the read/write head is literally beat 
to death. Unfortunately, too many programmers prefer to use this 
method of program protection. 

The only good thing about this type of protection is that it is 
relatively easy to spot. Once you have spotted the protection 
routine, it will be necessary to obtain a disassembly of the ML 
code in the immediate area. As I stated earlier most programmers 
prefer to place all of their protection schemes m one small area 
of the program (usually at the begining or end). This makes 
things easier for them, and for us. It really is nice that almost 
all of the programs on the market today place all of their 
program protection in one little area. This sure makes it easy to 
fix the program so that the disk drive does not get beat to death 
every time the program loads. 

First thing to do is get a copy of the program on a disk that 
does not contain any errors. The best way to do this is to use 
"BACKUP 228". This is a program that will enable you to make a 
copy of any disk, minus the bad blocks. BACKUP 228 is not fast, 
it takes almost 30 minutes to make a copy of the complete disk. 
What it does do is make an accurate copy of any data contained on 
the disk. 1 always use BACKUP 228 for the first copy of any disk. 
It works. The complete instructions are contained in the program, 
just follow the prompts. It is important that you do not change 
any code on the original disk. Keep the original program intact 
and do not perform any modifications on it. Make a copy of the 
disk and work with it. If you should make a mistake or anything 
else happens to the copy disk its no big deal. Remember you can 
legally make one copy of any program for archival purposes. I 
would strongly suggest that you make a copy of every program and 
use the copy. Place the original in your archives. 

Once you have a copy of the original disk, you can get to work on 
eliminating the protection schemes. Verify the fact that you can 
list the directory of the disk. If you can't, now is the time to 
fix the directory so that you can (see chapter on BAM and DIR). 
It will be necessary to load each and every program on the disk 
to determine which program contains the program protection 
scheme. Sometimes it may be necessary to rename the program so 
that it may bo loaded into memory and examined. Be sure to change 
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the name back to its original name before trying the disk. 

Some programs contain an auto-boot routine that will take over 
control of your computer as soon as it is loaded into memory. 
These programs are located from $0100 to $0400. This is below the 
screen memory. Try loading these programs from the ML monitor. If 
the program takes over control of the computer it will be 
necessary to reset the computer. One problem with the reset is 
that the computer will restore all the memory from $0000 to $0800 
when the reset button is used. Any program that previously 
resided at this area will now be erased. The RAM memory from 
$0800 and up will not be affected by the use of the reset button. 
This will make it a little more difficult to examine the program 
that resides in the area from $0000 to $0800. In order to examine 
the auto-boot programs we must first relocate them in to a higher 
area of memory. 

First load the ML monitor and execute it to be sure every thing 
is functioning properly. Exit to BASIC, then load the auto-boot 
program in from BASIC. Do not use the ' ,8 r 1 ' command to load the 
program, use the ',8' after the program name. This will load the 
program into the area of memory where BASIC normally resides. 
Occasionally the computer will lockup when you load a ML program 
into the area where BASIC normally resides. If this happens just 
reset the computer, the program and the ML monitor will not be 
erased from memory. To re-enter the monitor type SYS 49152 
'RETURN 1 . You will now be able to disassemble the ML code 
starting at 0800. When you are looking at this code remember that 
this is not the normal location for this code to reside. It is 
only necessary to relocate this code when the program you are 
trying to examine is an auto-boot program and it takes over 
control of your computer when loaded from the ML monitor. Other 
programs may be examined at their normal location in memory. 

Now that you have the program in memory what do you look for? If 
the program is an auto-boot routine it will normally just load 
another program and perform a JMP (jump) to the proper memory 
location to begin executing the next program. There is not quite 
enough memory available to perform the necessary error checks and 
have room left over to load another program. Use the 'I' command 
to look for the file name of the next program that will be loaded 
into memory. The file name may be just one byte or as many as 
sixteen. Some programs store the name in ASCII characters, this 
sure makes finding the name of the next program easy. Others use 
names that do not contain any ASCII characters, this only makes 
the name a little harder to find. Below you will see a sample ML 
routine. This routine is a boot. It will only load another 
program, then JMP (jump) to the proper location to execute the 
program. The comments that appear along side the disassembly are 
mine and have been placed there for convenience only. 
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, 2902 
.27021 
,290 7 

. 290A 
,290D 
, 2910 
,2912 
,2914 
,2V 16 
,291^' 
,2V lb 
, -9 ID 
,291E 
.2921 
,2924 
.292/ 
.2929 
. 292C 
, 292E 
,2931 
,2933 
.2936 
, 29 '3 7 
,29 59 
,293C 
, 2 g 3E 
,2't41 
,2944 
,2946 
, 294a 
,2^4B 
, 294D 
,2'- 41 

.29CO 
,29L6 
, _9^3 
,29bv 
.29F..C 
,2-'jt 



A'? 00 

2D BD FF 

A9 OF 

A 2 u8 

Ats 

20 BA FF 

20 CU FF 



A9 
A 2 



Cti 
bo 



L'r 
DO 
2 O 
L.P 
DO 
•tfC 
4L 



01 



20 BD i-l- 
hV Oti 

a, o8 
Mb 

20 BA FF 
2u CO FF 
20 CC FF 
A 2 OF 
20 u9 FF 
AO 00 
b« bt> 29 
FO Ufa 



64 

£2 



22) 31 



CC FF 



[ r F 



LF FF 



;f FF 



PC 



Ll)H 
JSR 
CDA 
LDX 
FAY 
JSR 
JbR 
LDA 
LIjX 
LUY 
J Sh 
LDA 
LUX 
"I AV 
JbR 
JbR 
J 58. 
LDX 
JbR 
LDY 
LDA 
BEU 
JBR 
I NY 
BNE 
J Sift 
LUX 
JSR 
JBR 
CM ft 
BNE 
JaR 
CMP 
&N£ 

j riF' 
JhP 



SUBROUT INE 
#*00 
1-FFHD 
#4 OF 
(♦409 



l» 1 ORIGINAL CODE 
BET FILE NAME (00 = NO NAME) 



iFFBA 
$FFCU 

i*S01 

M429 
*FFbD 

#*0S 



BET LUblCAL, 1 SI AND 2ND ADDR (15,8.15) 

OPEN FILE i 15,3, 15i 

1 CHARACTER NrtME 

FROM LOCATION 

S295tp 

Sti FlCE NAME (#) 



SET LU&ICAL, 1ST AMD 2ND ADDR (b.8,5? 
UPEN FILL (5.B. 5) 
CLOSE I/D CHANNEL a 



* F F BA 

$FFCO 

$FFCL 

#*0F 

$FFC9 

#*0U 

*295fa , V 

$2939 

SFFD2 PRINT CHARACTERS ID DISK DRl'/t 



OPEN CHANNEL FOR OUTPUT (15) 



( U 1 : 



5 01 2) 



S292E 

4FFCC 

(**0F 

*FFC6 

JFFCF 

#$32 

J2952 

$FFCF 

»*3V 

$2952 

$9064 

*Ki:E2 



CLOSE I/O CHANNELS 



INPUT 



EUK $31, 



OPEN CHANNEL FOR 

INPUT CHAhACTLR 

CMP ro $22 (ASCII 2; 

BRANCH IF NOT EUUAL 

INPUT CHARACTER 

CI1F TO *39 (ASCII 9> 

BRANCH IF NOT EQUAL (TO 

JUMP TO START OF MAIN PRDEiRAM 

JUMP TD WARM RESE f (CRASH PROGRAM) 

(ASCII #) 

Ul) 

: ) 



(TO $32) 



S3'? i 



20 JSR 

bill 

BMi 
0\) JLR 



$202-5 
J297L 
$2991 
SOD "32 



(ASCII 
(ASCI I 
(ASCII 
(ASCII 
(ASCI t 
(ASCI 1 



) 

01 ) 



(HIS IS IHt UKiiiiNAL VERSION OF THE CODE. THE SUBROUTINE WILL OPEN IWO CHANNELS 
lu tHt DISK L'ElV'E (V.. V. lb). THEN IT WILL PRINT A USER #1 COMMAND (BLOCK READ). 
ALL CHMNNELa WILL tit CLOSED TO THE DISK DRIVE. A CHANNEL WILL BE OPENED FOR 
lNKJ'l hND h CHARhCIER WILL BE INPUT. A COMPARISON WILL BE HADE TO SEE IF THE 
FlKSf ChhkALIEF. INPUT IS *32 (ASCII 2). IF IT IS NOT $22 THE THE PROGRAM WILL 
BRANCH 10 $2^2 WHERE THE PROGRAM WICL CRASH. IF IT IS A $32 THE PROGRAM WILL 
'FALL f H R U ■ Id THE NEXT CHARACTER INPUT. A COttFARISON WICL BE MADE TO SEE IF THE 
SECOND CHARACTER IS $39 .'ASCII 9>. IF IT IS NOT, THE PROGRAM WILL BRANCH TO 
J29'.-J2 AND CRASH. IF IT IS EQUAL TO i 39 THEN THE PROGRAM WILL 'FALL THRU' TO THE 
JMP ¥9U&4 WHERE THE MAIN FRObRAM RESIDES. 



THE ERROR TYPE IHAT THIS PROGRAM LOOKS FOR IS 29. IF THE DISK HAS THE PROPER 
ERROR. THE ERROR CHANNEL WILL RETURN: 29, DISK ID MISMATCH, 01 , 02. AS YOU CAN SEE 
fHE FIRST TWO CHARACTERS WICC BE 2 b 9. THE SUBROUTINE WILL CHECK EACH CHARACTER 
INDIVIDUALLY AND EXECUIE THE MAIN PROGRAM IF THE PROPER ERROR IS RETURNED. 



SUBROUTINE # 2 ORIGINAL CODE 

3551 A9 03 LDA **03 3 CHARACTER NAME Page 54 

3553 A2 CO LDX #*C0 STORED AT 

3555 AG 35 LDY *t$35 J35C0 

3557 20 BD FF JSR $FFBD SET FILE NAME (1/0) 

355A A9 OK LDA #$0F 

355C A2 OB LDX #*08 

355E AO OF LDY #$0F 

3560 20 BA FF JSR tFFBA SET LOGICAL, 1ST & 2ND ADDR (15,6.15; 

3563 20 CO FF JSR $FFCO OPEN FILE ( 1 5 , 8 . ! 5 , " I /[] " ) 

3566 A9 01 LDA *»$01 1 CHARACTER NAME 

356B A2 fciF LDX #$BF STORED AT 

356A AO 35 LDY tt*35 $3SBF 

356C 20 BD FF JSR $FFBO SET FILE NAME i») 

35 AF A9 03 LDA #$03 

357 1 A2 Vti LDX #*(.'B 

3573 AO 03 LDY #S03 

3575 20 BA FF J5R *FFBA SET LOGICAL. 1ST ?/ 2ND ADDR (3,8.3) 

357b 20 CO FF JSR $FFC0 OPEN FILE (3.6,-3. "#") 

357b A2 OF LDX #*0F 

357D 20 L"9 FF JSR *FFC9 OPEN CHANNEL 15 FOR OUTPUT 

35BO AO OO LDY #100 

3582 bW CZ 35 LDh *35C3. / 

S5B5 FO Ofc BEO I358D 

35B7 20 D2 FF JSR $FFD2 PRINT CHRACTERS TO DISK DRIVE <U1:3 01 02) 

35rfA CB I NY 

358B DO F5 BNE 53582 

3580 20 CC FF JSR tFF'CC CLOSE I/O CHANNELS 

3590 A2 OF LDX ttSQF 

3592 20 C6 FF JSR JFFC6 OPEN CHANNEL 15 FOR INPUT 

3595 20 CF FF JSR JPFCF INPUT A CHARACTER 

3598 29 FF AND #$FF 

359A 48 FHA PUSH THE CHARACTER ON THE STACK (SAVE CHARACTER) 

359B 20 CF FF JSR $FFCF INPUT ANOTHER CHARACTER 

359E L9 OD CMP #$0D 

35A0 DO F9 BNE *359D 

35A2 20 CC FF JSR SFFCC CLOSE I/'D CHANNELS 

35A5 68 PLA PULL IHE CHARACTER FROM STACK 

35A6 C9 32 CMP *$32 CMP 10 $32 (ASCII 2) 

35A8 DO 03 BNE *35AD BRANCH IF NOT EQUAL TO 5-32 (ASCII 2) 

35AA 4C OA 26 JMP *260A JUMP TO START OF MAIN PROGRAM 

35AU A9 AA LDA <**AA 

35AF B5 F& ST A $FB 

35B1 A5 34 LDA $34 INDIRECT INDEXED ADDRESSING 

35B3 B5 FC STA IPC 

35B5 A4 OO LDY $00 USED TO ERASE ML CODE 

35B7 91 FB STA ISFEO.Y 

35B9 C8 IN/ FROM *34AA TU $35AA 

35BA DO hb BNE *3&b? 

35BC 4C E2 FC JMP $FCE2 THEN CRASH PROGRAM 

35BF 23 23? ASCII # 

35CO 49 2F ECR #*2F ASCII U 

35C2 4F """"' ASCII 

35C3 55 31 ECR $31.X ASCII Ul 

35C5 3A '"? ASCII : 

35C6 33 ?V':' ASCI I 3 

35C7 20 30 20 JSR $2030 ASCII 

35CA 30 3! BMI *35FD ASCII 01 

35CC 20 30 32 JSR $3230 ASCII 02 

35CF OD 00 00 ORA »0000 ASCII RETURN 

THIS SUBROUTINE WILL CHECK FOR ANY ERROR ON THE DISK. IT WILL ONLY CHECK THE 

IRST BYTE FROM THE ERROR CHANNEL (CMP #$32 OR ASCII 2). MOST ERRORS FROM THE 

DRIVE WILL BEGIN 2 (i.e. 20. 21. 22. 23, 24. 27 or 27). 













SUBROUTINE # 3 ORIGINAL CODE 


. 6A00 


A9 


05 




LDA 


#$05 




. 6A02 


A2 


08 




CDX 


#$08 




,6A04 


AO 


OS 




LDY 


#$05 




. OAOe 


20 


BA 


FF 


J3R 


$FFBA 


SET LOGICAL, 1ST 5. 2ND ADDR (5 


,6A09 


AV 


01 




LDA 


#$01 


1 CHARACTER NAME 


, brWb 


A2 


6A 




LDX 


#$£>A 


STORED AT 


,dAOD 


HO 


6A 




ldy 


#$6A 


1E6A6A 


, 6 A OK 


2o 


BD 


FF 


JSR 


tFFBD 


SET FILE NAME (#) 


,.;.A12 


20 


CO 


FF 


jsr 


*FFCO 


OPEN FILE (5,8,5. "#") 


, DhUj 


BO 


2E 




bcs 


$6A45 




, 6A 17 


AV 


OF 




CDA 


#$0F 




,6A19 


A 2 


08 




LUX 


#$08 




.owib 


AO 


OF 




LDY 


#$0F 




, oA 1 I) 


20 


BA 


FF 


JSF: 


$FTbA 


SET LOGICAL, 1ST & 2ND ADDR (1 


, 6A20 


AV 


OC 




LUA 


#*0C 


12 CHARACTER NAME 


,6A22 


A2 


6B 




LDX 


#$oB 


STORED AT 


, 6A2 4 


AO 


ofi 




LDY 


#$6A 


$t>AbP 


, SA26 


20 


BD 


FF 


JSF 


$FFBD 


SET FILE NAME (Ul: 5 35 1) 


,aA29 


20 


Co 


FF 


JSF: 


*FFCO 


OPEN FILE ■ 15,3, 15! 


, = A2C 


Co 


FB 




DfcC 


$FF_: 


DECREMENT $FB ($FB = *FB-1> 


,6A2t 


A2 


Of 




LDX 


#tOF 




, 6A30 


20 


C6 


Fl 


JSR 


tPFCfc 


OPEN CHANNEL (15) FOR INPUT 


,6A33 


A9 


OF 




LDA 


**0F 




. afl35 


20 


CF 


FF 


JSR 


$FFCF 


INPUT CHARACTER 


.6638 


C? 


■Z>2 




CI1P 


#$:.2 


CMP TO $32 (ASCII 2) 


. 6A3A 


DO 


09 




BME 


$6A4 5 


BRANCH IF NOT EQUAL (TO $32) 


. 6 A 3C 


AV 


OF 




LDA 


#$0F 




.6A3L 


20 


CF 


FF 


J SR 


$FFCF 


INPUT CHARACTER 


, 6A4 1 


29 


3 * 




CMP 


#$33 


CMP TO $Z-i (ASCII 3) 


, OA43 


FO 


08 




&EQ 


$£.A4D 


BRANCH IF EQUAL (TO $33) 


,6A45 


A'? 


00 




LDA 


#$00 




. 6A47 


85 


01 




STA 


$01 


CRASH COMPUTER 


,6A49 


AV 


05 




LDA 


#$0 5 




. u&4b 


DO 


FC 




BNE 


$4A49 


ENDLESS LOOP TO SAA49 


,6A4D 


20 


Co 


FF 


JSF: 


$FFCC 


CLOSE I/O CHANNELS 


, oh 40 


A 9 


OF 




LDA 


#$0F 




, <:>A52 


A 2 


OB 




LDX 


#$oe 




, oA54 


AO 


OF 




LDY 


tt$OF 




, oA5o 


iiO 


BA 


FF 


JSF 


$FFBA 


BET LOGICAL. 1ST 5- 2ND ADDR (1 


. 6A59 


A9 


01 




LDA 


#$01 


1 CHARACTER NAME 


, t>A5B 


A2 


77 




LDX 


#$77 


STORED AT 


, ofljQ 


AO 


6 A 




i.Dr' 


#$6A 


*6A 7 7 


. nA5F 


_ .■ 


BD 


FF 


JSR 


$ffbd 


SET FILE NAME ! I) 


. liHOl 


20 


C»j 


FF 


J 3k 


$FFCO 


OPEN FILE (IS, a. 15. "I") 


, cA&5 


ri9 


00 




LDA 


#$00 




,6A6/ 


4C 


3B 


5 b 


J MP 


$5&3B 


JUMP TO START OF MAIN PROGRAM 


, OAOrt 


2 3 






-T'"'° 




ASCII # 


,6A6B 


jj 


31 




EOF: 


$ ; I . X 


ASCII Ul 


, cAoD 


3 A 






7 0^' 




ASCII : 


,6fibt 


20 


32 


20) 


JSF: 


$2035 


ASC II 5 


,CA71 


30 


20 




&M1 


$2035 


ASCII 


, 6A73 


33 






■ ,-i-p 




ASCII 3 


, 6A74 


35 


20 




AND 


$20 , X 


ASCII 5 


,oA76 


31 


49 




AND 


($49) . Y 


ASCII 11 



Page 55 



,8.5) 



,B, 15) 



5, B, 15) 



THIS PROGRAM WILL CHECH FOR THE ERROR TYPE 23. TAKE SOME TIME TO EXAMINE THESE 
THREE EXAMPLES AND SEE IF YOU CAN DETERMINE HOW TO BYPASS THE ERROR CHECKING 
ROUTINE. COMPARE YOUR RESULTS 1 - WITH THE THREE BROKEN VERSIONS ON THE NEXT FEW PAGES. 
REMEMBER THAT THERE ARE MANY DIFFERENT WAYS TO DISABLE THE ERROR CHECKING ROUTINE. 
TRY TO LEAVE AS MUCH CODE AS POSSIBLE INTACT. MODIFY THE FEWEST BYTES POSSIBLE. 
LOCATION $CA2C CONTAINS THE DEC $FB COMMAND. THIS MAY BE IMPORTANT TO THE FROGRAM 
SO DON'T JUST CHANGE THE FIRST FEW BYTE OF THE SUBROUTINE TO JMP $5&3B. 
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The most important item to look for is the KERNAL subroutines. 
The logic of this program may be followed by examining the 
function of the KERNAL calls. The first thing the progr~am will do 
is set the logical file #8 (AC), the device #8 ( XR ) and the 
secondary address #1 (YR). The program will then set the file 
name. The name is 4 bytes long (AC) and begins at the location of 
S082F (XR & YR). Then the program will load RAM (program file) 
from the disk drive. The reason we know that the program will 
load from the disk drive is because the device number 8 was set 
earlier. After the program has loaded into memory the computer 
will jump to location $6000 and begin executing the program that 
resides there. The AC, XR and YR have been loaded with specific 
values prior to performing the JSR to the KERNAL. By setting 
these registers to the proper values, the KERNAL will know which 
files to open or what program name to use. The Programmer's 
Reference guide contains a listing of the KERNAL and how the 
associated registers must be set to perform the specific 
functions. Pages 272 to 306 contain the KERNAL functions, you may 
(will) find the layout confusing to use at first. The only time I 
use these pages is to find out what the function of the registers 
are when KERNAL calls are used. You will find that the memory map 
contained in the last few pages of this book will give you a more 
complete and easier to use listing of the KERNAL. 

Notice that JSRs to KERNAL subroutines. Any time a ML program is 
going to access the disk drive it is necessary to use KERNAL 
subroutines. If the program is going to load another program from 
the disk, KERNAL subroutines will be used. If the program is 
going to read a block of information from a user file, KERNAL 
subroutines will be used. If the program is going to try to read 
a bad block on the disk, KERNAL subroutines will be used. If the 
program is going to check for an I.D. mismatch (error 29), KERNAL 
subroutines will be used. If it sounds like I am trying make a 
point, you're catching on. KERNAL subroutines are used 
extensively in program protection routines. For most of the 
programs on the market today, all one has to do is to find the 
KERNAL routines to find the program protection schemes. Most 
programs contain only one small area that contains the total 
program protection scheme. 

Usually the program will contain a number of files on the disk. 
It may be necessary to check each file on the disk in order to 
find the program protection code. I usually start with the first 
file on the disk and examine it, then I examine the next file 
until I find where the protection schemes resides. Lets take a 
look at a typical subroutine that will check a disk for a bad 
block or I.D. mismatch. It does not matter what type of error is 
on the disk, the error checking routines will be similiar to the 
example listed. All error checking routines will use similar 
syntax to accomplish their task. Examine the ML code in figure 4. 
Then review the same program written in BASIC, figure 2. Notice 
how similar the two programs are. Comments have been included to 
make the ML easier to understand. 



PROGRAM PROTECTION FOR THE C-64 
cUbkuUllNh I* 1 MODIFIED CODE 
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900 


A 9 


i)0 




LDh 


ttOo 


902 


20 


bv 


F"F 


JSK 


IFF BO 


■J Ob 


A? 


OF 




LDh 


#JOF 


90 7 


A 2 


OB 




LUX 


ittob 


909 


HU 






TAY 




90A 


20 


BA 


FF 


JSR: 


fFFBfi 


901} 


20 


co 


FF 


J SK 


JFFCo 


910 


A9 


1 




LDA 


ft* 01 


912 


A 2 


S3 




LDX 


t*55 


914 


HO 


29 




LDY 


1**29 


916 


20 


BD 


FF 


J SP 


*F FBO 


919 


A9 


05 




LDA 


It* 05 


91b 


M*2 


08 




LDX 


tttoS 


91D 


AS 






"i Ay 




91E 


20 


BA 


FT 


JSK 


*F"FBA 


921 


20 


CO 


KF 


JSR 


t-FFCO 


924 


20 


CC 


FF 


JSP, 


*FFCC 


92" 


A 2 


OK 




LUX 


l**OF 


929 


2 (J 


C9 


FF 


JSR 


*F"FC9 


92C 


AC 


00 




l.L'Y 


lt*00 


92E 


89 


56 


29 


LDA 


*2956 


9 31 


1-0 


06 




BEU 


$2939 


V 3 3 


20 


02 


FF 


JSP. 


JFFD2 


926 


l;b 






INY 




9.*/ 


DO 


F3 




bne 


*292t 


9:^9 


20 


CC 


FF 


JSR 


*FFCC 


■f it. 


A 2 


OF 




LD< 


**0F 


9 3E 


20 


136 


FF 


JSK 


*FFC6 


9-1 ; 


2'-.! 


Lh 


FF 


JSK 


*FFCF 


9 44 


L9 


. V ) 




LMF 


1**30 


?46 


UO 


OA 




BUG 


*2952 


94B 


2!J 


LF 


FF 


>!bK 


SFFLF 


94B 


G9 


30 




LMF 


*%ZU 


94D 


DO 


03. 




BNl 


*29t,2 


v4F 


4C 


o-i 


9i) 


JMP 


*90o4 


9 'j ^ 


4C 


E2 


FC 


JMP 


*FCE2 


V'ji 


2 J> 






\'7 : 




9bo 


^.j 


31 




LOR 


4 31.X 


9iiti 


J A 






"' ? 3 




tl^q 


20 


2' j 


20 


JSK 


*203i 


95C 


■3o 


20 




BMI 


•4.297F 


9'oE 


30 


3 ! 




&MI 


*299'1 


960 


2o 


3. 2 


OD 


JSR 


*0D32 



UHlblNML VERSION: CMP lt$32 



UHIGINAL VERSION: CMP #33 



ONCE THIS PROGRAM HAS BEEN SAVED ON A DISK WITHOUT ANY ERRORS II WILL BFI 
NECESSARY TU I10DIY THE CODE SO THA \ THE PROGRAM DOES NOT WANT TO FIND ANY ERRORS 
UN THE DIET. THE ONLY CHANGE THAI lb NECESSARY TO MAKE IS: CHANGE THE TWO 
COMPARISONS SO I HA r "(HEY WILL WANT XQ FIND $30 ?.-. $30 (ASCII & > . WHEN THE 
PROGRAM SQES 10 THE DISK AND READS THE BLOCK IT WILL 13E GOOD. SO THE ERROR 
MCSbAGt RETURNED ujIlL BE 00, UK, 00,00. ASCII = $30. THAT IS WHY THE COMPARISON 
WILL HAVE 10 BE TO *30 NOT *00. THE PROGRAM THAT CONTAINS THIS SUBROUTINE CAN BE 
bAVCD BALK TU DISK AND THE PROGRAM WILL FUN HON NORMALLY ON ANY DISK. THAT DOES 
NOT CONTAIN hN ERROR. 



JlHiiR CHANGES lOULD HAVE BEEN MADE TO THE PROGRAM AND ACCOMPLISHED THE SAME 
lASK. THE CUDt IHAf RtPPEbtN IS ONE 52952 COULD HAVE BEEN CHANGED 10 NOP ($EA> AT 
bGTH LUCATTQNS. THIS WAY I HE FRUbEAM WOULD HAVE "FALLEN THRU' NO MATTER IF THERE 
Whs AN ERROR UK NUT. FHt .HIP $FCE2 COULD HAVE BEEN CHANGED TO JMP $9064. THIS 
WAr THE PROGRAM WOULD HAVE JUMPED lu THE MAIN PROGRAM WHETHER THERE WAS AN ERROR 
UP NUi. ChN YUU FIND ANY OTHER WAYS TU CHANGE THE CODE SO THAT THE PROGRAM WILL 
RUN UN ANY DISK? 



PROGRAM PROTECTION FOR THE C-64 Page 58 

SUBROUTINE # 2 MODIFIED CODE. 



J551 A9 OS LDA #*03 

.3553 A2 CO LDX #*C0 

, 3555 AO 35 LDV **35 

,3557 20 BD FF JSR tFFBIl 

355A A9 Of" LDA KtOF 

:55C A2 OB LDX **08 

l;55F_ AO OF LDV #*0F 

3560 20 BA KF J BR $FFBA 

3563 20 Cu FF JSR tFFCO 

,3566 A9 01 LDA #401 

356B A2 BF LDX **BF 

356 A AO 35 LUY #435 

, 356C 20 BD FF JSR *FPBD 

, 356F A9 i.i3 LDA #*03 

571 A2 Old LDX «*05 

573 AO 03 LDY #S03 

575 2U Bh FF JSR tFFBA 

578 20 CO FF J BR tFFCO 

, 357B A2 OF LDX **0F 

, 357D 20 C9 FF JSR $>FFC-9 

35BO AO 00 LDV »*00 

,35B2 B9 C3 35 LDA $35C3. Y 

3565 FO 06 BEQ J35SD 

587 20 D2 FF JSR JFFD2 

,358a C8 INY 

35BB DO F5 BNE $3582 

358D 20 CC FF JSR $FFCC 

3590 A2 OF LDX **0F 

3592 20 C6 FF JSR $FFC6 

359b 20 CF FF JSR 4FFCF 

359S 29 FF AND #*FF 

359 A 4B PHA 

, 359B 20 CF FF JSR *FFCF 

59E C9 OD CMP #*0D 

35A0 DO F9 BINE $359B 

35A2 2o CC FF JSR «-FCC 

35 A5 68 PLfi 

35ftb C9 30 CMP **30 0KIE.1NAL VERSION: CMP tt*32 

, 3I3AB DO 03 BNE $35 AD 

35AA 4C OA 26 J MP $260A 

35AD A9 AA LDA SSAA 

, 35 AF 85 FB ST A *FB 

5B1 A5 34 LDA $34 

, 35B3 B5 FC ST A *FC 

35B5 A4 00 LDY *00 

, 35B7 91 FB 31 A (SFB).Y 

35 B9 Cb INY 

35BA DO FB BNE *35B7 

35BC 4C E2 FC J HP IFCE2 

35BF 23 "— ONLY ONE BYTE OF THIS ROUTINE HAD TO BE 

35C0 49 2F EGR #$2F CHANGED IN ORDER TO MAKE THIb PROGRAM WORK. 

5C2 4F ">7? THIS ROUTINE WILL NOW WANT TO SEE THE ERROR 

5C3 55 31 EOF: $-31. X MESSAGE 00. OK. 00. 00. OTHER CODE MAY BE 

, 35C5 3A "^ CHANGED TO ACCOMPLISH THE SAME TASK. 

, 35 C6 33 73? 

5C7 20 30 20 JSR $2030 TRY TO COME UP WITH OTHER METHODS THAT WILL 

, 35CA 30 31 BMI $35FD WORK. 

5CC 20 30 32 JSR 43230 

5CF OD 00 00 ORA $0000 
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SUBFlOUTiNE » 


• MOD If 


, 6AO0 


A'/ 


05 




lDh 


#*U5 




,oA02 


A2 


08 




LDX 


»$08 




, 6AU4 


flu 


05 




LDY 


#$05 




, 6 A 06 


20 


BA 


FF 


JSR 


SFI'BA 




. 6A09 


A 9 


01 




CDA 


#$01 




,6A0B 


A2 


6A 




LDX 


tt$6A 




. 6A0D 


Ao 


6A 




LDY 


#$oA 




, 6A0F 


20 


BD 


FF 


JSR 


tFFBD 




,6A12 


20 


CO 


FF 


JSR 


$FFCO 




,i>A15 


BO 


2E 




BCS 


J6A45 




. 6A17 


A9 


OF 




LDA 


#$0F 




,bA19 


A2 


OB 




LDX 


tttOB 




. 6A1B 


AG 


OF 




LDY 


#*0F 




,6A1D 


20 


BA 


FF 


JSK 


*FFBA 




. 6A20 


A 9 


OC 




LDA 


#$0C 




, 6A22 


A2 


6b 




LDX 


t**6B 




,<bfi24 


A0 


o« 




LDY 


#*6A 




, cA2b 


20 


BD 


FF 


JSR 


$FFBD 




, 6A29 


20 


CO 


FF 


JSK 


$FFCO 




, oA2C 


Co 


FB 




DEC 


$FB 




, aA2L 


A*: 


OF 




CD* 


#$0F 




, 6A3U 


20 


06 


FF 


JSR 


$FTC6 




.oA33 


A9 


OF 




LDA 


#$0F 




, i>A35 


20 


CF 


FF 


JSR 


$FFCF 




, 6 ft 3-6 


C9 


32 




CMP 


#$32 




, oA3A 


k.i 


9 




be a 


$i>A45 ORltlNAC 


VERSION 


. 6A3C 


AS 1 


OF" 




LDh 


#$0F 




, BA3E 


20 


CF 


Ft- 


JSR 


*(■■[- CK 




.6A41 


cv 


33 




cnf 


#$33 




, aMZ- 


Do 


OB 




bNiZ 


$6A4D 0R16INAC 


VEh'SlON 


, 6A45 


AV 


<J 




LDA 


#*0<J 




, 6h47 


rfj 


Ol 




bTA 


sol 




.6A49 


AV 


05 




CDA 


#$05 




, on4fc 


DO 


l-L 




bni: 


*fcA49 




• 6A4U 


2o 


CO 


FF 


JSR 


$FFCC 




, c:A40 


A9 


Of 




LDA 


#$0F 




, t)A;5 2 


A 2 


Ut! 




LDH 


#soe 




, oA5» 


AU 


OF 




LDY 


t»$UF 




, rjri,"J6 


20 


BA 


FF 


JSR 


$FFBA 




, oA59 


A9 


ol 




LDA 


»$0 1 




, 6h5>B 


A 2 


77 




CD* 


#$77 




, oASE' 


AO 


OH 




LDY 


#*6A 




. 6ASF 


2o 


BD 


FF 


JSR 


SFFBD 




, 6A62 


20 


CO 


FF 


JSR 


$FFCO 




, 6Ac>5 


A 9 







LDA 


#$00 




, oA67 


4C 


3B 


t-h 


J NF 


*5B3B 




. OHO A 


23 






??" 






, omdB 


55 


31 




EUR 


$31 , X 




. 6A6D 


3 A 






^ ^ ^ 






,i>A6E 


20 


■-' j 


2D 


JSR: 


$2035 




,6A71 


30 


20 




eni 


$2035 




,<W3 


33 












,,'jA74 


^■ij 


20 




AND 


$20, >. 




. oA7o 


31 


49 




a rib 


' *■ u 9 ) . Y 





BNE *o4n5 



BEG) *64AD 



I H 1 3 VERSION WILL WORK UN ANY DISC THAT DOES NOT CONTAIN AMY ERRORS. THIS TIME THE 
BRANCH INSTRUCTIONS WERE' CHANGED. ON ThE OTHER SUBROUTINES THE COMPARE INSTRUCTIONS 
WERE CHANGED. t.lTHER METHOD WILL WORK ON ALL THREE ROUTINES. JU5T TRY ONE OR THE 
OTHER, NOT BOIH. WHEN vrjU ARE TR/INb TO FIND THE ERROR PROTECTION ROUTINES HUNT FOR 
THE KfiKNAL- SUBROUTINES CR THE ' U 1 ' . THEY WICL BE USED IN MOST F'ROTECTIQN SCHEMES. 
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The first thing that the protection scheme will do is open two 
files to the disk drive. One will be the error channel, the other 
will be the data channel. It is necessary to have both channels 
open prior to attempting to read a block of information from the 
disk. Then the ML program will print the following ASCII 
characters to the disk drive: Ul : 5 01 02. This the same 
command that BASIC will print to the disk drive in order to 
perform a user call or block read. The 'U1 : ' means to read a 
block of information from the disk drive. The '5' will be the 
data channel to use (previously opened). The '0' will be drive 
number 0. The '1 ' is the track to use. The '2' is the sector. 
Once the disk drive has tried to read this block of information 
the ML program will read the error channel. It is necessary to 
INPUT one byte at a time from the error channel. If the block was 
successfully read, the error channel will return the message of 
' 00 ,OK ,00,00 ' . If there was any type of error, the error channel 
will return the error number, type of error, track of error and 
sector of error (21, READ ERROR , 01 , 02 ) . For the error types 20, 
21 , 22, 23 and 27 the message will be similar to the preceding 
error message. The only difference in the error message will be 
the error type (21), track (01) and sector (02) of the actual 
error returned. If the error type 29 is encountered the following 
error message will be returned: 29, DISK ID MISMATCH , 01 , 02 . Once 
the first byte of the error message is returned the ML program 
will CMP #$32 (compare to hex $32, which represents 2 ASCII). If 
this byte does not equal ASCII 2 the program will BNE (branch if 
not equal) to where the program will crash. If the comparison is 
equal the program will 'fall thru' the branch and continue to the 
next INPUT, where another byte will be input from the disk drive. 
Another comparison will be made CMP #$31 (compare to hex $31 , 
which equals ASCII 1). If this byte does not equal ASCII 1 the 
program will BNE (branch if not equal) to where the program will 
crash. If the comparison is equal the program will 'fall thru' 
the branch and continue to the next instruction, where the 
program will close the files and JMP (jump) to the start of the 
main program. The first comparison was for ASCII 2, the second 
comparison was for ASCII 1 , this is the error type 21 . If the 
program was looking for error type 29, the second comparison 
would be for hex $39 (ASCII 9). The program will check to see if 
the error type 29 exists at the proper location on the disk. If 
it does exist, the program will continue normally. If the error 
does not exist the program will crash. This is typical of most 
program protection schemes. Some programmers will try to make the 
protection scheme appear slightly different than what is listed 
here. Instead of INPUTing a character ($FFCF) some programs will 
INPUT a byte ($FFA5) r others will GET a Character ( $FFE4 ) . Others 
programs will perform a 'B-R' instead of the 'U1'. Occasionally 
the programmers will try to confuse the novice by storing the 
ASCII characters in reverse order (20 10 5 :1U). ML can read 
the ASCII characters from front to back or vice versa. 

The computer will store all numbers and letters in its memory as 
a number. The number that the computer uses will not be the same 
as the ASCII number. Example: hex $30 = ASCII: hex $31 = 1 
ASCII, hex $32 = 2 ASCII, etc. Use the chart at the end of the 
memory map section to find a complete listing the hex, decimal, 
ASCII, BASIC and screen codes. 
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How do you go about finding this protection scheme, and once you 
find it how can you modify the code so the program will run on a 
disk that has no errors? 

First load every program into memory from the ML monitor. Second 
use the 'H' command to hunt for the KERNAL subroutines, the 'U1 ' 
or ' B-R ' . The other way to find the protection schemes is to use 
the ' I ' command to look for the 'U1' or the 'B-R'. Either way 
will usually turn up the proper location of the protection 
scheme. Keep in mind that some programs will have valid KERNAL 
calls that will have nothing to do with program protection. These 
are programs that will load or save information on the disk. Word 
processors, spread sheets, and data bases all access the disk for 
reasons other than program protection. Try to find the KERNAL 
calls that are located near the 'U1 ' or the 'B-R'. This will 
probably be the area of the program protection. Most programmers 
will put all their program protection in one small area. One 
interesting thing to do is to look at a number of different 
program protection schemes. This will allow you to find how a 
number of different programmers expand on the examples listed. 

If you belong to a users group or if you have friends who have 
broken software, try to borrow the broken version of the program. 
Many times it will bo quite clear as to where the protection 
schemes are and how they were defeated. Start with programs that 
have been broken by someone else first. These programs usually 
are the most straight forward and have easy to spot program 
protection schemes. 

Remember: in order for the program to read a bad block or to 
check for an I.D. mismatch the following commands must be issued. 
This will apply for BASIC or ML. 

1 ) . Open the error channel (15) to the disk drive. 

2). Open a data channel to the disk drive 

3). Print ' U1: 1 or 'B-R' CHANNEL + DRIVE NUMBER +■ TRACK + 

SECTOR to the disk drive. 

4). Read the error channel to check for the error. 

5). Compare the error received to the desired error. 

6). Execute the main program if the proper error is found. 

7). Crash the program if no error or the wrong error is 
found . 

This format is followed by the majority of the programs on the 
market today. 
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CARTRIDGE PROGRAMS 

Many cartridges may be easily down loaded to disk. To do this it 
will generally be necessary to have $2.00 switch added to your 
computer or you will need a mother board. I prefer the $2.00 
switch, it is easier to use and does not require any table space. 
One word of caution before we start. You can damage your computer 
or the cartridge by inserting the cartridge with the computer 
turned on. It is possible to save the cost of the switch and by 
inserting the cartridge after the power is turned on. This 
technique is used by many people, I do not recommend that you try 
it. 

If you don't have a mother board it will be a good idea to 
install the switch that I mentioned before. This switch will make 
it easy to down load most cartridge programs. By installing the 
switch you may void the warranty of your computer. Installing the 
switch requires some knowledge of electronics and should only be 
attempted by qualified personel. Now is the time to decide to buy 
a mother board or install the switch. This switch will be located 
in the right rear of the computer, near the cartridge port. Below 
is a set of instructions to follow if you wish to install the 
swi tch , 

1 ). Purchase a subminiature DPST toggle switch. 

2). Remove the power, serial port cable and any other items from 

the computer before starting. Open the computers case and locate 

the cartridge port at the right rear of the computer. 

3). Find an open spot just to the right of the cartridge port, 

carefully drill a hole to mount the switch. It is cramped in this 

area. Use care. 

4). The pins are numbered from the center of the computer. It 

will be necessary to locate pins 2, 3 & 8 of the top row. It is 

not necessary to modify any pins of the lower row on the 

5). Pins 2 & 3 contain the 5 volt power to the cartridge. Both 

pins are connected to the same place on the printed circuit 

board. You will need to cut both pins 2 & 3. Solder the lower 

half (printed circuit board side) of the pins 2 & 3 together, 

then solder the upper half (connector side) of pins 2 & 3 

together. Remember they both contain power and it will be all 

right to connect these pins together. 

6). Install wires to one side of the DPST switch from the upper 

half of pins 2 & 3 and the from the lower half of pins 2 & 3 to 

the DPST switch. 

7). Cut pin 8 of the top row of the connector, run wires from 

the DPST switch to the top and bottom half of pin 8. 

8). Verify that one side of the switch will turn on pins 2 & 3 

and that the other side of the switch will turn on pin 8. Install 

switch and close the case ot computer. Reinstall the cables and 

hook up your accessories to the computer. 

9 ) . You ' re done . 
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Pins 2 & 3 contain the 5 volt power to the cartridge. Pin 8 is 

the GAME line to the cartridge. These three pins must be switched 

off to allow for the cartridge to be inserted without taking over 
control of the computer at power up. 

A). Turn your computer off and turn the cartridge switch off. 

B). Insert the cartridge and then turn the computer on. 

C). You should see 30719 BASIC BYTES FREE. The cartridge should 

not take over control of the computer, but the presence of the 

cartridge will be detected by the computer. 

D). You can now load the HIMON and execute it. 

E). Turn the cartridge switch on. 

F). The ML monitor should still have control of your computer. 

If the screen goes berserk, or the characters on the screen 

appear to be scrambled when you flip the cartridge switch, you 

will not be able to down load this particular cartridge. Some 

cartridges will modify the character set when power is applied to 

them (see chapter 17). I have not found an easy way to circumvent 

this problem. So for the time being, don't try to down load these 

cartridges that scramble your screen characters. Try another 

cartridge, most will not be any problem to down load (p.s. these 

cartridges will be covered in chapter 17). 

F). Use the M' command to examine the memory starting at $8000. 

G). If the cartridge is an auto start cartridge you should find 

the code similiar to below: 

;8000 09 80 70 80 C3 C2 CD 38 
;8008 30 

The first two bytes contain the vectors to the cold start 
location of the cartridge ($8009 in this example). The next two 
bytes contain the warm start vectors for the cartridge ( $8070 in 
this example). The next three bytes are the shifted letters CBM. 
The last two bytes must be the hex representation for 80. When 
power is first turned on, your computer will check to see if 
these nine bytes are located at $8000. If they are, the computer 
will suspend all of its normal activities and turn control over 
to the cartridge. The cold start vector is used if the computer 
was just powered up and the warm start vector is used if the 
'RESTORE' key was pressed. These vectors will point to the 
appropriate location for your particular cartridge and may not be 
the same as listed in the example. What is important is the 
CBM80. The computer must see these five bytes. If the cartridge 
is to be auto start. It doesn't matter if a cartridge is present 
or not. If these five bytes are present when the computer is 
reset or when the 'RESTORE 1 key is pressed control will be turned 
over to the vectors. This is why cartridge programs that have 
been down loaded to disk will run after the computer is reset. 
The CBM80 will perform the same from RAM or ROM. 

By turning the switch off before power up, we can keep the 
computer from recognizing the data contained in the cartridge. 
The computer will be able to tell that there is something located 
at the cartridge location, but it will not be able to recognize 
any of the data contained on the cartridge. This is why the 
computer will have only 30719 BASIC BYTES FREE. 
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Cartridges normally occupy the memory location from $8000 to 
$9FFF. This is 8K of memory. To save the information from the 
cartridge to disk is fairly simple to do. 

H). Use the 'S' commmand of the ML monitor to save the memory to 
di sk . 

S "NAME" ,08,8000, A000 'RETURN' 

$8000 is the starting address of the cartridge, $AO00 is the 

ending location plus one, of the memory to be saved. Always add 

at least one extra byte of data, some monitors will not save the 
last byte of data. 

The computer may now be turned off and the cartridge removed. The 
program can be loaded back in from disk. Use the ,8,1 command so 
that the information will be relocated back into memory in the 
same location. Try pressing the 'RESTORE 1 key. If the program 
does not start executing, use SYS 64738 or press your reset 
button to cause a warm start. This will normally bring the 
program to life. 

Occasionally the cartridge program will not work after it has 
been down loaded to disk. Some cartridges put a small amount of 
program protection in the ML code. Cartridges programs are 
contained on ROM chip(s). This means that the information stored 
on the chip can only be read, no information can be written to 
the chip. ROM memory can be considered to be permanent memory and 
it cannot be modified. The data on the chip can not be modified 
or changed in any way. What some cartridges try to do is modify 
their own memory as the program runs. Because the program is 
contained on a ROM chip the memory can not be changed, so the 
program will execute normally. Once this program has been down 
loaded to disk and loaded back into memory, the program now 
resides in RAM memory. Programs which reside in RAM can be 
changed or modified at any time. Now when the program runs it can 
erase itself from memory or it can change just one or two bytes 
of information. Remember that ROM based programs can not be 
modified while they run, whereas RAM based programs can be 
modified at any time. If the cartridge program contains any type 
of protection it will only affect the program if it resides in 
RAM. 

In order to find the protection placed on a cartridge it will be 
necessary to load and execute the HIMON. 

1 ). Load the cartridge program from the disk. 

2). Change the CBM80 to CBM00. This will prevent the cartridge 

program from taking over control of your computer if you use the 

reset button. REMEMBER to change this back to CBM80 prior to 

saving the program back to disk. 

3). Transfer the memory block $8000 - $9FFF to $4000. 

T 8000 9FFF 4000 'RETURN' 
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This will allow you to have an area in memory to compare the 
original program with. 

4). Find the cold and warm start vectors for the cartridge. Use 
the 'G' command to execute the cartridge. Try the cold start 
vectors first. It may be necessary try the warm start vectors 
after you reload the program. 

G 8009 'RETURN' in the preceding example 

5). After the program crashes, reset the computer with your 
reset button. Use the SYS 49152 to re-enter the ML monitor. 
6). Use the compare command to find any memory locations which 
were changed when the program was executed. You previously 
transferred the program to $4000, use this for the comparison. 
Remember the ROM based program can not be modified or changed 
while it is running, only RAM based programs can. Most cartridge 
programs which contain any protection will usually modify only a 
few bytes of memory or they will wipe out an entire block of 
memory . 

C 8000 9FFF 4000 'RETURN' 

7). Write down the memory locations if only a few bytes have 
been modified. If a block or two of memory has been modified 
write down the general area of memory that has been modified. 
This will give you an area to start looking at. 

If only one or two bytes of memory have been changed the program 
will probably do something similar to the following example. For 
instance, if the memory location that was changed was $8400 and 
its value was changed to 00 then you might find the code: 

. , 8040 A9 00 LDA #$00 
. , 8042 8D 00 84 STA $8400 

ROM based programs would not allow this to affect their 
operation. Storing any value at a location which contains a ROM 
cartridge will not change the value of the cartridge. If we store 
a value to an area of memory where a RAM based program resides, 
the value contained there will be changed. In order to find where 
the code resides you could either use the 'D' command and search 
the program line by line or you could use the 'H' to hunt for the 
effected memory location. Sometimes the only way to spot the 
protection schemes is to look at the code with the 'D' command, 
line by line. Anytime you see the program storing anything at 
locations $8000 to $9FFF you can be sure it is part of a 
protection scheme. The way to prevent the code from modifying the 
RAM based program is to change the code at $8042 thru $8045 to 
NOP (SEA). This is the No Operation command, the do nothing 
command for ML. The original program would STA (Store The 
Accumulator) at location $8400. The fixed program will do 
nothing. The code that resides at $8400 will not be chang d. 
Hence, the program will operate normally. Some programs will use 
2 or 3 different locations where they will try to change some of 
the code. Try to find them one at a time. It's not hard, it just 
takes a little time. 
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The preceding example program changed the memory of the RAM based 
program by directly storing a value in memory. As you would 
expect this is referred to as direct addressing (sometimes called 
absolute addressing). Values in memory can also be changed by 
something called INDEXED addressing, INDIRECT INDEXED addressing 
and INDEXED INDIRECT addressing. This can be a little hard to 
understand at first. I will try to make it as clear as possible. 
Look at the following example: 

. ,8070 A9 00 LDA #$00 

.,8072 A0 10 LDY #$10 

.,8074 99 40 81 STA $8140, Y STA $8140 + Y ($8150) 

. ,8077 C8 INY Y = Y+1 ($11) 

.,8078 99 40 81 STA $8140, Y STA $8140 + Y ($8151) 

.,808B A9 42 LDA #$42 START OF MAIN PROGRAM 

This is an example of INDEXED addressing. This is very easy to 
understand, just add the value of 'Y' to the value of the memory 
location to arrive at the actual address. The value of 'Y' can 
any value from 00 to FF , so the actual memory location must be 
within 255 bytes of $8140 in the preceding example. Indexed 
addressing is just as easy to 'fix' as direct addressing. Change 
the bytes at $8074 thru $8076 to NOP and also change the bytes at 
$8078 thru $807A to NOP. The address may be indexed with either 
the 'X ' or the ' Y ' . 

Now let's take a look at INDIRECT INDEXED addressing. This type 
of indexing uses only the 'Y' register and is fairly common. 
INDIRECT INDEXED addressing may be used to change a few bytes or 
a block of memory. 

.,8080 A9 00 LDA #$00 THE STARING ADDRESS IS $8200 

.,8082 85 B8 STA $B8 STA LOW BYTE (00) AT $00B8 

. ,8084 A9 82 LDA #$82 

.,8086 85 B9 STA SB9 STA HIGH BYTE (82) AT $00B9 

. ,8088 A0 00 LDY #$00 

. ,808A A9 FF LDA #$FF 

.,8Q8C 91 B8 STA ( $B8 ) , Y STA AT $8200 + Y 

. ,808E C8 INY Y=Y+1 

.,808F DO FB BNE $808C IF Y < > THEN BRANCH TO $808C 

.,8091 A9 00 LDA #$00 START OF MAIN PROGRAM 

INDIRECT INDEXED addressing uses the zero page (see you book on 
ML) to store the actual address as a vector. The address must be 
stored in the usual lo byte, high byte format needed for the 
6510 microprocessor, l-.hen the computer performs STA ($B8),Y it 
will Store The Accumulator at the location contained in $B8 and 
$B9 plus 'Y'. The program has stored the address $8200 at $B9 and 
$B8 , the '¥' is initially set to 00. So the computer will first 
STA at $8200. Then 'Y' is incremented, a conditional branch (BNE) 
is made to see if 'Y' equals 00. If 'Y' does not equal 00, then 
the program will branch back to address $808C and perform the 
operation again. This time 'Y' equals 1 , so the new address to 
STA will be $8201. This will continue to happen until 'Y' equals 
$FF. When we increment $FF it will become 00. The BNE will find 
that '¥' now equals 00 and the program will 'fall through' to the 
next instruction. This routine will fill the memory from $8200 to 
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$82FF with 00. If you find that your program has a protection 
routine similar to the one described, there are several options 
to prevent the program from erasing memory. 

First is to change the high byte stored at $B9 from $82 to $20 
(or some other value). This will cause the program to fill the 
memory from $2000 to $20FF with 00. This area of memory is not 
used by the cartridge. Cartridges will only reside at the address 
of $8000 and above. 

Second would be to change the first three bytes of the routine to 
jump by the program protection routine: 

.,8080 4C 91 80 JMP $8091 JUMP BY THE PROTECTION 

The third method would be to change the code at $808C and $808D 
to NOPs . When the program came to this location it would do 
nothing. Example: 

.,808A A9 FF LDA #$FF 

. ,808C EA NOP 

. ,808D EA NOP 

. ,808E C8 INY 

Either one of the three methods will perform the same task 
equally well. Choose one and try it if you find similiar code in 
a program that you are looking at. Just as there are many ways to 
skin a cat, there are many ways to remove program protection. If 
you are not sure on how to 'fix' the program, try something that 
seems to make sense. If what you changed works, fine. If it 
doesn't work, that's OK. You should restore the code to original 
or reload the program and then try something else. Remember that 
you cannot damage your computer by experimenting with the code. 
Many times I will try two or three things before one works. 
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The third method of addressing used in cartridge program 
protection is the INDEXED INDIRECT. This type of indexing uses 
only the 'X' register. Fortunately, most programmers do not know 
how to use this type of indexing. This indexed indirect 
addressing can get very complicated. I would suggest that you get 
out your book on 6510 or 6502 ML programming. Read and re-read 
the section on INDEXED INDIRECT addressing. INDEXED INDIRECT 
addressing may be used to modify a few bytes or to wipe out a 
block of memory 
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CARTRIDGES 1 6K or MORE 

Some of the newer cartridges contain 1 6K or more of memory. Most 
cartridges contain only 8K of memory ($8000 - $9FFF>. Some 
contain 1 6K of memory ($8000 - $BFFF ) . Others contain muitiple 
ROM chips and the program will switch between the different banks 
of memory contained in the cartridge, depending upon the function 
desired. These are cartridges that contain a word processor, a 
data base and a spread sheet, all in the same cartridge. I would 
not recommend that you seriously consider trying to down load a 
cartridge that uses bank switching techniques. Extensive 
modification of the ML code is necessary for the proper operation 
of the program. 

1 6K cartridges are similiar to the 8K cartridges. The main 
difference is that the memory normally occupied by the BASIC 
interpreter is also used by the cartridge. When the cartridge is 
first plugged in and the power turned on, the computer will check 
the cartridge port for the CBM80 . If the computer finds the 
CBM80, it will check the GAME line (#8) for the presence of the 
cartridge. If line #8 is present the computer will allocate the 
memory from $8000 to $9FFF (8K) for the cartridge. If the 
cartridge uses 16K, the entire memory ($8000 to $BFFF) is made 
available by modifying memory location $0001. By storing the hex 
value of $36 at $0001 the BASIC interpreter will be flipped out 
and the cartridge memory will reside in this memory area. If you 
suspect a 16K cartridges try storing $36 at location $0001. 
Examine the code at $AO0O and above, if any code resides here the 
cartridge is 16K. 1 6K cartridges can be saved to disk in the same 
manner as the 8K cartridges, just use the following save command. 

S "NAME", 08, 8000, C000 'RETURN' 

This will save the entire 1 6K of cartridge memory to disk. 
Program protection is similiar to the 8K, only there is now more 
room in which to put program protection. Usually you will find 
the same protection schemes, only there will be more room for 
them. In an 8K cartridge there might be one, maybe two schemes to 
defeat, in the 1 6K expect to find at least one, may be three or 
four different areas of protection. Use the same techniques as 
before to locate and fix the program protection schemes. One 
additional item you will need to add to the 1 6K programs. It will 
be necessary to turn off BASIC, the KERNAL or both prior to 
executing the program. This will prevent any chance of 
interference between the program and the operating system of your 
computer. The first program is an example of how to turn off 
BASIC from ML. The second program will allow you to turn off the 
KERNAL from ML. 
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. ,OA0O A9 36 LDA #$36 REM: TURN OFF BASIC 

.,0A02 85 01 STA $01 $01 WILL CONTROL MEMORY 

.,0A04 4C 09 80 JMP $8009 START OF PROGRAM 

.,0A00 A9 35 LDA #$35 REM: TURN OFF KERNAL 

. r 0A00 85 01 STA $01 
. ,0A04 4C 09 80 JMP $8009 

These programs are completely relocatable and may be moved any 
where in memory. The jump command can be determined from your 
particular program. 



PROGRAM PROTECTION FOR THE C-64 Page 72 



ADVANCED ML PROTECTION 



This chapter on advanced program protection will try to give you 
clues on where to start looking when you run into someone who has 
taken additional time with the program protection scheme. Most 
programmers will use only the easiest methods of program 
protection. The more sophisticated programmers will use a little 
more complex method to protect their programs. A few programmers 
will use some really radical methods to protect their software. 
The same rules apply no matter how complex the programmers try to 
make things. 

When you are looking at a protected program for the first time it 
will be necessary to follow a logical procedure in order to find 
the program protection in the least amount of time. look at 
program protection as if it is a big crossword puzzle. The first 
thing to do is to take care of the obvious and easy to correct 
protection schemes. Then move on to the more difficult schemes, 
finally to the hardest. I will try to give you a technique to use 
when breaking programs. 

1 ). LOAD and RUN the original program. Keep track of how long 

the program loads until the bad block is encountered, if one is 

used. This will also give you an idea of just how the program is 

supposed to load until the protection scheme is encountered. 

2). Copy the original disk with BACKUP 228. Many programs only 

need to be backed up properly to work. BACKUP 228 will make a 

good copy, without putting any errors on the destination disk. 

3). LOAD and RUN the copy. If it works, you're done. If it 

doesn't work, pay attention to how long the program loads before 

it crashes. It is important to know how far the program gets 

before checking for the error. 

4). Examine the BAM and directory. Correct the directory and the 

BAM so that a complete file listing may be obtained. 

5). Look for any bogus files on the disk. These are files that 

do not contain any useful information, they just take up space. 

6). Load and execute a ML monitor. Load in each and every 

program. Hunt for KERNAL calls, 'U1' or 'B-R' in an attempt to 

find where the program protection is located. Use the 'I' command 

to see if the program is written in BASIC. 

7). Once you find the area of the program that contains the 

program protection it will be necessary to disassemble the ML 

code in that area. 

8). Find the code that reads the error channel and makes the 

comparison. 

9). Find all the KERNAL calls and write down what each does. Use 

a separate sheet of paper, if necessary, to keep track of the 

KERNAL calls. Comments are very important when you are looking at 

the code. They can be the most important help that there is when 

you are examining ML. 

10). Once you have commented the code, try to decide on a course 

of action to remove the need for the error to be on the disk. 
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11). Modify the code as necessary. 

12). Save the code back to the disk and try it. If you don't 

succeed the first time, don't give up. Try another approach to 
the problem. 

This all sounds so simple. Doesn't it? 

Most of the time it is. The average program takes me less than an 
hour to break. This is only an average. Some programs have taken 
less than 15 minutes, others more than a day. It all depends how 
much protection is contained on the disk, and how sneaky the 
programmer is. When you are just starting out it is important to 
look at as many different programs as possible. Some programs 
will do some really sneaky tricks, most will not. Set a time 
limit for yourself, if you can not find the program protection 
schemes within a hour or so go on to the next program. Do not 
start out on programs that you know have the best protection 
schemes. I would recommend that you start out by looking at 
programs that other people have broken. Once you are able find 
the program protection, look to see what was done to break the 
program. The best way to learn anything is to look at what others 
have done and then to do it yourself. 

All programs loaded from disk will be stored in RAM. Any program 
stored in RAM can be changed or modified as the program runs. 
Some programs will load a file from the disk and then modify the 
file before it runs. Other programs will load a file from the 
disk and move the code to another location before executing it. A 
few programs will both modify the code and move it in memory. I 
have included some commented examples of these types of programs. 
Take some time to examine the programs before going further. 
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T HE FOLLOWING CODE IS AN EXAMPLE OF THE ROUTINE THAT MAY HE USED TO MOVED ML CODE 
IN MEMORY. THIS ROUTINE WILL ALSO MODIFY EVERY BYTE THAT IS MOVED. FORTUNATELY 
MOST PROGRAMS DO MOT USE THIS TYPE OF PROTECT ION SCHEME TO HIDE THE CODE. IF YOU 
DO NOT UNDERSTAND HOW IT WORKS YOU SHOULD TAKE TIME TO EXAMINE THE CDDE. THIS 
MODIFICATION DOES NOT OCCUR IN MANY PROGRAMS. BUT YOU SHOULD BE AWARE THAT IT 
DOES EXIST. 



5FFB 
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LDA 
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STA 
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5FFF 
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STA 
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THIS IS AN FXriMFLE OF INDIRECT INDEXED ADDRESSING 
USED TO MOVE ML CODE FROM $2000 - J3000 TO 
$3000 - 3FFF. 



IT WILL ALSO MODIFY THE CODE BY THE USE OF THE 
EDR #*A0 COMMAND. THIS IS THE EXCLUSIVE OR 
COMMAND. SEE YOUR BDDK" ON ML FOR FURTHER INFO. 



TO SEE THE EFFECTS OF THE CODE WILL REQUIRE YOU TO CHANCE THE RTS !*60> TO 
RRK <*00>. THEN USE THE GO COMMAND TO EXECUTE THE SUBROUTINE: G 5FFB. THE ML CODE 
FROM J2000 TO J2FFF WILL BE MODIFIED (EOR tttAO) AND MOVED (STA <$FD).Y> IN 
MEMORY. B'V CHANGING THE RTS '$60) TO BRK <*0O) YOU CAN EXAMINE THE CDDE FROM 
J3000 TO $3FFF. THE COMPUTER WILL TURN OVER CONTROL OF THE COMPUTER TO THE ML 
MONITOR WHEN THE BRK COMMAND IS ENCOUNTERED. 
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EO 
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THE FOLLOWING CODE WILL BE APPARENT AFTER THE 
INDIRECT INDEXED ADDRESSING HAS RUN. 

SET LOGICAL. 1ST S, 2ND 
OPEN FILE (15.8. 15) 



SET FILE NAME ((*) 



SET LOGICAL. 1ST l< 2ND ADDR (5.B.5) 

OPEN FILE 

OPEN CHANNEL FOR INPUT 



PRINT CHARACTERS TO DISK DRIVE CUl: 5 01 00) 

CLOSE 170 CHANNELS 

OFEN CHANNEL FOR INPUT 

INPUT CHARACTER 

CMP TO $32 (ASCII 2) - CHANliE TO CMf $30 

INPUT CHARACTER 

CMP TG $37 (ASCII 7) - CHANGE TO CMP $30 



ENDLESS LOOP 

START OF MAIN PROGRAM 
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There are a few programmers out there that have developed such a 
sophisticated protection scheme that it is not possible to 
directly load the program files in to memory and find their 
protection scheme. Some of these programmers will make the code 
so confusing that it is not worth the time to decipher and modify 
their protection scheme. Other programmers will save their 
programs on a special disk drive that will not store the 
information in the standard 1541 format. These disks will be read 
compatible with the 1541. This means that your drive will be able 
to read the information from the disk drive, but you will not be 
able to exactly duplicate the original disk when you copy it. 
Others will save their program on a disk, then put bad blocks on 
the original disk at the same blocks where the information is 
stored. When you load the program it will modify the DOS of your 
drive. They will actually bypass the error checking routine on 
your disk drive and read information from these bad blocks, 
without making the head beat up against the end stop. A few 
programmers will put multiple errors on a single block. When this 
bad block is read in the conventional manner one error will be 
returned, when the DOS is modified another error will be 
returned. Some disks will not contain all the tracks. When the 
disk was formatted it was done in a special disk drive. This 
drive may be programmed to skip tracks or to format the disk in 
any manner. 

Any programmer who has the knowledge to modify the DOS is sure to 
have a good grasp of program protection. At least enough 
knowledge to keep the average person guessing for many hours 
(days) as to what is happening and why. The most sophisticated 
methods of program protection will involve hundreds of hours to 
write. Fortunately most programs are not protected in this 
manner. I don't even try to find out how or what the programmer 
is doing when the protection scheme is this complicated. What I 
do, is to let the program load into memory. Reset the computer, 
then dump the ML code to the disk. This is a much easier method 
of getting the code. Then all that is needed is to find the 
proper entry point to execute the code. Experience is a great 
help in finding this entry point, the more programs you have 
examined the easier it is to find. These types of protection are 
better left as they are. It is not that they can't be broken, 
it's that the time required to break them, in the conventional 
manner, is excessive. 

When looking at these few selected programs you will find it 
easier to let the program load into memory and check for its own 
particular type of error. Then, just before the program is going 
to execute, reset the computer. Usually the computer will perform 
a normal reset. Now the whole program is in memory. Most of these 
programs will use a separate loader program. This loader program 
will load in the main program and check for errors. The main 
program usually does not contain any error checking routine. It 
just contains the actual program. After the main program has been 
loaded into memory you can now examine the program with a ML 
monitor. The program may now be SAVEd with the use of the ML 
monitor to another disk. 
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If you use the above method to bypass the error checking routine, 
you will find it much easier than trying to figure out what some 
of the more sophisticated protection schemes do. Occasionally, 
after you load the program into memory and reset the computer you 
may find that the computer does not want to reset normally. You 
push the reset button, the screen shrinks and the computer either 
locks up or the program begins executing. This is a result of the 
program storing the CBM80 at location $8000+. Whenever the 
computer is reset it will check to see if the CBM80 is present, 
if it is the computer will turn over control to wherever the 
vectors point to. This can be particularly hard to get around. If 
you have a ML monitor that is cartridge based you can turn off 
your cartridge switch, insert your cartridge, turn the switch 
back on and then reset the computer. One problem with this is 
that code located from $8000 to $9FFF will be erased when the ML 
monitor is activated. Another problem is that when the computer 
is reset the code from $0000 to $0800 is reinitialized and any 
subroutines or special values stored there by the program will be 
erased. Another alternative is to look at each block of 
information on the disk until you find the CBM80, then change one 
of the bytes (i.e. change the '8' to '0'). When the reset button 
is pressed the computer will reset normally. All five bytes of 
the CBM80 must be present in order for control to be turned over 
to the vectors. Changing any one of the bytes will prevent this 
from happening. Don't forget to change the CBM80 back to normal 
before saving the program to disk. 

Following is a step by step procedure to follow if you feel that 

the program protection scheme is to hard to break. This will 

allow you to get the program after the protection scheme has 
checked for its special type of protection. 

1 ). LOAD and RUN the original program. Keep track of how long 

the program loads until the program executes. This will tell you 

when the program has passed its protection scheme. 

2). LOAD the program a second time. Reset the computer just 

prior to it executing. It is necessary to reset the computer as 

close to its execution time as possible, within one second or 

less . 

3) . If the computer does not reset it will be necessary to 

search the disk for the CBM80. Change the '8' to '0' on the disk. 

This will prevent the auto start feature from taking over control 

when the computer is reset. 

4). Load and execute the HIMON. Examine memory to find out where 

the program starts and ends. Remember to flip out BASIC and check 

to see if any code is stored in the RAM that underlies BASIC ROM. 

BASIC may be flipped out by storing $36 at location $0001. 

5). Save the program to disk. Then try to find an entry point 

that will cause the code to execute (use the 'G' command). 

6). Some programs will store valid ML code at the same location 

that the HIMON uses. To get the program that resides from SCOO0 

to $CFFF it will be necessary to use one of the other ML 

monitors. Repeat steps 1 thru 4, only this time use one of the 

other monitors to down load the code from $C000 to $CFFF. 
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7). It may also be necessary to examine the ML code from $0000 
to $0400 to see if any values have been stored at these 
locations. If they have, it will be necessary to save the area of 
code to the disk. It may be easier to write a little boot program 
that will store the proper values in effected locations. 
8). Once the code has been saved to disk it will be necessary to 
properly load all the code back into memory and jump to the 
proper entry point. 

This type of program breaking is the most involved and time 
consuming. It is not a job for the beginner. Do not start using 
the techniques presented in this chapter until you have mastered 
all the other chapters. 

One question that everyone asks is: How do you find the proper 
entry point to execute the program? Experience is the only 
answer, once you have examined enough programs it will become 
apparent where the program starts. Look for the area of memory 
that will change the color of the screen ( STA $D021). Until you 
gain the necessary experience this is a good place to start 
looking . 

Another good trick that some of the advanced programmers use is 
to store ML code on the screen. First they will set the character 
color to match the screen color or the 'RASTER' may be disabled. 
Either method will not allow any character to be seen on the 
screen. Then the program will load a file to the screen memory. 
The program will then execute the code contained at screen 
memory. If you were to reset the computer the screen would be 
initialized and the code would be erased. The best way to examine 
the code that is supposed to reside at the screen location is to 
use the program called 'U1 AND U2 ' . First it will be necessary to 
find where the information resides on the disk. If the program 
that loads data to the screen performs a block read, start by 
looking at the block that is read. Most programs that use this 
form of protection will do a valid block read. Use 'U1 AND U2 ' to 
load the block into memory. Load and execute the HIMON. The block 
will now be stored at $1000 to $1100. With the ML monitor it will 
be possible to examine and modify the routine as necessary. Once 
you have modified the code use the 'X' command to exit to BASIC. 
RUN the 'U1 AND U2' and use the same program to save the modified 
code back to the disk. 

Another very good method of program protection is thru the use of 
a ' DONGLE ' . A dongle is a plug in device that will act as a 
security key. This key is necessary for the program to run. The 
dongle may be inserted in the any port of the computer. Some may 
be very simple (a resistor across two terminals) or very 
sophisticated (4 I.C. chips including a shift register). Each 
dongle will perform in a different manner. Some may be bypassed 
very easily, others may not be bypassed with complete success. 

Start by looking for the memory location that may be affected by 
the dongle. If the dongle plugs into the joystick port #1 look 
for the memory location $DC01 (or $D419). When you find the 
program doing something with this memory location you will 
probably be in the right area. Try to document what the program 
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is doing, comment the code fully. Sometimes it will be necessary 
to modify a few comparisions (CMP) or change the values that will 
be stored in memory. Many times the function of the dongle will 
become apparent when the code is fully understood. 

Another alternative to the dongle is to make a circuit to 
duplicate the actions of the original dongle. This may be easier 
for some people who are familiar with TTL circuitry. By all means 
use the method that will provide the easiest method to produce a 
working copy of the original program. 

As you can see there is not one sure method of breaking every 
program. Each program is unique and special in its own way. 
Programmers are getting more sophisticated every day. Each time 
someone finds a new method of program protection someone else 
will find a method of breaking it. I hope that you will be able 
to use some of the techniques presented in this book. Remember, 
start out by looking at programs that someone else has broken. If 
you can not break it yourself, then look to see how the other 
person did it. It is necessary to progress from the easy programs 
to the difficult. Don't start out by looking at programs that 
other people have not been able to break. Start out with tho 
small fish, then go after the bigger ones. Pretty soon you will 
be able to break most anything that comes along. 



GOOD LUCK! 
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PROTECTING YOUR OWN SOFTWARE 

In this chapter I will recommend some methods of program 
protection that you may want to use on your own software. All the 
methods contained in this chapter will make use of the principles 
that you have learned throughout this book. First offer a 
duplicate disk to the legitimate purchaser at a reasonable price. 
This way it will not be necessary to pirate your software in 
order to obtain an archival copy. 

The most important lesson that you have learned is that bad 
blocks are harmful to disk drive. If you are going to use bad 
blocks on your disk be sure that they are there only to foil 
pirates, not the legitimate user. By this I mean don't make the 
program read a bad block in order for the program to work. Place 
the bad blocks on the disk only to foil the back up programs. 
Store your files on the disk in such a manner that the blocks of 
the file are spread throughout the disk. Then place the bad 
blocks on the disk wherever the program does not reside. This way 
when the user loads the program they will not encounter the bad 
blocks. If someone tries to back up the disk up it will play 
havoc with their disk drive. Remember, the legitimate purchaser 
can buy the duplicate disk at a nominal fee. 

Modify the disk directory so that it is no longer listablo. Don't 
just change one byte of code, change fifteen or twenty bytes of 
code. Make the pirates earn their treasure. Too many programmers 
give their programs away by not adequately protecting their 
disks. Modify the disk directory so that it will become an 
endless loop. Change the name of the disk, the I.D. and the 2A to 
un-printable characters. Add a few bogus programs to the disk in 
order to trip up the file copy programs. These can be programs 
that will put the drive in an endless loop or send the drive to 
bad blocks. Add the special characters after the first SAO in the 
program name. Use program names which are as unique as possible 
(SOD, 03). 

Use a number of programs that load prior to the main program. 
Have your BOOT program load another program, this program will 
store a few values in memory and load another program. The third 
program will store a few more values in memory and load another 
program. Then have the fourth program store a few more values in 
memory and load the main program. The main program will contain a 
number of places that will check to see if the proper values have 
been stored in memory by the prior programs. Have the main 
program check the disk to see if any bytes have been changed in 
the directory. If they have, cause the program to crash. It is 
possible to put so many small protection schemes on the disk that 
most any pirate will go crazy trying to find them all. Buy a good 
BASIC compiler, have some of your code in compiled BASIC. It is 
not usually worth the time to decipher the compiled code. 

I hope that you get the drift of what I am trying to say. Make 
the disk so hard to crack that the pirates will waste a whole lot 
of time trying to break your program. If you set the program up 
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properly it will not be worth the time required to break it. 

The biggest problem that software authors have today is the 
MODEM. Once a program is broken and placed on a bulletin board 
the program can travel across the country in a few days. Any one 
can down load your program in a matter minutes. If the proqram is 
set up so that it needs many smaller programs to load it into 
memory and it needs to see special information on the disk, most 
of the time if it does get broken it will not go very far. If you 
can keep the pirates from placing your software on the bulletin 
boards it will be worth the extra time taken to protect it. 

Try to find someone who has the special programmable disk drive 
(good luck). Save the information to the disk in such a manner 
that it cannot be copied by the 1541 disk drive. Use some of the 
tips contained in this book to protect your software. Use some of 
your own. If you have to borrow the techniques used by other 
programmers, that's OK. Remember it is not the idea that is 
copyrighted, it is how the programmer expressed the idea. 

Finally change the 'A' to an 'e' in the BAM (track 18, sector 0). 
This can be the most difficult trick for the software pirate to 
get around . 

Any program can be broken. Any protection scheme can be gotten 
around. Sometimes the protection scheme will provide a challenge 
to the pirate. Sometimes the pirate will place a greater value on 
his time than he does on your program. At any rate, don't give 
your software away. Make the pirate work for the treasure. 
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PROGRAM DISK 



The program disk contains many useful utility routines. These are 
the programs that I use when looking at program protection 
schemes. There are two other programs that you will need to 
purchase in order to have a complete tool kit. These are a track 
and block editor and a cartridge based ML monitor. 

CLONE MACHINE (R) by MICRO-WARE DISTRIBUTING INC. This is an 
excellent program for editing track/blocks. This not the only 
good program for this purpose, it just happens to be the program 
that I use. CLONE MACHINE will allow you to view and edit 
individual blocks from the disk. This is similiar to DISK DR. 
DISK DR will work in decimal and will display the characters in 
screen codes. Whereas CLONE MACHINE will work in hex and ASCII. 
It may be necessary to use both programs when examining disks. 
The only function of CLONE MACHINE that I use is the edit 
track/block . 

HESMON (R) by Human Engineered Software is a cartridge based ML 
monitor. This is an excellent program. It has many more functions 
than the ML monitors that are supplied on the program disk. The 
most important feature is that HESMON is contained on a 
cartridge. The ML monitor does not need to be loaded into memory, 
just plug in the cartridge. It will also dump the ML code to your 
printer so that a hard copy of program listing may be obtained. 

The following programs are contained on the program disk supplied 
with this book. These programs are all public domain and may be 
duplicated by any one. This first group of programs are to be 
used with the book. These are tutorial programs and are not part 
of the tool kit. 

TEST #1 is a simple BASIC program used to demonstrate the effects 
of simple pokes on the program. 

KEYBRD BUFFER is used to demonstrate one of the uses that the 
keyboard buffer may be used for. 

ERROR CHECK is used to check a specific block for errors. You may 
input the track and block to be examined. The disk drive will try 
to read the block. Then the error channel of the drive will be 
read and the error (if any) will be displayed on the screen. This 
is a simple and convenient way to check a block for errors. 

RESTORE is a ML program that can be used to restore the pointers 
of a BASIC program after the computer has been reset. When the 
computer is reset the BASIC program becomes unlistable, the 
program still resides in memory, you just can't see it or run it. 
RESTORE will reset all the necessary pointers to make the program 
listable. 
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SUPER LINES is a simple BASIC program that has been modified to 
prevent tampering with the program. Many of the line number are 

over 64000. BASIC will not allow line number greater than 63999 

to be entered. With the use of the ML monitor, the line numbers 

can be modified to any number up to 65535. Many of the line 

number have the same number. Yet when the program does a GOSUB, 

the program will return to the proper place. 

MOVE BASIC is a simple program that will allow you to reset the 
pointers so that BASIC will reside higher in memory. 

MOD POINTERS is a BASIC program that has been modified to hide 
some of the line numbers. The lines do exist, they just will not 
list when the pointers have been modified. 

ML & BASIC is a simple BASIC program that has been relocated 
higher in memory and a short ML routine placed before the 
program. The ML routine is entered by the SYS command and the ML 
will turn over control to the BASIC program that resides higher 
in memory. 

ML & BASIC #2 is a simple BASIC program that has been relocated 
higher in memory and a short ML routine placed before the 
program. This program will give some help to those people who can 
not find where the ML & BASIC program resides in memory. 

TEST ML is a short ML routine. This is not a functioning program. 
Its only purpose is to allow you to find where ML routines reside 
in memory. Look for the KERNAL subroutines and try to decipher 
the logic of the subroutine from $2100 to $2200. 

USER FILES is a BASIC program that will allow a block of data to 
be loaded into memory. Additional blocks of data may also be 
loaded into memory and stored at successive memory locations. The 
data from the disk may be examined with the use of the ML 
monitors. The program will normally reside from 2048 to 2688 
(decimal) in memory. Do not store any data lower than 2690 when 
using this program or the data will over-ride the program. 

USER. WOW is the same program as USER FILES, only this is the 
compiled version. The compiled program is 32 blocks longer than 
the original version of the program. It will execute slightly 
faster than the BASIC version. Use this program for a comparison 
of a compiled program versus program written in BASIC. The 
compiled program will occupy memory from 2048 to 10768 (decimal). 
Do not store any data lower than 10770 when using this program or 
the data will over-ride the program. 
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The following programs are the actual utilities that you may find 
useful when examining program protection schemes. These programs 

are part of my tool kit. 

DISK DR is a track and block editor. Use this program to examine 
and modify blocks on the disk. DISK DR will not work on disks 
that have their directories placed in an endless loop. It will 
show all the code in decimal and will display the screen codes on 
the screen. Sometimes it will be necessary to use both CLONE 
MACHINE and DISK DR when examining programs. The program is menu 
driven and easy to use. List the DISK DR for a pleasant surprise. 

LLMON SYS8192, LOMON SYS32768 and HIMON SYS49152 are ML monitors. 
They are the same program, just relocated in memory. If you load 
a ML monitor into memory it will over-ride any code contained in 
that area. Some programs will store values at many different 
memory locations. It may be necessary to use the LLMON to examine 
one area of memory, then use the HIMON to examine the area of 
memory that was occupied by the LLMON. These monitors do not 
contain all the function of HESMON (R), but they are very good 
programs . 

BLOCK AL & FREE is a short BASIC program that will allow you to 
ALLOCATE or FREE a block on the disk. This program will only 
modify the BAM, no data on the disk will be changed. When the 
directory has been extensively modified it may be necessary to 
use this program to ALLOCATE or FREE blocks on the disk. 

APPEND is a very simple program that will allow you to append 
(join) two or more BASIC programs. First renumber the program 
lines of the programs to be appended, SAVE these programs to 
disk. LOAD and RUN the append program. LOAD the first program, 
then POKE 44 ,8:POKE43 , 1 'RETURN'. Your first program will be 
appended to the APPEND routine. RUN line 1 again, then load your 
second program. POKE 4 4, 8: POKE 4 3,1 'RETURN'. The second program 
will be appended to the first. You can now delete the APPEND 
program. 

I.D. CHECKER is a BASIC program that will allow you to read the 
actual I.D. from the disk. A few programs will need a special 
I.D. in order to RUN properly. Other programs will use an I.D. 
mismatch in order to generate an error. This program will display 
the I.D. of track 18 sector 0, then it will display I.D. of the 
track and sector to be examined, finally the actual track and 
sector number of the block. All the numbers are displayed in 
decimal, it will be necessary to convert these numbers into ASCII 
(use the chart provided in the memory map section). Pay attention 
to the track and sector numbers that are displayed when the disk 
contains certain errors. The track and sector numbers do not 
always contain the proper numbers. 

DISK ADDR CHANGE is a program from your disk that was supplied 
with your disk drive. Use this to change the device number of 
your disk drive. 

BACKUP 228 is a BASIC program that uses a ML routine to speed up 
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the program. This is a program that I use to make the first copy 
of a disk. BACKUP 228 will not put any errors on the destination 

(copy) disk. It will only transfer the data from the original 
disk. BACKUP 228 will read the actual I.D. from the original disk 
and will format the destination disk with this I.D. It will also 
check the original disk for the 'A' on track 18, sector 0. If the 

'A' is not present the character contained there will be 
displayed. If this character is an 'E' special copy methods will 
have to be used to backup the disk. 

1 ). Copy the disk from track 19, block to track 35. Then copy 
the disk from track 1 , block to track 18. 

If you have CLONE MACHINE {R} you can eliminate the 'E' from the 
destination disk. 

1 ). Copy the disk from track 18, block 1 to track 35. Then copy 
the disk from track 1 , block to track 17. Do not copy track 18, 
block 0. 

2). Load and execute the edit track/block feature of CLONE 
MACHINE (R). Insert the source disk and examine track 18, block 

0. Change the 'E' to an 'A', do not press 'RETURN'. Remove the 
source disk, insert the destination disk and press 'RETURN'. 
You ' re done . 

A few disks do not contain all 35 tracks on the disk. The disk 
will be prepared on a special programmable disk drive that will 
not format all of the tracks. Use BACKUP 228 to skip over these 
tracks (i.e. if track #2 is not present, copy the disk from track 

1, block to track 1. Then copy track 3, block to track 35.). 

DISK CHECKER is a simple BASIC program that will check 3 blocks 
on each track. Some disks will contain many tracks full of errors 
(#21 or #27 errors). Usually error #21 or error #27 will be full 
track errors and these tracks do not contain any information, 
just errors. If you check the disk with DISK CHECKER before 
making a copy, you may find these bad tracks. Use BACKUP 228 to 
make the copy and skip over these bad tracks. This will keep your 
disk drive from being beat to death. 

U1 & U2 is a BASIC program that will allow you to load user files 
into memory, edit them and save them back to disk. The user files 
will be stored at memory location: hex $1000, decimal 4096. The 
ML monitor may be used to examine and modify these files. Use the 
'load' function to store a user file in memory. Then load and 
execute a ml monitor to examine the diles (at $1000 to $10FF). 
Exit ('X') to exit to BASIC. Run the U1 & U2 to save the file 
back to the disk. 

SPEED COPY is a 4 minute copy program for the 1541. Disconnect 
all accessories from the computer. Load and run the program. 
Press RETURN after you insert the source disk and when you change 
disks . 
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ADVANCED CARTRIDGES 



Certain tools are necessary for the breaking of cartridges. Some 
of these were described in chapter 12 on cartridge protection. In 
this chapter we will expand upon what was mentioned in chapter 
12. We will also introduce some new tools of interest to those 
who wish to investigate cartridges. 

Hopefully you have either installed the switch described in 
chapter 12 or purchased a mother board. (Cardco distributes 5 
slot expansion boards which have a nice built-in reset switch. 
These can be purchased for under $60. Check at your dealer or 
contact us at CSM if you are interested in purchasing one of 
these devices. ) 

In chapter 1 2 we discussed the fundamentals of making cartridge 
back-ups. Briefly: 1. Load your HIMON. 2. Switch out the 
cartridge. 3. Place the cartridge into the game slot. 4. Switch 
in the cartridge. 5. Transfer the memory from 8000 to A000 to 
disk (8k). 

Many cartridges can be backed up in this fashion. However, many 
cartridges now have some form of protection, through which they 
cause your RAM copy to "self-destruct". The details of these 
copy-protection schemes were discussed in chapter 12. You may 
have attempted to copy one of your cartridges and found that your 
computer was locked up merely by switching in the cartridge! You 
were unable to gain control of the computer. All attempts to get 
control resulted in either the cartridge getting control, or the 
system being locked up. 

The reason for this strange behavior has to do with the way in 
which the computer is told to configure its memory. The various 
memory configurations are detailed on pp. 260-267 of the 
Programmer's Reference Guide. There are two important pins on the 
expansion (game) port: pin 8 which is called GAME and pin 9 which 
is called EXROM. The voltages applied to these pins have a lot to 
do with the memory configuration the computer adopts. In its 
normal state the GAME and EXROM are high (5 volts). However, when 
a cartridge is in the slot, it may ground either one or both of 
these pins. On power-up or reset the computer checks the voltages 
on these pins. If one or both or them are low (grounded), the 
computer configures its memory differently. 

Memory locations $0000 and $0001 also play a role in what memory 
configuration the computer adopts. As was mentioned earlier, when 
bit zero of address $0001 (LORAM) is set low, BASIC is switched 
out. You can change address $0001 from your ML monitor. You will 
probably find that 01 contains $37. Try changing it to $36 from 
your ML monitor. You have switched out BASIC! Now try exiting (X) 
your monitor. You will find that the computer is locked up. This 
is due to the fact that you tried to exit to BASIC and BASIC 
isn't there! Remember, you switched it out. If you changed 
address $0001 to $35 you would switch both BASIC and the KERNAL 
rom out. This will immediately crash the system if your monitor 
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makes any calls to the KERNAL . If you want to have some fun, you 
can transfer (T in the monitor) memory from A0O0 to C000 into 
AOOO. This gives you a RAM copy of BASIC. Now you can switch out 
BASIC ROM and exit your monitor without causing a system crash. 
You are in your RAM copy of BASIC. Now, if you wish, you may 
return to the ML monitor and actually modify the BASIC 
interpreter. If you know what you are doing you can create new 
BASIC commands. Similarly, you can transfer a copy of the KERNAL 
into RAM and switch out the KERNAL rom. You can now modify the 
kernal! Remember, if you make changes things are going to be 
different. You can easily make changes which will crash the 
system. However, the clever programmer could improve both BASIC 
and the KERNAL. You might (with the help of a tool described 
below) be able to re-write the KERNAL in such a way that it would 
not initialize th memory from $0000-$0800 upon a reset. This 
would allow you to "capture" more of a program that you were 
examining. Remember, normally zero page is initiallized on reset. 
This destroys any values which a program may have placed there. 
Those values may be essential to the proper running of the 
program. Their absence may cause the program to crash when you 
try to run it. 

Thus the values of LORAM and HIRAM (bits and 1 of address 
$0001 ) also have much to do with the way the computer "sees" its 
memory. In its normal configuration LORAM, HIRAM, GAME and EXROM 
are all set high. Some cartridges set EXROM low while leaving the 
others high. This forces the computer to adopt a different memory 
configuration. In this case, the 16 K from 8000 to BFFF is 
occupied by the external cartridge ROM (or RAM). Cartridges which 
configure memory in this fashion do not cause the computer to 
lock up when you try to examine them. There are, however, other 
options . 

Some cartridges set GAME low (by grounding pin 8) and leave EXROM 
high. In this case the computer "sees" the cartridge in the 8 K 
block from E000 to FFFF. Yes, this eliminates the KERNAL! There 
is no problem in doing this as long as no calls are made to the 
KERNAL. Obviously cartridges which locate themselves here don't 
make KERNAL calls. They have built-in routines to accomplish what 
the KERNAL would have accomplished. Furthermore, many important 
system vectors are contained at the high end of memory. The 
cartridge ROM has Its own set of vectors at these locations and 
can thus get control upon reset or power-up since the system must 
vector to where the cartridge tells it to go. (Note: This system 
causes an auto-start to occur without the use of the CBM80 spoken 
of earlier. In fact, it cannot use the CBM80 since those 
characters must appear at $8004-$8008 and in this configuration 
the cartridge ROM appears at $E000 to $FFFF.) 

Flow then do we get a RAM copy of such a cartridge? This question 
has at least two good answers: 1 ) Physically change the cartridge 
board so that pin 8 (GAME) is not grounded and that pin 9 (EXROM) 
is grounded. This really isn't difficult. You must "break open" 
the cartridge housing and carefully examine the structure of the 
board. Pins 1 and Z are both system ground. One of these may be 
directly connected to pin 8. If you sever this connection, pin 8 
will remain high. Now be sure that pin 9 is grounded. Try 
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examining the cartridge now. You may be able to "see" the program 

now residing at $8000 with your machine language monitor. 

Remember that the data contained on the cartridge does not know 

where it is supposed to reside in memory. The way the pins are 

configured determines where the data will reside in the computers 

memory. If you can disassemble it you should transfer a copy to 

your disk. It may be that this method fails to work. In that 

case you may want to add another tool to your tool kit. (see 
below) . 

We aren't done yet! Remember, this program expects to be located 
at $EO00 to $FFFF. You may want to change the pointers in the 
program file {on the disk) to cause it to load to that location 
(Use Clone or Disk Dr. ) or you will have to write a ML loader 
routine (see below) that will relocate the program to $E000 and 
JMP to the entry point. 

You will now have to examine the vector at $FFFC (and SFFFd ) . 
This is the system reset vector. The computer is going to jump to 
the location specified by this vector upon reset (or power up). 
This will be the entry point into the cartridge or to your RAM 
copy! Write down the entry point for future reference. All that 
remains is to write a short ML loader program which will 1) Load 
the copy to $E000. 2) Switch out the KERNAL rom (put a $34 at 
$0001 ). 3) Jump to the entry point you wrote down earlier. This 
may be all that has to be done. However, if cartridge protection 
(as described in chaper 12) is present, you will have to locate 
it and remove it. 

Above it was mentioned that there were at least two good methods 
for investigating these "strange" types of cartridges. The second 
method involves the use of an EPROM programmer. We have found 
that the PROMENADE by Jason-Ranheim is an excellent device and 
well worth the small investment ( CSM is an authorized dealer). 
With this device and the accompanying software you can not only 
examine cartridge ROMs but you can make exact copies of them on 
an EPROM (Erasable Programmable Read Only Memory chip). You can 
then plug the copy onto another board and 'voila-a' perfect 
working copy! The PROMENADE can also be used to examine a 
cartridge ROM. You must remove it from its board and drop it in 
the PROMENADE. Then, with one simple command, you can dump the 
program on the cartridge into memory and examine it with your ML 
monitor. If you are willing to invest a few dollars, you can buy 
a "Proto-Clip" which allows you to clip directly onto the ROM 
chip without removing it from the board. If you wire the other 
end of the clip to a 28 pin socket you can drop the socket into 
the PROMENADE, clip onto the cartridge ROM and examine it, 
down-load it etc. 

The PROMENADE allows you to put your own routines or ut i I i t i es on 
a cartridge. If you are tired of loading the DOS wedge or 
whatever, you can now "burn" these programs into your own EPROM 
and have them auto-load upon power up or reset. Jason-Ranheim 
manufactures two different bank switch boards. One holds up to 4 
EPROMS (max. 128k), the other holds up to 8 such EPROMS (max 
256k). You can select any one of the EPROMS and address an 8K 
block of memory in it. This gives you access to up to 128K with 
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the 4 slot board or 256K with the 8 slot board! Remember, you 
will be loading from EPROMS with extremely fast access times. You 
can burn all your frequently used utilities into EPROMS, 
selecting any one using one POKE and one SYS. You are also 
provided with a routine through which you can burn BASIC programs 
onto the EPROMS and have them auto-load. Using the Cardco 5 slot 
expander with five of the 256K boards you could have up to one 
and a quarter megabytes of programs at your fingertips!!! Think 
of the possibilities. 1.25 megabytes with virtully instant access 
time . 

A final word to the adventuresome: Abacus software publishes two 
excellent books: The Anatomy of the C-64 and The Anatomy of the 
1541 Disk Drive. The former contains fully commented assembly 
language listings of the BASIC and KERNAL roms . These will prove 
very useful if you decide to get creative and modify one or both 
of these programs. The disk drive book contains an excellent 
commented assembly language listing of the DOS in your disk 
drive. If you spend the time to familiarize yourself with the 
workings of the DOS you will realize that there are many 
parameters which could be changed in order to cause strange 
things to happen during formatting or during error checking or 
whenever. Unfortunately the disk drive only contains 2K of RAM 
memory and thus you cannot make a RAM copy of the operating 
system (like you can do with BASIC and the KERNAL) and modify it. 
There is hope for the creative however. 

In most disk drives the DOS chips are removeable. If you have an 
EPROM burner (like the PROMENADE described above) you can remove 
the DOS chip from your disk drive, drop it in the PROMENADE and 
load a copy of the DOS into the memory of the C-64. Once the DOS 
is in memory you can disassemble it using your ML monitor. You 
will find it to match the listing in the Anatomy of the 1541. The 
point here is that the RAM copy can be modified using your ML 
monitor. This modified version can be burned into an EPROM and 
this EPROM can be placed back into your drive. You are now 
running under your own DOS!! We currently have disk drives 
capable of reading and writing 41 tracks! ! Clever changes may 
allow you to create extra tracks, half-tracks, turn off error 
checking etc. You could theoretically re-write the DOS totally 
and sell your version to other 1541 owners. Perhaps less error 
checking would make the drive run substantially faster. 

If you use your imagination you will come up with many ideas 
which are relevant for copying cartridges and for the breaking of 
some of the more sophisticated copy protection schemes being used 
now to protect programs. 

The game goes on. It will always go on. The programmers will 
devise better protection schemes. The pirates will break those 
schemes. New schemes will be devised and so on. There are 
presently dozens of programs which claim to be able to copy a 
large number of protected programs. Some of them are quite good. 
You may have purchased a number of them already. Keep in mind 
that all those programs will become obsolete quickly. New 
protection schemes will be developed which defeat all of them. 
You have two choices: You can continue to purchase copy programs 
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as they are improved. Or you can keep up with developments in 
protection methods and break the latest generation of protected 
programs (you can do both). 
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MEMORY MAP BY CSM SOFTWARE PO 
DESCRIPTION 
Chin directional register 
Chip I/O; leiory !> tape control 
Float-Fixed vector 
Fixed-Float vector 
Search character 
Scan for quotes flag 
TftB-col ii«n save 
0=L0A0.1=VERIFV 

Input buffer pointer/* subscript 
Default DIM flag 
Type: FF=string, 00=nu»eric 
Type:80=integer ,00=f loating point 
DATA scan/LIST quote/ teiory flag 
Subscript/Fn* flag 
0=INPUT; *40=6£T: t98=ft£AD 
ATN sign/Comparison eval flag 
Current I/O proipt flag 
Integer value 

Pointer: teiporary stro. stack 
Last teip string vector 
Stack for tenpory strings 
Utility oainter area 
Product area for Duitiplication 
Pointer: Start-of -Basic 
Pointer: Start-of-Variables 
Pointer: Start-of-Arrays 
Pointer: End-of-ArrayS 
Pointer: String-storage 
Utility string pointer 
Pointer: Li»it-of-«eiary 
Current Basic line nu»ber 
Previous Basic line nuiber 
Pointer: Basic statement for C0NT 
Current DATA line nuiber 
Current DATA address 
Input vector 
Current variable naie 
Current variable address 
Variable oointer for F0R/NEJT 
V-save: op-save; Basic oointer save 
Coifarison syibo! accumulator 
disc Mork ar^s, pointers, etc. 
JuM vector for functions 
Hi sc Kort: ares 
Accuill: Exponent 
Accuatl: Mantissa 
Accuill; Sign 

Series evaluation constant pointer 
Accuill overflow 
Accu«*2 Eiipor,. 
Accu»l2 MANTISSA 
Float accu* 12 
Sign Conp. fl vs 12 
Accuill lo-order (rounding) 
Cassette buffer pointer 
CHRGET subroutine: get Basic char 
Basic pointer (within subrtnl 
RND seed value 
Status nord ST 
STOP and MS flags 

(1) 



BOX 5 


63. 


CROWN 


HEX 




DECIMAL 


0092 




146 


0093 




147 


0994 




148 


0095 




149 


0096 




150 


0097 




151 


0098 




152 


0099 




1 J J 


009A 




154 


009B 




155 


009C 




156 


009D 




157 


009E 




158 


009F 




159 


0OAO-0OA2 


160-162 


O0A3 




163 


004A 




164 


00B5 




165 


COM 




166 


0067 




167 


00A8 




16B 


00fl9 




169 


00AA 




170 


00AS 




IT! 


OOflC- 


OOAD 


172-173 


00AE- 


OOAF 


174-175 


OOBO- 


OOBl 


176-177 


00B2- 


0OB3 


176-179 


O0B4 




180 


00BS 




161 


O0B6 




182 


O0B7 




183 


0OB8 




184 


00B9 




185 


OOBA 




186 


0QBB- 


OOBC 


187-188 


00BD 




189 


OOBE 




190 


OOBF 




19! 


ooco 




192 


ooci- 


0OC2 


193-194 


00C3-00C4 


195-196 


0OC5 




197 


00C4 




198 


0OC7 




199 


ooce 




200 


0OC9- 


OOCA 


201-202 


OOCB 




203 


OOCE 




204 


ooct 




205 


OOCE 




206 


OODO 




208 


00D1-OOD2 


209-210 


00D3 




211 


00D4 




212 


00D5 




213 


00D6 




214 


00D7 




215 


0008 




216 



POINT. IN. 46307 
DESCRIPTION 
Tilling for tape 
Load=0, Verify=l 

Serial output deferred char flag 
Serial degerrett character 
End of Tape received 
Register save 
I of open files 
Input device, norially 
Output CUD device, nonally 3 
Tape character parity 
Byte-received flag 
Direct=*80/F.UN;0 output control 
Tape Pass 1 error log/char buffer 
Tape Pass 2 err log corrected 
Jiffy Clock H,M,S 
Serial bit count/EOI flag 
Cycle count 

Countdown, tape urite/bit count 
Tape buffer pointer 
Tape Write Idr count/Rd pass/inbit 
Tp iYt new byte/Rd error/inbit count 
Hrt start bit/Rdbit err/stbit 
Tp ScaniCntiLdiEnd/byte assy 
t(r lead length/Rd checksui/parity 
Pointer: tape bufr, scrolling 
Tape end adds/End of prograi 
Tape tiling constants 
Pntr: start of tape buffer 
!=Tp titer enabled; bit count 
Tp E0T/RS232 next bit to send 
Read character error/outbyte buf 
# characters in file naie 
Current logical file 
Current secondary address 
Current device 
Pointer to file nam* 
RS 232 Parity 

(I blocks regaining to Dr/Rtf 
Serial word buffer 
Tape totor interlock 
I/O start address 
Kernal setup pointer/ Cass, tein 
Last key pressed 
I chars in keybrd buffer 
Screen reverse flag 
End-of-line for input pointer 
Input cursor log <row,colu»nl 
Which key! 64 if no key 
0=f!ash cursor 
Cursor tiling countdown 
Character under cursor 
Input froi screen/fro* keyboard 
Pointer to screen line 
Position of cursor on above line 
0-direct cursor, else programed 
Current screen line length 
Rom where cursor lives 
Last inkey/checksu»/buffer 
I of INSERTS outstanding 
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O0D9-OOF2 217-242 Screen line link table 

00F3-00F4 243-244 Screen color pointer 

C0F5-OOF6 245-246 Keyboard jointer 

0OF7-O0F8 247-248 RE-232 Rev Pntr 

O0F9-OOFA 249-250 RS-232 Out Pntr 

0OFB-00FE 251-254 FREE 00 Page space 

OOFF 255 BASIC work area 

0100-OIOA 256-266 Floating to ASCII work area 

0100-103E 254-318 Tape error log 

01OO-01FF 256-511 Processor stack area 

0200-0258 512-600 Basic input buffer 

0259-0262 601-610 Logical Tile table 

0243-0260 611-620 Device table 

Q26D-0276 621-630 Sec Adds table 

0277-0280 631-640 Kevbd buffer 

0281-0282 641-642 Start of Basic Neiory 

0283-0284 643-644 Top of Basic Neiary 

0285 645 Serial pus ti»eout flag 

0286 646 Current color code of crsr 

0287 647 Color under cursor 

0288 646 Screen leiory page 

0289 649 Si2e of keybd buffer 
028A 650 Repeat all keys 
0286 651 Repeat speed counter 
028C 652 Repeat delay counter 

028D 653 Keyboard Shift/Control flag 

028E 654 Last shift pattern 

028F-0290 655-656 Keyboard table setup pointer 

0291 457 Keyboard shift .ode 

0292 658 0=scroll enable 

0293 659 RS-232 control reg 

0294 660 RS-232 comand reo 
0295-0296 661-662 Bit tilling 

0297 663 RS-232 status 

0298 664 I bits to send 
0299-029A 665 RS-232 speed'eode 
029B 667 RS232 receive pointer 
029C 668 RS232 input pointer 

029D 669 RS232 output pointer start 

029E W0 RS232 output pointer end 

029F-02AO 671-472 IRQ save during tape I/O 

02A1 673 CIA 2 (NMD Interrupt Control 

02A2 674 CIA 1 Tiner A control loo 

02A3 675 CIA 1 Interrupt Log 

02A4 676 CIA 1 Tiner A enabled flag 

02A5 677 Screen row Barker 

02A6 678 40 Hertz ? 

02A7-02FF 679-704 Unused 

02CO-02FE 704-766 (Sprite 11) 

0301-0301 768-769 Error lessaqe lint 

0302-0303 770-771 BASIC wari start link 

0304-0305 772-773 Crunch BASIC tokens link 

0306-0307 774-775 Print tokens link. LIST 

03O8-03O9 776-777 Start new BASK code link 

030A-030B 778-779 Set arithmetic elenent link 
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NMI interrupt vector 
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OPEN vector 


F34A 


O31C-031D 


796-797 


CLOSE vector 
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03IE-031F 


798-799 


Set-input vector 


F20E 


0320-0321 


800-801 


Set-output vector 
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0322-0323 


802-803 


Restore 1/8 vector 


F333 


0324-0325 


804-805 


INPUT vector 


F157 


0326-0327 


806-B07 


Output vector 


F1CA 


032B-Q329 


B0S-BO9 


test-STOf vector 


F6ED 
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810-811 


SET vector 


F1!E 


032C-032D 


812-813 


Abort 1/0 vector 


F32F 


032E-032F 


814-815 


Warn start vector 


FE66 


0330-0331 


816 


LOAD link 


F4A5 


0332-0333 


818-819 


SAVE link 


F5ED 


033C-03FB 


819-1019 


Cassette bu-ffer 




034O-037E 


B32-B94 


(Sprite 13) 




03B0-03BE 


896-958 


(Sprite 14) 




03C0-03FE 


960-1022 


(Sprite 15) 




040O-07E7 


1024-2023 


Screen ieiorv 





07F8-07FF 2040-2047 Sprite pointers 

08OO-9FFF 2048-40959 Basic RAM neiory 

B000-9FFF 32768-40959 Alternate RAM or RON GAME CART. 

AOO0-BFFF 40960-49151 RDIt: Basic interpeter 

A0O0-BFFF 40960-49151 Alternate RAM or RON EXR0M CART. 

C0O0-CFFF 49152-53247 RAN leiorv 

D0O0-DO2E 53248-53294 Video Chip (6566) 

D400-D41C 54272-54300 Sound Chip (6581 SID) 

DS00-DBFF 55296-54319 Color nybhle aeaorv 

DC00-DC0F 56320-56335 Interface chip, IRQ (6526 CIA) 

DDOO-BD0F 56576-56591 Interface chip, NMI (6326 CW 

DO00-DFFF 53248-53294 Alternate: Character set 

EO00-FFFF 57344-65535 RON: Ooerating syste* 

E000-FFFF 57344-65535 Alternate RAN 

FF81-FFF5 65409-65525 Juip Table, Including: 
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Check neiory space 
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Syntax error 


BAB7 
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Conpare 
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Underflow/overflow 
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Error routine 
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BREAK entry 
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Receive input line 
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A579 
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Set up array 
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Find Basic line 
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Compute array size 
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Back up text pointer 
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Perforn ABS 
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Conpare FACtl to aei 
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Perforn FOR 
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Float-fixed 


A7ED 


Execute statenent 


B3A4 


Check direct 


BCCC 


Perfori INT 


A81D 


Per fors RESTORE 


B3B3 


Perforn DEF 
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String to FAC 


A82C 


Break 


B3E1 


Check fn syntas 


BD7E 


Get ASCII digit 


A82F 


Per fore STOP 


B3F4 


Perforn FN 


BDC2 


Print 'IN' 


BB3I 


Perforn END 


B465 


Perforn STRJ 


BDCD 


Print line nuiber 


AB57 


Per fore CONT 


B475 


Calculate string vector 


BDDD 


Float to ASCII 


8871 


Perfori RUN 


B487 


Set up string 


BF14 


Deciial constants 


A883 


Perforn 6QSUB 


B4F4 


Make roo» for string 


BF3A 


TI constants 


ABAC 


Per for* SQTO 


8526 


Garbage collection 


BF71 


Perforn SdR 


A8D2 


Perforn Return 


B5BD 


Check saNageability 


BF7B 


Perforn [power] 


ABFB 


Perforn DATA 


BAOA 


Collect string 


BFB4 


Perforn [negative] 


A90fc 


Scan for next statenent 


B63D 


Concatenate 


BFED 


Perforn EXP 
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Perforn !F 
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Build string to lenory 






A93B 


Perfori REM 


B6A3 


Discard unwanted string 






A946 


Perforn ON 
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Clean descriptor stack 


COOO-CFFF Protected Ran 


A96B 


Get fixed point nuiber 


B6EC 


Perforn CUR* 






A9A5 


Perforn LET 


B700 


Perforn LEFT* 






AABO 


Per fore PRINT! 


B72C 


Perforn RIGHT* 






AAB6 


Per fori CMD 


B737 


Perforn HID* 
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Perforn PRINT 
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Pull string paraneters 






ABIE 


Print string troi (y.a. ) 


B77C 


Perfori LEN 






AB3B 


Print fornat character 


B782 


Exit string-iade 
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Bad input routine 


B7BB 


Perforn ASC 
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Perfori GET 
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Input byte paraiieter 
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Perfori INPUT* 
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Perforn VAl 
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Perfori INPUT 
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Paraieters POKE/HAIT 






A6F9 


Proipt I input 
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Float-fixed 
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Perfori READ 
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Perforn PEEK 
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Input error nessages 
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Perforn POKE 






ADIE 


Perfori NEXT 


B82D 
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KOS 4546 VIDEO 1KTERFACE CONTROLLER (VIC) 

WOO 53248 Sprite X position 

DOOl 532*9 Sprite ¥ position 

0002 53250 Sprite 1 X position 

D003 53251 Sprite i Y position 

D004 53252 Sprite 2 X position 

D005 53253 Sprite 2 ¥ position 

D006 53254 Sprite 3 X position 

1007 53255 Sprite 3 Y position 

0008 53254 Sprite 4 X position 

D009 53257 Sprite 4 Y position 

DOOA 53258 Sprite 5 X position 

DOOB 53259 Sprite 5 Y position 

DOOC 53240 Sprite 6 X position 

BOOD 53241 Sprite 4 Y position 

DOOE 53242 Sprite 7 X position 

DOOF 53243 Sprite 7 Y position 

D010 53264 Sprites 0-7 «.s.bit of X-coord. 

DOll 53245 VIC Control Register 

D012 53244 Read Raster/Nnte for co«p. IRQ 

D013 53267 Light-pen latch X-position 

DOM 5324B Light-pen latch Y-position 

0015 53269 Sprite Display enable 

D014 53270 VIC Control Register 

D017 53271 Sprites 0-7 expand 2tvertical 

D018 53272 VIC Nemry Control Register 

D019 53273 VIC Interrupt Flag Register 

DOlfl 53274 IRQ Mask Register 

D01B 53275 5prite to Bkground Display Prty 

D01C 53276 Sprites 0-7 Multi-color lode sel 

101D 53277 Sprites 0-7 Expand 2thori2ontal 

D01E 5327B Sprite to sprite Collision Detect 

D01F 53279 Sprite to Background Collis. Det. 

D020 53280 Border color 

1021 532B1 Background color 

D022 53282 Background color 1 

1023 53283 Background color 2 

D024 53284 Background color 3 

D025 532B5 Sprite Multicolor register 

0026 53286 Sprite Multicolor register 1 

1027 53287 Sprite color 

D028 53288 Sprite 1 color 

D029 53289 Sprite 2 color 

D02A 53290 Sprite 3 color 

&02B 53291 Sprite 4 color 

D02C 53292 Sprite 5 color 

D02D 53293 Sprite 6 color 

D02E 53294 Sprite 7 color 

MS 4581 SOUHO INTERFACE DEVICE (SID) 

D400 54272 Voice liFrequency control— Lou 

0401 54273 Voice t:Frequency cont,--High 

D402 54274 Voice liPulse Navefor* Hidth-Lo 

0405 54275 Voice Is ■ ' ' -High 

D404 54276 Voice l:Control Register 

D405 54277 Envelope 6enerator l:Attack/Decay 

D406 54278 Envelope Generator l:Sustain/Rel 

D407 54279 Voice 2: Frequency— Low Byte 

D408 54280 Voice 2:Fre<tuency-High Byte 



Voice 2: Pulse Mavefori-Lon Byte 
Voice 2:Pulse Havefon-High 
Voice 2: Control Register 
Envelope Generator 2:Attack/Decay 
Envelope Generator 2:Sustain/Rel 
Voice 3: Frequency— Lo* Byte 
Voice 3iFrequency-High Byte 
Voice 3:Pulse Mavefori--Lon Byte 
Voice 3:Pulse " High Nybble 

Voice 3:contral Register 
Envelope 6enerator 3: Attack /Decay 
Envelope Generator 3iSustain/Rel 
Filter cutoff FreqsLo* Nybble 
Filter cutoff Freq:High Byte 
Filter Resonance/Voice Input Ctrl 
Select filter Hade and voluie 
Analog/digital ConverteriPaddle 1 
Analog/digital conviPaddle 2 
Oscillator 3:Randoi Nutber Ben 
Envelope Generator 3 Output 



D409 542B1 

D40A 54282 

D40B 54263 

D40C 54284 

D40D 54285 

D40E 54286 

D40F 54287 

D410 5428B 

D411 54289 

D412 54290 

D413 54291 

0414 54292 

D415 54293 

D416 54294 

D417 54295 

D418 54296 

D419 54297 

D41A 54298 

D41B 54299 

D41C 54300 

D500-D7FF 54528-55295 SID I1A6ES 

DBOO-DBFF 55296-56319 Color RAM 

MOS 6526 COMPLEX INTERFACE ADAPTER (CIA) II 

DCOO 56320 Data Port A Joystick 2 

DC01 56321 Data Port B joystick 1 

DCD2 56322 Data Direction RegiPort A 

DC03 56323 Data Direction Reg: Port B 

DC04 56324 Tiier AiLot. Byte 

DC05 56325 Titer AiHigh Byte 

DC06 56326 Tiier B:Lon Byte 

DC07 56327 Tiier BiHigh Byte 

DC08 56328 Tiie-of-Day Clock;l/10 Sec 

DC09 56329 Tiie-o*-Day ClockiSeconds 

DCOA 56330 Tiie-of-Day Clock:Hinutes 

DCOB 54331 Tiie-of-Day ClocksHrs I AM/PM 

DCOC 56332 Synchronous Serial I/O Buffer 

DCOD 56333 CIA Interrupt Control Reg 

DCOE 56334 CIA Control Register A 

DCOF 56335 CIA Control Register B 

MS 6526 COMPLEX INTERFACE ADAPTER (CIA) (2 

DDOO 5457b Data Port AiSenal Bus,RS-232 

DD01 56577 Data Port BlUser Port.RS-232) 

DD02 5657B Data Direction RegiPort A 

DD03 56579 Data Direction RegsPort B 

DB04 565B0 Tiier A:Lo»-Byte 

DD05 56581 Tiier AiHigh Byte 

DD04 56582 Tuer B:Low Byte 

DD07 56583 Tiner B:High Byte 

BD08 54584 Ti»e-o4-I)ay Clock: 1/10 Sec. 

DD09 565B5 Tiie-of-Day ClockiSeconds 

DDOA 56586 Ti«e-of-Day ClockiMinutes 

DDQB 56587 Tiie-of-Day ClockiHrs & Ah/Pi 

DDOC 565B8 Synchronous Serial HO Buffer 

DDOD 56589 CIA Interrupt Cont. Register 

DDOE 54590 CIA Control Register A 

DDOF 56591 CIA Control Register B 

DEOO-QEFF 56832-57087 RESERVED FOP FUTURE I/O EKPfW 
DFOO-DFFF 57088-57343 RESERVED FOR FUTURE I/O EXPAN 
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